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6.1.2.1	Resource allocation in time domain
When the UE is scheduled to transmit a transport block and no CSI report, or the UE is scheduled to transmit a transport block and a CSI report(s) on PUSCH by a DCI or by a RAR UL grant, the Time domain resource assignment field value m of the DCI or the Time domain resource allocation field value m of the RAR UL grant provides a row index m + 1 to an allocated table. The determination of the used resource allocation table is defined in clause 6.1.2.1.1. The indexed row defines the slot offset K2, the start and length indicator SLIV, or directly the start symbol S and the allocation length L, and the PUSCH mapping type to be applied in the PUSCH transmission.





When the UE is scheduled to transmit a PUSCH with no transport block and with a CSI report(s) by a CSI request field on a DCI, the Time domain resource assignment field value m of the DCI provides a row index m + 1 to an allocated table which is defined by the higher layer configured pusch-TimeDomainAllocationList in pusch-Config. The indexed row defines the start and length indicator SLIV, and the PUSCH mapping type to be applied in the PUSCH transmission and the K2 value is determined as , where  are the corresponding list entries of the higher layer parameter reportSlotOffsetList in CSI-ReportConfig for the  triggered CSI Reporting Settings and  is the (m+1)th entry of .



-	The slot where the UE shall transmit the PUSCH is determined by K2 as  where n is the slot with the scheduling DCI, K2 is based on the numerology of PUSCH, and  and  are the subcarrier spacing configurations for PUSCH and PDCCH, respectively, and
-	The starting symbol S relative to the start of the slot, and the number of consecutive symbols L counting from the symbol S allocated for the PUSCH are determined from the start and length indicator SLIV of the indexed row:

if  then


else 



where, and
-	The PUSCH mapping type is set to Type A or Type B as defined in clause 6.4.1.1.3 of [4, TS 38.211] as given by the indexed row.
The UE shall consider the S and L combinations defined in table 6.1.2.1-1 as valid PUSCH allocations
Table 6.1.2.1-1: Valid S and L combinations
	PUSCH mapping type
	Normal cyclic prefix
	Extended cyclic prefix

	
	S
	L
	S+L
	S
	L
	S+L

	Type A
	0
	{4,…,14}
	{4,…,14}
	0
	{4,…,12}
	{4,…,12}

	Type B
	{0,…,13}
	{1,…,14}
	{1,…,14}
	{0,…, 11}
	{1,…,12}
	{1,…,12}



When transmitting PUSCH scheduled by DCI format 0_1 in PDCCH with CRC scrambled with C-RNTI, MCS-C-RNTI, or CS-RNTI with NDI=1, if the UE is configured with pusch-AggregationFactor, the same symbol allocation is applied across the pusch-AggregationFactor consecutive slots and the PUSCH is limited to a single transmission layer. The UE shall repeat the TB across the pusch-AggregationFactor consecutive slots applying the same symbol allocation in each slot. The redundancy version to be applied on the nth transmission occasion of the TB, where n = 0, 1, …pusch-AggregationFactor -1, is determined according to table 6.1.2.1-2. 
Table 6.1.2.1-2: Redundancy version when pusch-AggregationFactor is present
	rvid indicated by the DCI scheduling the PUSCH
	rvid to be applied to nth transmission occasion

	
	n mod 4 = 0
	n mod 4 = 1
	n mod 4 = 2
	n mod 4 = 3

	0
	0
	2
	3
	1

	2
	2
	3
	1
	0

	3
	3
	1
	0
	2

	1
	1
	0
	2
	3



A PUSCH transmission in a slot of a multi-slot PUSCH transmission is omitted according to the conditions in clause 11.1 of [6, TS38.213]. 
6.1.2.1.1	Determination of the resource allocation table to be used for PUSCH
Table 6.1.2.1.1-1 defines which PUSCH time domain resource allocation configuration to apply. Either a default PUSCH time domain allocation A according to table 6.1.2.1.1-2, is applied, or the higher layer configured pusch-TimeDomainAllocationList in either pusch-ConfigCommon or pusch-Config is applied.
Table 6.1.2.1.1-4 defines the subcarrier spacing specific values j. j is used in determination of  in conjunction to table 6.1.2.1.1-2, for normal CP or table 6.1.2.1.1.-3 for extended CP, where  is the subcarrier spacing configurations for PUSCH.
Table 6.1.2.1.1-5 defines the additional subcarrier spacing specific slot delay value for the first transmission of PUSCH scheduled by the RAR. When the UE transmits a PUSCH scheduled by RAR, the Δ value specific to the PUSCH subcarrier spacing µPUSCH is applied in addition to the K2 value.
Table 6.1.2.1.1-1: Applicable PUSCH time domain resource allocation
	RNTI
	PDCCH search space
	pusch-ConfigCommon includes pusch-TimeDomainAllocationList
	pusch-Config includes pusch-TimeDomainAllocationList
	PUSCH time domain resource allocation to apply

	PUSCH scheduled by MAC RAR as described in clause 8.2 of [6, TS 38.213]
	No
	-
	Default A

	
	Yes
	
	pusch-TimeDomainAllocationList provided in pusch-ConfigCommon

	C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI
	Any common search space associated with CORESET 0
	No
	-
	Default A

	
	
	Yes
	
	pusch-AlloTimeDomaincationList provided in pusch-ConfigCommon

	C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, SP-CSI-RNTI
	Any common search space not associated with CORESET 0,

UE specific search space
	No
	No
	Default A

	
	
	Yes
	No
	pusch-TimeDomainAllocationList provided in pusch-ConfigCommon 

	
	
	No/Yes
	Yes
	pusch-TimeDomainAllocationList provided in pusch-Config



Table 6.1.2.1.1-2: Default PUSCH time domain resource allocation A for normal CP
	Row index
	PUSCH mapping type
	
	S
	L

	1
	Type A
	j
	0
	14

	2
	Type A
	j
	0
	12

	3
	Type A
	j
	0
	10

	4
	Type B
	j
	2
	10

	5
	Type B
	j
	4
	10

	6
	Type B
	j
	4
	8

	7
	Type B
	j
	4
	6

	8
	Type A
	j+1
	0
	14

	9
	Type A
	j+1
	0
	12

	10
	Type A
	j+1
	0
	10

	11
	Type A
	j+2
	0
	14

	12
	Type A
	j+2
	0
	12

	13
	Type A
	j+2
	0
	10

	14
	Type B
	j
	8
	6

	15
	Type A
	j+3
	0
	14

	16
	Type A
	j+3
	0
	10



Table 6.1.2.1.1-3: Default PUSCH time domain resource allocation A for extended CP 
	Row index
	PUSCH mapping type
	K2
	S
	L

	1
	Type A
	j
	0
	8

	2
	Type A
	j
	0
	12

	3
	Type A
	j
	0
	10

	4
	Type B
	j
	2
	10

	5
	Type B
	j
	4
	4

	6
	Type B
	j
	4
	8

	7
	Type B
	j
	4
	6

	8
	Type A
	j+1
	0
	8

	9
	Type A
	j+1
	0
	12

	10
	Type A
	j+1
	0
	10

	11
	Type A
	j+2
	0
	6

	12
	Type A
	j+2
	0
	12

	13
	Type A
	j+2
	0
	10

	14
	Type B
	j
	8
	4

	15
	Type A
	j+3
	0
	8

	16
	Type A
	j+3
	0
	10



Table 6.1.2.1.1-4: Definition of value j
	µPUSCH
	j

	0
	1

	1
	1

	2
	2

	3
	3



Table 6.1.2.1.1-5: Definition of value Δ
	µPUSCH
	Δ

	0
	2

	1
	3

	2
	4

	3
	6




image1.wmf
(

)

2

max1

j

j

KYm

=+


oleObject1.bin

image2.wmf
1

,...,

0

,

Rep

-

=

N

j

Y

j


oleObject2.bin

image3.wmf
Rep

N


oleObject3.bin

image4.wmf
(

)

1

j

Ym

+


oleObject4.bin

image5.wmf
j

Y


oleObject5.bin

image6.wmf
2

2

2

K

n

PDCCH

PUSCH

+

ú

ú

û

ú

ê

ê

ë

ê

×

m

m


oleObject6.bin

image7.wmf
PUSCH

m


oleObject7.bin

image8.wmf
PDCCH

m


oleObject8.bin

image9.wmf
7

)

1

(

£

-

L


oleObject9.bin

image10.wmf
S

L

SLIV

+

-

×

=

)

1

(

14


oleObject10.bin

image11.wmf
)

1

14

(

)

1

14

(

14

S

L

SLIV

-

-

+

+

-

×

=


oleObject11.bin

image12.wmf
S

L

-

£

<

14

0


oleObject12.bin

