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[bookmark: _Toc28834527][bookmark: _Toc44881140][bookmark: _Toc51776310][bookmark: _Toc90666275]5.1.34	UTRA FDD CPICH Ec/No

	Definition
	The received energy per chip divided by the power density in the band. If receiver diversity is not in use by the UE, the CPICH Ec/No is identical to CPICH RSCP/UTRA Carrier RSSI. Measurement shall be performed on the Primary CPICH. The reference point for the CPICH Ec/No shall be the antenna connector of the UE. If Tx diversity is applied on the Primary CPICH the received energy per chip (Ec) from each antenna shall be separately measured and summed together in [Ws] to a total received chip energy per chip on the Primary CPICH, before calculating the Ec/No. If receiver diversity is in use by the UE, the measured CPICH Ec/No value shall not be lower than the corresponding CPICH RSCPi/UTRA Carrier RSSIi of receive antenna branch i.

	Applicable for
	RRC_CONNECTED inter-RAT



[bookmark: _Toc90666276]5.1.35	DL PRS reference signal received path power (DL PRS-RSRPP)

	Definition
	DL PRS reference signal received path power (DL PRS-RSRPP), is defined as the power of the linear average of the channel response at the i-th path delay of the resource elements that carry DL PRS signal configured for the measurement, where DL PRS-RSRPP for the 1st path delay is the power contribution corresponding to the first detected path in time.

DL PRS reference signal received path power (DL PRS-RSRPP), is defined as the power of the received DL PRS signal configured for the measurement at the i-th path delay of the channel response, where DL PRS-RSRPP for 1st path delay is the power corresponding to the first detected path in time.

For frequency range 1, the reference point for the DL PRS-RSRPP shall be the antenna connector of the UE. For frequency range 2, DL PRS-RSRPP shall be measured based on the combined signal from antenna elements corresponding to a given receiver branch.

	Applicable for
	RRC_CONNECTED,
RRC_INACTIVE



…

[bookmark: _Toc90666283]5.2.6	UL SRS reference signal received path power (UL SRS-RSRPP)

	Definition
	UL SRS reference signal received path power (UL SRS-RSRPP) is defined as the power of the linear average of the channel response at the i-th path delay of the resource elements that carry the received UL SRS signal configured for the measurement, where UL SRS-RSRPP for 1st path delay is the power contribution corresponding to the first detected path in time.

UL SRS reference signal received path power (UL SRS-RSRPP) is defined as the power of the received UL SRS signal configured for the measurement at the i-th path delay of the channel response, where UL SRS-RSRPP for 1st path delay is the power corresponding to the first detected path.

The reference point for UL SRS-RSRPP shall be:
-	for type 1-C base station TS 38.104 [9]: the Rx antenna connector,
-	for type 1-O or 2-O base station TS 38.104 [9]:  based on the combined signal from antenna elements corresponding to a given receiver branch
-	for type 1-H base station TS 38.104 [9]: the Rx Transceiver Array Boundary connector.

For frequency range 1, the reference point for the UL SRS-RSRPP shall be the antenna connector of the gNB. For frequency range 2, UL SRS-RSRPP shall be measured based on the combined signal from antenna elements corresponding to a given receiver branch.

For frequency range 1 and 2, if receiver diversity is in use by the gNB for UL SRS-RSRPP measurements:
-	The reported UL SRS-RSRPP value for the first and additional paths shall be provided for the same receiver branch(es) as applied for UL SRS-RSRP measurements, or
-	The reported UL SRS-RSRPP value for the first path shall not be lower than the corresponding UL SRS-RSRPP for the first path of any of the individual receiver branches and the reported UL SRS-RSRPP for the additional paths shall be provided for the same receiver branch(es) as applied UL SRS-RSRPP for the first path.



