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1. Overall Description:

RAN1 would like to thank RAN4 for the LS R1-2203026(R4-2207098) on applicable number of PFL for the gapless PRS measurement. 
In RAN1#108-e meeting, RAN1 sent a reply LS R1-2202849 to RAN2 with the following information which is related to RAN4’s question. That is, maximum number of PRS processing windows activated by MAC CE across all active DL PWBs is 4, but those activated PRS processing windows are not overlapping in time. 
	RAN1 agreed that PRS processing window configuration is provided per DL BWP.
UE can be configured with multiple PRS processing windows in one DL BWP.

The maximum number of PPW configuration is 4 per DL BWP, but the number of activated PRS processing window per DL BWP is 1. In addition, RAN1 would like to note the maximum number of activated PRS processing windows across all active DL BWPs is 4, and those activated PRS processing windows are not overlapping in time.

It is RAN1 understanding that UE should monitor PDCCH during RAR window/msgB window or contention resolution timer for the affected symbols by the PRS processing window.



2. Actions:

RAN1 respectfully asks RAN4 to take the above information into account. 

3. Date of Next TSG-WG1 Meetings:

TSG-RAN WG1 Meeting #110  
22th – 26th August 2022


Toulouse, FR
TSG-RAN WG1 Meeting #110-e-Bis  
10th – 19th October 2022
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