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1. Overall Description:
RAN1 has discussed the CG period values less than 5ms for CG-SDT and decided to not support these values which will not be considered in the mapping between SSB and CG PUSCH association period table as shown below. RAN1 kindly asks RAN2 to take this information into account and preclude all other CG period values than the ones listed in the table below for CG-SDT in RRC inactive state.
	Table 19.1-1: Mapping between PUSCH configuration period and SS/PBCH block to configured PUSCH resource association period
	PUSCH configuration period  (msec)
	Association period (number of PUSCH configuration periods except when PUSCH configuration period is less than 5 msec)

	5
	{1, 2, 4, 8, 16, 32, 64, 128}

	8
	{1, 2, 4, 5, 8, 10, 16, 20, 40, 80}

	10
	{1, 2, 4, 8, 16, 32, 64}

	16
	{1, 2, 4, 5, 8, 10, 20, 40}

	20
	{1, 2, 4, 8, 16, 32}

	32
	{1, 2, 4, 5, 10, 20}

	40
	{1, 2, 4, 8, 16}

	64
	{1, 2, 5, 10}

	80
	{1, 2, 4, 8}

	128
	{1, 5}

	160
	{1, 2, 4}

	320
	{1, 2}

	640
	{1}








2. Actions:
To RAN2:
ACTION: 	RAN1 kindly asks RAN2 to take the above information into account and preclude all other CG period values than the ones listed in the table for CG-SDT in RRC inactive state.
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