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Introduction
This contribution provides a TP for TS38.213 based on agreements made in RAN1#109-e for the following email discussion:
[109-e-R17-eIAB-02] Issues #1, #2, #4, #5, #8 by May 13 – Thomas (AT&T)
· 1st check point: May 13
· Final check point: May 20
· RAN2 related issues to be finalized by 1st check point

TP for TS38.213 Clause 14
The following agreement was made in RAN1#109e in agenda item 8.10:

Agreement
The following text proposal in R1-220XXXX for TS38.213 is endorsed for the editor’s CR.
	-------------------------------------------------------- Omitted -----------------------------------------------------
-   a set of availability combinations by availabilityCombinations, where each availability combination in the set of availability combinations includes
-  resourceAvailability indicating availability of soft symbols in one or more slots for the IAB-DU cell, or one resourceAvailability indicating availability of soft resources of all in all RB sets in one or more slots for the IAB-DU cell, or one or multiple resourceAvailability with each resourceAvailablity indicating availability of soft resources in one or more slots for one RB set group where one RB set group includes one or multiple RB sets, and
-------------------------------------------------------- Omitted -----------------------------------------------------



TP Documentation

	Reason for change:
	The following agreement was made in RAN1#108e:
 Agreement
Enhance the RRC signaling for the configuration of DCI Format 2_5 to include the configuration of availability indication for soft resources in multiple RB set groups by introducing the following new RRC parameters:
· AvailabilityCombination-Rel17 to include multiple resourceAvailaibity-Rel17 indications, where each resourceAvailaibity-Rel17 indicates the availability of soft resources in one or multiple slots for each configured RB set group in sequence. 
· The RB set groups are configured for all availabilityCombinationId(s) with the following parameters and are applied over each slot:
· Number of RB set groups.
· FFS: max value
· Number of RB sets for each group.
· FFS: max value
· If an RB set group is not provided, only one resourceAvailablity-Rel17 is included in AvailabilityCombination-Rel17 to indicate availability of soft resources in one or multiple slots for all RB sets of a DU cell.

However, the current TS38.213 text only supports one or multiple resourceAvailability with each resourceAvailablity indicating availability of soft resources in one or more slots for one RB set group where one RB set group includes one or multiple RB sets, which does not include the yellow highlighted portion of the RAN1#108e agreement.


	Summary of change:
	Adds the case where an IAB-MT may receive a DCI Format 2_5, where the availability combination includes one resourceAvailability indicating availability of soft resources of all in all RB sets in one or more slots for the IAB-DU cell.

	Consequences if not approved:
	Availability of soft resources in one or multiple slots for all RB sets of a DU cell cannot be indicated by only one resourceAvailablity-Rel17 in AvailabilityCombination-Rel17 if an RB set group is not provided.






