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	Reason for change:
	For HP SR with PUCCH format 1 (PF1), and HP HARQ-ACK with PUCCH format 0 (PF0)/PF1 and HP SR with PF0 and HP HARQ-ACK with PF0 overlaps with a PUCCH carrying LP HARQ-ACK, UE behaviour is not clear on how to multiplex the HP SR, HP HARQ-ACK and LP HARQ-ACK. 

	
	

	Summary of change:
	When a PUCCH carrying explicit/implicit HP SR and HP HARQ-ACK, for HP SR with PF1 and HP HARQ-ACK with PF0/PF1, and HP SR with PF0 and HP HARQ-ACK with PF0 overlaps with a PUCCH carrying LP HARQ-ACK, where the original PUCCH carrying the HP HARQ-ACK before Step 1 overlaps with K HP SRs, K>=1
· In Step 1, 1-bit HP SR is multiplexed to HP HARQ-ACK bits (based on Rel-15 rules) for determining the resultant PUCCH resource. 
· Note: The description of Step 1 here is only for information purpose, which has no spec impact.
· In Step 2,
· If the HP HARQ-ACK is using a PUCCH resource provided by PUCCH-ResourceSet or SPS-PUCCH-AN-List, 1-bit HP SR is appended to HP HARQ-ACK bits. The number of HP UCI bits is 
· The resultant PUCCH resource for multiplexing HP SR + HP HARQ-ACK + LP HARQ-ACK is either of PF2, PF3, or PF4.
· If HP HARQ-ACK is using a PUCCH resource provided by n1PUCCH-AN, the LP HARQ-ACK is dropped.

Add the corresponding changes to make the specification complete.  
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<Unchanged parts omitted>
-	if // this is for cases the UE supports multiplexing information of different priorities in a PUCCH/PUSCH transmission
-	a PUCCH transmission with HARQ-ACK information, without repetitions, with smaller priority index overlaps with a PUCCH transmission only with HARQ-ACK information, without repetitions, with larger priority index, or 
-	a PUCCH transmission without repetitions that includes HARQ-ACK information of smaller priority index overlaps with a PUCCH transmission without repetitions using a PUCCH resource with PUCCH format 2/3/4 with that includes HARQ-ACK information and SR of larger priority index, or
-	a PUCCH transmission with HARQ-ACK information, without repetitions, with smaller or larger priority index overlaps, respectively, with a PUSCH transmission with larger or smaller priority index
the UE 
-	multiplexes HARQ-ACK information of different priority indexes and SR information of larger priority index, if any, in a same PUCCH transmission of larger priority index, or multiplexes HARQ-ACK information the UE would provide in a PUCCH transmission of smaller or larger priority index in a PUSCH transmission of larger or smaller priority index, respectively, and applies the procedures in clause 9.2.5.3 or 9.3, respectively, and
-	drops CSI and/or SR carried in the PUCCH of smaller priority index, if any
-	drops HARQ-ACK information of smaller priority index if the UE would multiplex the HARQ-ACK information of smaller priority index in a PUSCH where the UE multiplexes Part 1 CSI reports and Part 2 CSI reports of larger priority index
-	drops Part 2 CSI reports of smaller priority index if the UE would multiplex the HARQ-ACK information of smaller and larger priority indexes in a PUSCH where the UE multiplexes Part 1 CSI reports and Part 2 CSI reports of smaller priority index
[bookmark: _Hlk110870986]<Unchanged parts omitted>
-------------------------- End of Text for TS 38.213 --------------------------
<Unchanged parts omitted>

[bookmark: _Toc99993829]9.2.5.3	UE procedure for reporting UCI of different priorities
If a UE 
-	is provided PUCCH-ConfigurationList for PUCCH transmissions with priority 0 and 1,
-	is provided UCI-MuxWithDifferentPriority, and 
-	would transmit overlapping PUCCHs that include a first PUCCH with  HARQ-ACK information bits of priority 0 and a second PUCCH with  HARQ-ACK information bits of priority 1
-	if the PUCCH resource for the second PUCCH includes PUCCH format 2, 3, or 4 and additionally includes  SR bits of priority 1,  is replaced by  where  is determined according to clause 9.2.5.1
the UE 
-	determines
-	a PUCCH resource set from the second PUCCH-Config using  as described in clause 9.2.1, and a PUCCH resource from the PUCCH resource set as described in clause 9.2.3 where a DCI format, if any, triggers PUCCH transmission of priority 1, or
-	a PUCCH resource from the second sps-PUCCH-AN-List using  as described in clause 9.2.1, and 
-	multiplexes the  and  HARQ-ACK information bits in a same PUCCH using the PUCCH resource.
<Unchanged parts omitted>
-------------------------- End of Text for TS 38.213 --------------------------
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