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	Reason for change:
	The RAN1 specifies multi-PRB PUCCH for format 0/1/4, the RRC parameter nrofPRBs provided in PUCCH-ConfigCommon in TS 38.331 indicates the number of PRBs for common PUCCH, and the RRC parameter pucch-ResourceCommon indicates an index to a row of Table 9.2.1-1 in TS 38.213. However, in the current spec 38.213, the parameter pucch-ResourceCommon is used to indicate the PRB number of common PUCCH which is the incorrect.

	
	

	Summary of change:
	Change the parameter used to indicate the number of PRBs of common PUCCH, from “pucch-ResourceCommon” to “nrofPRBs provided in PUCCH-ConfigCommon”.

	
	

	Consequences if not approved:
	Incorrect parameter to indicate the number of PRBs of common PUCCH, UE cannot acquire the correct common PUCCH resource.
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If a UE does not have dedicated PUCCH resource configuration, provided by PUCCH-ResourceSet in PUCCH-Config, a PUCCH resource set is provided by pucch-ResourceCommon through an index to a row of Table 9.2.1-1 for transmission of HARQ-ACK information on PUCCH in an initial UL BWP of  PRBs. For operation in FR2-2, nrofPRBs provided in PUCCH-ConfigCommon pucch-ResourceCommon can also provide a number of  RBs for the PUCCH resource set; otherwise .

