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	Reason for change:
	Some RRC parameters are not aligned between TS38.331 and TS38.212. This CR is to align TS38.212 with the corresponding RRC parameters in TS38.331.

	
	

	Summary of change:
	Align the following RRC parameter names in TS38.212 with the RRC specification in TS38.331: 
· Rel-17 enhanced Type-3 HARQ-ACK codebook in Sec. 7.3.1.2.2 & 7.3.1.2.3
· pdsch-HARQ-ACK-EnhType3List  
pdsch-HARQ-ACK-EnhType3ToAddModList
· pdsch-HARQ-ACK-EnhType3SecondaryList  
pdsch-HARQ-ACK-EnhType3SecondaryToAddModList

	
	

	Consequences if not approved:
	Incorrect RRC parameter names for Rel-17 URLLC / IIoT enhancements in TS38.212.
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-	One-shot HARQ-ACK request – 0 or 1 bit.
-	1 bit if higher layer parameter pdsch-HARQ-ACK-OneShotFeedback-r16 or pdsch-HARQ-ACK-EnhType3ToAddModList is configured;
-	0 bit otherwise.
If the UE is configured with a PUCCH-SCell, pdsch-HARQ-ACK-EnhType3ToAddModList is replaced by pdsch-HARQ-ACK-EnhType3SecondaryToAddModList for the secondary PUCCH group.
-	Enhanced Type 3 codebook indicator - 0, 1, 2, or 3 bits.
-	0 bit if pdsch-HARQ-ACK-EnhType3DCI-Field is not configured;
-	 bits otherwise, where  is the number of entries in the higher layer parameter pdsch-HARQ-ACK-EnhType3ToAddModList.
	If the UE is configured with a PUCCH-SCell, pdsch-HARQ-ACK-EnhType3DCI-Field is replaced by pdsch-HARQ-ACK-EnhType3DCI-FieldSecondaryPUCCHgroup for the secondary PUCCH group, and pdsch-HARQ-ACK-EnhType3ToAddModList is replaced by pdsch-HARQ-ACK-EnhType3SecondaryToAddModList for the secondary PUCCH group.
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-	Enhanced Type 3 codebook indicator - 0, 1, 2, or 3 bits. 
-	0 bit if pdsch-HARQ-ACK-EnhType3DCI-Field-1-2  is not configured; 
-	 bits otherwise, where  is the number of entries in the higher layer parameter pdsch-HARQ-ACK-EnhType3ToAddModList.
	If the UE is configured with a PUCCH-SCell, pdsch-HARQ-ACK-EnhType3ToAddModList is replaced by pdsch-HARQ-ACK-EnhType3SecondaryToAddModList for the secondary PUCCH group.
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