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[bookmark: _Toc29894846][bookmark: _Toc29899145][bookmark: _Toc29899563][bookmark: _Toc29917300][bookmark: _Toc36498174][bookmark: _Toc45699200][bookmark: _Toc114216073][bookmark: _Toc106629431]9.1.4	Type-3 HARQ-ACK codebook determination 
If a UE is provided pdsch-HARQ-ACK-OneShotFeedback, the UE determines  HARQ-ACK information bits, for a total number of  HARQ-ACK information bits, of a Type-3 HARQ-ACK codebook according to the following procedure. If the UE is provided pdsch-HARQ-ACK-EnhType3ToAddModList and a DCI format scheduling PDSCH reception and triggering the Type-3 HARQ-ACK codebook includes an enhanced Type 3 codebook indicator field that provides a value for pdsch-HARQ-ACK-EnhType3Index, the UE determines a size of a set of indicated serving cells  and a size of a set of indicated numbers of HARQ processes  for each indicated serving cell and each indicated HARQ process number from the entry in pdsch-HARQ-ACK-EnhType3ToAddModList corresponding to the pdsch-HARQ-ACK-EnhType3Index value. If the DCI format does not include the enhanced Type 3 codebook indicator field, the pdsch-HARQ-ACK-EnhType3Index value is zero.
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If 
-	a UE detects a DCI format that includes a One-shot HARQ-ACK request field with value 1, and
-	the CRC of the DCI is scrambled by a C-RNTI or an MCS-C-RNTI, and
-	resourceAllocation = resourceAllocationType0 and all bits of the frequency domain resource assignment field in the DCI format are equal to 0, or
-	resourceAllocation = resourceAllocationType1 and all bits of the frequency domain resource assignment field in the DCI format are equal to 1, or
-	resourceAllocation = dynamicSwitch and all bits of the frequency domain resource assignment field in the DCI format are equal to 0 or 1
the DCI format provides a request for a Type-3 HARQ-ACK codebook report and does not schedule a PDSCH reception. If the UE is provided pdsch-HARQ-ACK-EnhType3ToAddModList and the DCI format includes an enhanced Type 3 codebook indicator field that provides a value for pdsch-HARQ-ACK-EnhType3Index, the UE determines a number of indicated serving cells  and a number of indicated HARQ processes  for each indicated serving cell  from the entry in pdsch-HARQ-ACK-EnhType3ToAddModList corresponding to the pdsch-HARQ-ACK-EnhType3Index value. If the DCI format does not include the enhanced Type 3 codebook indicator field, the pdsch-HARQ-ACK-EnhType3Index value is provided by the value of MCS field in the DCI format. The UE is expected to provide HARQ-ACK information in response to the request for the Type-3 HARQ-ACK codebook after  symbols from the last symbol of a PDCCH providing the DCI format, where the value of  for  is provided in clause 10.2 by replacing "SPS PDSCH release" with "DCI format". 
If a UE multiplexes HARQ-ACK information in a PUSCH transmission, the UE generates the HARQ-ACK codebook as described in this clause except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH.
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