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	Reason for change:
	Regarding DL PRS SCS, the following description is specified in TS38.214.
	-	dl-PRS-SubcarrierSpacing defines the subcarrier spacing for the DL PRS resource. All DL PRS resources and DL PRS resource sets in the same DL PRS positioning frequency layer have the same value of dl-PRS-SubcarrierSpacing. The supported values of dl-PRS-SubcarrierSpacing are given in Table 4.2-1 of [4, TS38.211], excluding the value of 240kHz.


In Table 4.2-1 of TS38.211, the following numerologies are specified.
Table 4.2-1: Supported transmission numerologies.
	

	

	Cyclic prefix

	0
	15
	Normal

	1
	30
	Normal

	2
	60
	Normal, Extended

	3
	120
	Normal

	4
	240
	Normal

	5
	480
	Normal

	6
	960
	Normal


However, SCSs of 480kHz and 960kHz are not supported for positioning, since they are introduced for FR2-2 in Rel-17 and for Rel-16/17 positioning, positioning in FR2-2 and related SCS have never been discussed and evaluated.

	
	

	Summary of change:
	Add descriptions that 480kHz and 960kHz SCS are not supported for NR DL PRS.

	
	

	Consequences if not approved:
	Incorrectly supported SCS at 480kHz and 960kHz for NR DL PRS.
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[bookmark: _Toc29673158][bookmark: _Toc29673299][bookmark: _Toc29674292][bookmark: _Toc36645522][bookmark: _Toc45810567][bookmark: _Toc106695610]5.1.6.5	PRS reception procedure
<Unchanged parts omitted>
A DL PRS positioning frequency layer is configured by NR-DL-PRS-PositioningFrequencyLayer, consists of one or more DL PRS resource sets and it is defined by:
-	dl-PRS-SubcarrierSpacing defines the subcarrier spacing for the DL PRS resource. All DL PRS resources and DL PRS resource sets in the same DL PRS positioning frequency layer have the same value of dl-PRS-SubcarrierSpacing. The supported values of dl-PRS-SubcarrierSpacing are given in Table 4.2-1 of [4, TS38.211], excluding the value of 240kHz, 480kHz and 960kHz.
-	dl-PRS-CyclicPrefix defines the cyclic prefix for the DL PRS resource. All DL PRS Resources and DL PRS Resource sets in the same DL PRS positioning frequency layer have the same value of dl-PRS-CyclicPrefix. The supported values of dl-PRS-CyclicPrefix are given in Table 4.2-1 of [4, TS38.211].
-	dl-PRS-PointA defines the absolute frequency of the reference resource block. Its lowest subcarrier is also known as Point A. All DL PRS resources belonging to the same DL PRS resource set have common Point A and all DL PRS resources sets belonging to the same DL PRS positioning frequency layer have a common Point A.
<Unchanged parts omitted>
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