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8.1	UE procedure for transmitting the physical sidelink shared channel
< Unchanged parts are omitted >
The UE shall set the contents of the SCI format 2-C as follows:
-	the UE shall set value of the 'HARQ process number' field as indicated by higher layers.
-	the UE shall set value of the 'NDI' field as indicated by higher layers.
-	the UE shall set value of the 'Redundancy version' field as indicated by higher layers.
-	the UE shall set value of the 'Source ID' field as indicated by higher layers.
-	the UE shall set value of the 'Destination ID' field as indicated by higher layers.
-	the UE shall set value of the 'HARQ feedback enabled/disabled indicator' field as indicated by higher layers.
-	the UE shall set value of the 'CSI request' field as indicated by higher layers.
-	the UE shall set value of '[request/coordination information flag]Providing/Requesting indicator' field as indicated by higher layers.
-	if ['Providing/Requesting indicator'] indicates SCI format 2-C is used to convey an explicit request for inter-UE coordination information:
-	the UE shall set value of the ['Priority'] field as indicated by higher layers.
-	the UE shall set value of the ['Number of subchannels'] field as indicated by higher layers.
-	the UE shall set value of the ['Resource reservation period'] field as indicated by higher layers.
-	the UE shall set value of the ['Resource selection window location'] field as indicated by higher layers.
-	the UE shall set value of the ['Resource set type'] field as indicated by higher layers if higher layer parameter determineResourceSetTypeScheme1 is configured to 'UE-B's request'; otherwise this field is omitted.
-	if ['Providing/Requesting indicator'] indicates SCI format 2-C is used to convey inter-UE coordination information:
-	the UE shall set value of the ['Resource set type'] field as indicated by higher layers.
-	the UE shall set value of the ['Resource combination(s) ' 'Resource combinations'] field (clause 8.1.5A) as indicated by higher layers.
-	the UE shall set value of the ['Lowest subchannel indices' 'Lowest subChannel indices'] as indicated by higher layers
-	the UE shall set value of the ['First resource location'] as indicated by higher layers
[bookmark: _GoBack]-	the UE shall set value of the ['Reference slot location'] as indicated by higher layers
< Unchanged parts are omitted >
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