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[bookmark: _Toc29673242][bookmark: _Toc29673383][bookmark: _Toc29674376][bookmark: _Toc36645606][bookmark: _Toc45810655][bookmark: _Toc114223909]8.1.4	UE procedure for determining the subset of resources to be reported to higher layers in PSSCH resource selection in sidelink resource allocation mode 2
<omitted text>
6)	The UE shall exclude any candidate single-slot resource  from the set  if it meets all the following conditions:
a)	the UE receives an SCI format 1-A in slot , and 'Resource reservation period' field, if present, and 'Priority' field in the received SCI format 1-A indicate the values  and , respectively according to Clause 16.4 in [6, TS 38.213];
b)	the RSRP measurement performed, according to clause 8.4.2.1 for the received SCI format 1-A, is higher than 
c)	the SCI format received in slot or the same SCI format which, if and only if the 'Resource reservation period' field is present in the received SCI format 1-A, is assumed to be received in slot(s)  determines according to clause 8.1.5 the set of resource blocks and slots which overlaps with  for q=1, 2, …, Q and j=0, 1, …, . Here,  is  converted to units of logical slots according to clause 8.1.7,
· When sl-Additional-PBPS-Occasion is (pre-)configured and if ,  and the sensing occasion  belongs to  for a given periodicity ,
· +1.
· Otherwise
·  if  and 
· Otherwise 
[bookmark: OLE_LINK8][bookmark: OLE_LINK9]  if  and , where if the UE is configured with full sensing by its higher layer,  if slot n belongs to the set , otherwise slot  is the first slot after slot n belonging to the set ; If UE is configured with partial sensing by its higher layer,  if slot  belongs to the set , otherwise, slot  is the first slot after slot  belonging to the set . Otherwise . If the UE is configured with full sensing by its higher layer,  is set to selection window size T2 converted to units of msec. If UE is configured with partial sensing by its higher layer,  shall be converted to milliseconds, where slot  is the last slot of the  or  candidate slots. The slot  is the first slot of the selected/remaining set of  or  candidate slots.
<omitted text>

