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[bookmark: _Toc106629505]18 Multicast Broadcast Services
<Unchanged Text Omitted>
If, for unicast and multicast HARQ-ACK information of same priority value, a UE
-	is provided 
-	either pdsch-HARQ-ACK-Codebook = dynamic or pdsch-HARQ-ACK-Codebook-r16 and pdsch-HARQ-ACK-Codebook-Multicast = semi-static, 
-	or pdsch-HARQ-ACK-Codebook = semi-static and pdsch-HARQ-ACK-Codebook-Multicast = dynamic, and
-	would multiplex the unicast and multicast HARQ-ACK information in a same PUCCH or PUSCH 
the UE 
-	appends the HARQ-ACK codebooks for the multicast HARQ-ACK information to the HARQ-ACK codebooks for the unicast HARQ-ACK information
-	if , the UE determines  for obtaining a power of a PUCCH transmission with the HARQ-ACK information, as described in clause 7.2.1, as a sum of the  value from clause 9.1.2.1 or clause 9.1.3.3 and the  value from clause 9.1.3.1.
A UE determines a PUCCH resource for a PUCCH transmission with HARQ-ACK information as described in clauses 9.2 and 9.2.1 through 9.2.5. 
If pdsch-HARQ-ACK-retx is configured by RRC,  the retransmission  for multicast HARQ-ACK codebook  can be triggered by DCI format 1_1 or format 1_2 when HARQ-ACK retransmission indicator is indicated as 1，the retransmission procedure  is as described in clause 9.1.5.
If a UE multiplexes in a PUCCH HARQ-ACK information of same priority associated with unicast DCI formats and with multicast DCI formats in a same PUCCH, the last DCI format that the UE uses to determine the PUCCH resource, as described in clause 9.2.3, is a last unicast DCI format
<Unchanged Text Omitted>

