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	Reason for change:
	It has been agreed that NCD-SSB will be QCL-ed with CD-SSB if they have the same index. To capture this feature, during RAN1#110, the following sentence marked in red was almost agreed to be incorporated in TS 38.213, but unfortunately missed in the final version of the FL CR. This also leaves an imcompleted sentence ‘If the active…’ in the specification.
	If the active DL BWP includes the SS/PBCH blocks provided by NonCellDefiningSSB, these SS/PBCH blocks and the SS/PBCH blocks that the UE used to obtain SIB1 have the same quasi-colocation properties, if they have the same index.


[bookmark: _GoBack]The missing sentence on QCL relationship between NCD-SSB and CD-SSB should be added back. 
Also, to align the terms already used in TS 38.214, ‘quasi-colocation’ should be replaced by ‘quasi co-location’.

	
	

	Summary of change:
	Capture the following sentence in Clause 17.1, after ‘If the active DL BWP includes the SS/PBCH blocks provided by NonCellDefiningSSB’:
‘these SS/PBCH blocks and the SS/PBCH blocks that the UE used to obtain SIB1 have the same quasi co-location properties, if they have the same index’.

	
	

	Consequences if not approved:
	The QCL relationship between NCD-SSB and CD-SSB is unclear. An imcomplete sentence is left in the specification.
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[bookmark: _Toc106629503]17.1	RedCap UE procedures
< Unchanged parts are omitted >
For an active DL BWP provided by BWP-DownlinkDedicated, unless a UE indicates a capability to operate in the active DL BWP without receiving an SS/PBCH block, the UE in RRC_CONNECTED state assumes that the active DL BWP includes the SS/PBCH blocks that the UE used to obtain SIB1 or the SS/PBCH blocks provided by NonCellDefiningSSB. If the active DL BWP includes the SS/PBCH blocks that the UE used to obtain SIB1, for SS/PBCH block and CORESET multiplexing pattern 1, the UE expects the active DL BWP to include the CORESET with index 0. If the active DL BWP includes the SS/PBCH blocks provided by NonCellDefiningSSB, these SS/PBCH blocks and the SS/PBCH blocks that the UE used to obtain SIB1 have the same quasi co-location properties, if they have the same index. 
< Unchanged parts are omitted >
