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	Reason for change:
	RAN2 made an agreement for capturing the number of slots for multi-slot PDCCH monitoring in 38.331. The updated field description refers back to 38.213 Section 10.1; however, the description of the number of slots is not complete; it is missing a description for so-called Group (2) SSs.

	
	

	Summary of change:
	1. Specification of of the number of slots for multi-slot PDCCH monitoring for  Type0/0A/2-PDCCH CSS sets
2. Specification of of the number of slots for multi-slot PDCCH monitoring for Type1-PDCCH CSS set configured without dedicated signaling

	
	

	Consequences if not approved:
	UE behavior for multi-slot PDCCH monitoring undefined for Type0/0A/2-PDCCH CSS sets and Type1-PDCCH CSS set configure without dedicated signaling
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*** Unchanged text omitted ***
For each DL BWP configured to a UE in a serving cell, the UE is provided by higher layers with  search space sets where, for each search space set from the  search space sets, the UE is provided the following by SearchSpace: 
-	a search space set index ,  , by searchSpaceId 
-	an association between the search space set  and a CORESET  by controlResourceSetId or by controlResourceSetId-v1610
-	a PDCCH monitoring periodicity of  slots and a PDCCH monitoring offset of  slots, by monitoringSlotPeriodicityAndOffset or by monitoringSlotPeriodicityAndOffset-r17
-	a PDCCH monitoring pattern within a slot, indicating first symbol(s) of the CORESET for PDCCH monitoring within each slot where the UE monitors PDCCH, by monitoringSymbolsWithinSlot 
-	a duration of  indicating a number of slots that the search space set  exists by duration, or a number of slots in consecutive groups of slots where the search space set  can exist by duration-r17
-	a bitmap of length L, by monitoringSlotsWithinSlotGroup, that applies per group of slots and provides a PDCCH monitoring pattern indicating slots in a group of slots for PDCCH monitoring
-	a size of the group of slots is same as a size of monitoringSlotsWithinSlotGroup
-	for a Type1-PDCCH CSS set provided by ra-SearchSpace in dedicated RRC signaling, or for a Type3-PDCCH CSS set, or for a USS set, the PDCCH monitoring pattern indicates only consecutive slots in the group of slots for PDCCH monitoring and, at least for one combination  indicated by the UE as a capability, a number of the consecutive slots is not larger than 
-	for a Type0/0A/2-PDCCH CSS set, the PDCCH monitoring pattern can indicate consecutive or non-consecutive slots in the group of slots for PDCCH monitoring, and the number of slots can be up to L
-	for a Type1-PDCCH CSS set provided by ra-SearchSpace in PDCCH-ConfigCommon, the PDCCH monitoring pattern can indicate one slot in the group of slots for PDCCH monitoring
*** Unchanged text omitted ***

