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	Reason for change:
	[bookmark: _GoBack]It was agred that at most 32 PUCCH resources can be configured for NACK-only feedback mode as shown below. For NACK-only mode 2, it was agreed tha the NACK-only PUCCH resource is determined from a PUCCH resource list including at most 15 PUCCH resources according to the PDSCH decoding results. The PUCCH resource determination in NACK-only mode 2 has been captured in the specification. 
For NACK-only mode 1, it was agreed that the NACK-only PUCCH resource is indicated by the PRI in case one PDSCH is scheduled. This should be captured in the specification so that the NACK-only PUCCH resource determination is clear in this case.
	Agreement(RAN1#107bis-e)
For the separate PUCCH-Config/ PUCCH-ConfigurationList configured to UE for NACK-only based feedback,
· 1 PUCCH resource set in each PUCCH-Config.
· up to 32 PUCCH resources in PUCCH resource set
· Note: the separate PUCCH-Config/PUCCH-ConfigurationList applies to all configured G-RNTIs configured with NACK-only based feedback.
Agreement(RAN1#110)
For PRI included in DCI format 4_1/4_2, 
· if the G-RNTI is configured with NACK-only mode1, PRI indicates the PUCCH for the HARQ-ACK feedback including the case of one TB in scheduled. 
· If the G-RNTI is configured with NACK-only mode2,
· FFS on whether/how to interpret the PRI. 
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	Add NACK-only PUCCH resource determination for NACK-only mode 1. 
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18 Multicast Broadcast Services
<Unchanged parts are omitted>
For the second HARQ-ACK reporting mode, if moreThanOneNackOnlyMode is not provided, when a number of HARQ-ACK information bits is one, a UE transmits a PUCCH only when the HARQ-ACK information bit has NACK value. For a PUCCH resource associated with PUCCH format 0, the UE transmits the PUCCH as described in [4, TS 38.211] by obtaining  as described for HARQ-ACK information in clause 9.2.3 and by setting . For a PUCCH resource associated with PUCCH format 1, the UE transmits the PUCCH as described in [4, TS 38.211] by setting . The PUCCH resource is indicated by PUCCH resource indicator field in DCI format 4-1/4-2 from the configured PUCCH set 0 with up to 32 PUCCH resources for the second HARQ-ACK reporting mode.
<Unchanged parts are omitted>


