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<Unchanged text omitted>
[bookmark: _Toc29894885][bookmark: _Toc29899184][bookmark: _Toc29899602][bookmark: _Toc29917338][bookmark: _Toc36498213][bookmark: _Toc45699242][bookmark: _Toc83289714][bookmark: _Toc114216121]16.3	UE procedure for reporting and obtaining control information in PSFCH 
[bookmark: _Toc83289718]Control information provided by a PSFCH transmission includes HARQ-ACK information or conflict information.
[bookmark: _Toc114216122]16.3.0	UE procedure for transmitting PSFCH with control information
<Unchanged text omitted>
A first UE determines a second UE for providing the conflict information to in a PSFCH as follows
-	if the first UE is an intended receiver of the second UE for a reserved resource of a PSSCH transmission in a slot,
-	the conflict information receiver flag in SCI Format 1-A from the second UE is set to 1, if sl-IndicationUE-B = 'enabled' 
-	does not expect to perform reception on the sidelink due to half-duplex operation in the slot, and
-	determines to transmit to the second UE the PSFCH with the conflict information.
A first UE determines a UE for providing the conflict information to in a PSFCH as follows
-	if, for a resource pool, typeAUEScheme2 is disabled, the first UE has been indicated a first reserved resource and a second reserved resource as resources for PSSCH reception or, if for a resource pool typeAUEScheme2 is enabled, has been indicated at least the first reserved resource or the second reserved resource for PSSCH reception,
-	detects a first SCI format 1-A that includes a first priority value, , and the first reserved resource for PSSCH transmission from a second UE,
-	detects a second SCI format 1-A that includes a second priority value, , and the second reserved resource for PSSCH transmission from a third UE, and
[bookmark: _Hlk88594368]-	determines that the first and second resources overlap in time and frequency
-	the PSFCH occasions for resource conflict information of the second UE and the third UE are valid
-	the conflict information receiver indicationUEB flag in SCI Format 1-A from the second UE and the third UE is set to 1, if sl-IndicationUE-BindicationUEBScheme2 = 'enabled' 
-	determines the first SCI format 1-A and the second SCI format 1-A are not received later than sl-MinTimeGapPSFCH before the PSFCH occasion for conflict information
-	determines to transmit to the second UE the PSFCH with the conflict information
-	determines to transmit to either the second UE or the third UE the PSFCH with the conflict information, if 
<Unchanged text omitted>

