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	Reason for change:
	The number of RSRP/first path RSRPP measurements reporting for DL-TDOA and Multi-RTT has been extended to 32 when the TEG feature is introduced, i.e. up to 4 measurements per Rx/RxTx TEG times 8 Rx/RxTxTEG. For DL-AoD positioning, the maximum number is 24.


	
	

	Summary of change:
	Clarify that the up to 24 RSRP/RSRPP measurements only apply to DL-AoD positioning.


	
	

	Consequences if not approved:
	UE may wrongly interpret that the upper limit of 24 also applies to DL-TDOA and Multi-RTT.
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	Other comments:
	Isolated impact analysis
No interoperability issue is identified as the change is to clarify the number of measurements allowed by spec, which may only impact UE behaviour.
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========================= Unchanged parts =========================
The UE may be configured to measure and report, subject to UE capability, up to 24 DL PRS-RSRP measurements on DL PRS resources associated with the same dl-PRS-ID in the higher layer parameter NR-DL-AoD-MeasElement. When the UE reports DL PRS-RSRP measurements from one DL PRS resource set, the UE may indicate which DL PRS-RSRP measurements associated with the same higher layer parameter nr-DL-PRS-RxBeamIndex [17, TS 37.355] have been performed using the same spatial domain filter for reception if for each nr-DL-PRS-RxBeamIndex reported there are at least 2 DL PRS-RSRP measurements associated with it within the DL PRS resource set. When the UE reports DL PRS-RSRP measurements for a DL PRS resource, the reported multiple DL PRS-RSRP measurements associated with the same or different higher layer parameter nr-DL-PRS-RxBeamIndex may have the same or different timestamps. The UE may be configured to measure and optionally report, subject to UE capability, up to 24 DL PRS RSRPP for the first detected path on DL PRS resources associated with the same dl-PRS-ID in the higher layer parameter NR-DL-AoD-MeasElement.
========================= Unchanged parts =========================

