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<Unchanged Text Omitted>
If a UE 
[bookmark: _Hlk23024772]-	does not report pdcch-BlindDetectionCA, pdcch-BlindDetectionCA1, pdcch-BlindDetectionCA2, or pdcch-BlindDetectionCA3, or is not provided BDFactorR, 
-	reports pdcch-BlindDetectionCA, pdcch-BlindDetectionCA1, pdcch-BlindDetectionCA2, or pdcch-BlindDetectionCA3, the UE can be indicated by BDFactorR either  or 
If a UE is configured with  downlink cells for which the UE is not provided monitoringCapabilityConfig, or is provided monitoringCapabilityConfig = r15monitoringcapability and is not provided CORESETPoolIndex, with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cells using SCS configuration  where , the UE is not required to monitor, on the active DL BWPs of the scheduling cells, 
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for each scheduled cell when the scheduling cell is from the  downlink cells, or
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for each scheduled cell when the scheduling cell is from the  downlink cells
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for CORESETs with same coresetPoolIndex value for each scheduled cell when the scheduling cell is from the  downlink cells
 is replaced by , if a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability. is replaced by , if a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r17monitoringcapability. is replaced by , if a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability and monitoringCapabilityConfig = r17monitoringcapability.
If a UE 
-	is configured with  downlink cells for which the UE is not provided monitoringCapabilityConfig, or is provided monitoringCapabilityConfig = r15monitoringcapability and is not provided coresetPoolIndex, 
-	with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cell(s) using SCS configuration , where , and
-	a DL BWP of an activated cell is the active DL BWP of the activated cell, and a DL BWP of a deactivated cell is the DL BWP with index provided by firstActiveDownlinkBWP-Id for the deactivated cell, 
[bookmark: _Hlk530114396]the UE is not required to monitor more than   PDCCH candidates or more than  non-overlapped CCEs per slot on the active DL BWP(s) of scheduling cell(s) from the  downlink cells.  is replaced by if a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability. is replaced by , if a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r17monitoringcapability. is replaced by .If a UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability and monitoringCapabilityConfig = r17monitoringcapability.
For each scheduled cell from the  downlink cells, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell more than  PDCCH candidates or more than  non-overlapped CCEs per slot.
For each scheduled cell from the  downlink cells, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell 
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for CORESETs with same coresetPoolIndex value
If a UE is configured with  downlink cells for which the UE is provided monitoringCapabilityConfig = r16monitoringcapability and with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cells using SCS configuration , and with  of the  downlink cells using combination  for PDCCH monitoring, where , the UE is not required to monitor, on the active DL BWP of the scheduling cell, more than  PDCCH candidates or more than  non-overlapped CCEs per span for each scheduled cell when the scheduling cell is from the  downlink cells. If a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability,  is replaced by . If a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig = r16monitoringcapability and monitoringCapabilityConfig = r17monitoringcapability,  is replaced by .If a UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability and monitoringCapabilityConfig = r17monitoringcapability,  is replaced by .
If a UE is configured only with  downlink cells for which the UE is provided monitoringCapabilityConfig = r16monitoringcapability and with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cells using SCS configuration , and with  of the  downlink cells using combination  for PDCCH monitoring, where , a DL BWP of an activated cell is the active DL BWP of the activated cell, and a DL BWP of a deactivated cell is the DL BWP with index provided by firstActiveDownlinkBWP-Id for the deactivated cell, the UE is not required to monitor more than  PDCCH candidates or more than  non-overlapped CCEs 
-	per set of spans on the active DL BWP(s) of all scheduling cell(s) from the  downlink cells within every  symbols, if the union of PDCCH monitoring occasions on all scheduling cells from the  downlink cells results to PDCCH monitoring according to the combination  and any pair of spans in the set is within  symbols, where first  symbols start at a first symbol with a PDCCH monitoring occasion and next  symbols start at a first symbol with a PDCCH monitoring occasion that is not included in the first  symbols 
-	per set of spans across the active DL BWP(s) of all scheduling cells from the  downlink cells, with at most one span per scheduling cell for each set of spans, otherwise 
where  is a number of configured cells with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cells using SCS configuration . If a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability,  is replaced by .If a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig = r16monitoringcapability and monitoringCapabilityConfig = r17monitoringcapability,  is replaced by .If a UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability and monitoringCapabilityConfig = r17monitoringcapability,  is replaced by .
For each scheduled cell from the  downlink cells using combination , the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell, more than  PDCCH candidates or more than  non-overlapped CCEs per span.
A UE does not expect to be configured CSS sets, except for CSS sets provided by searchSpaceMCCH, searchSpaceMTCH or by SearchSpace in PDCCH-ConfigMulticast for DCI formats with CRC scrambled by G-RNTI or G-CS-RNTI, that result to corresponding total, or per scheduled cell, numbers of monitored PDCCH candidates and non-overlapped CCEs per slot, per group of  slots for a corresponding combination , or per span that exceed the corresponding maximum numbers per slot, or per group of  slots for a corresponding combination , or per span, respectively.
For same cell scheduling or for cross-carrier scheduling, a UE does not expect a number of PDCCH candidates, and a number of corresponding non-overlapped CCEs per slot, or per group of  slots for a corresponding combination , or per span, on a secondary cell to be larger than the corresponding numbers that the UE is capable of monitoring on the secondary cell per slot, or per group of  slots for a corresponding combination , or per span, respectively. If a UE is provided monitoringCapabilityConfig = r16monitoringcapability for the primary cell, except the first span of each slot, the UE does not expect a number of PDCCH candidates and a number of corresponding non-overlapped CCEs per span on the primary cell to be larger than the corresponding numbers that the UE is capable of monitoring on the primary cell per span. 
If a UE is configured with  downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs of the scheduling cells, and with  of the  downlink cells using any combination  for a group of  slots for PDCCH monitoring, where , the UE is not required to monitor, on the active DL BWP of the scheduling cell, 
-	more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for each scheduled cell when the scheduling cell is from the  downlink cells, or
-	more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for each scheduled cell when the scheduling cell is from the  downlink cells, or
-	more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for CORESETs with same coresetPoolIndex for each scheduled cell when the scheduling cell is from the  downlink cells 
If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r15monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs,  is replaced by . If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r16monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs,  is replaced by . If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r15monitoringcapability and monitoringCapabilityConfig = r16monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs,  is replaced by . If, for one or more of the cells, the UE is provided with monitoringCapabilityConfig = r16monitoringcapability, .
If a UE is configured  downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs of the scheduling cells, and with  of the  downlink cells using any combination  for a group of  slots for PDCCH monitoring, where , a DL BWP of an activated cell is the active DL BWP of the activated cell, and a DL BWP of a deactivated cell is the DL BWP with index provided by firstActiveDownlinkBWP-Id for the deactivated cell, the UE is not required to monitor more than  PDCCH candidates, or more than  non-overlapped CCEs, per group of  slots on the active DL BWP(s) of scheduling cell(s) from the  downlink cells where  is a number of configured cells with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cells using SCS configuration . If the UE is configured  downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability or monitoringCapabilityConfig = r16monitoringcapability, and monitoringCapabilityConfig = r17monitoringcapability for the active DL BWP,  is replaced by , or by , or by , respectively, and , , and  is one of , , or , respectively. If, for one or more of the cells, the UE is provided with monitoringCapabilityConfig = r16monitoringcapability, .
For each scheduled cell from the  downlink cells using any combination  for a group of  slots, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell, more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots.
For each scheduled cell from the  downlink cells using any combination  for a group of  slots, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell, 
-	more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots
-	more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for CORESETs with the same coresetPoolIndex value.
For cross-carrier scheduling, the number of PDCCH candidates for monitoring and the number of non-overlapped CCEs per span or per slot or per group of  slots are separately counted for each scheduled cell.
The UE allocates PDCCH candidates for monitoring to USS sets for the primary cell having an active DL BWP with SCS configuration  in a slot if the UE is not provided monitoringCapabilityConfig for the primary cell or if the UE is provided monitoringCapabilityConfig = r15monitoringcapability for the primary cell, or in the first span of each slot if the UE is provided monitoringCapabilityConfig = r16monitoringcapability for the primary cell, or in a group of  slots for a corresponding combination  if the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the primary cell, according to the following pseudocode. 
If for the USS sets for scheduling on the primary cell the UE is not provided coresetPoolIndex for first CORESETs, or is provided coresetPoolIndex with value 0 for first CORESETs, and is provided coresetPoolIndex with value 1 for second CORESETs, and if  or , the following pseudocode applies only to USS sets associated with the first CORESETs. A UE does not expect to monitor PDCCH in a USS set without allocated PDCCH candidates for monitoring. 
In the following pseudocode, if the UE is provided monitoringCapabilityConfig = r16monitoringcapability for the primary cell,and are replaced by and  respectively, and and are replaced by and  respectively. 
In the following pseudocode, if the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the primary cell,and are replaced by and  respectively, and and are replaced by and  respectively.
For all search space sets that a UE monitors PDCCH on the primary cell within a slot , or within a group of  slots for a corresponding combination , or within a span in slot , denote by  a set of CSS sets, except for CSS sets provided by searchSpaceMCCH, searchSpaceMTCH or by SearchSpace in PDCCH-ConfigMulticast for DCI formats with CRC scrambled by G-RNTI or G-CS-RNTI, with cardinality of  and by  a set of USS sets and CSS sets provided by searchSpaceMCCH, searchSpaceMTCH or by SearchSpace in PDCCH-ConfigMulticast for DCI formats with CRC scrambled by G-RNTI or G-CS-RNTI with cardinality of  for scheduling on the primary cell. The location of search space sets , , in  is according to an ascending order of the search space set index.
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