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	Reason for change:
	When r17monitoringcapability of monitoringCapabilityConfig is configured, only the serving cells with   should be included to count the scheduling cell(s).
The existing wording for determining the appropriate number of cells when determining the required BD/CCE decoding budget is ambiguous. 

	
	

	Summary of change:
	Consistently define how serving cells are counted for possible configurations of monitoringCapabilityConfig.
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	Inconsistent and ambiguous specification of required BD/CCE decoding budget determination for operation in FR2-2.
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*** Unchanged text omitted ***
If a UE is configured with  downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs of the scheduling cells, and with  of the  downlink cells using any combination  for a group of  slots for PDCCH monitoring, where , the UE is not required to monitor, on the active DL BWP of the scheduling cell, 
-	more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for each scheduled cell when the scheduling cell is from the  downlink cells, or
-	more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for each scheduled cell when the scheduling cell is from the  downlink cells, or
-	more than  PDCCH candidates or more than  non-overlapped CCEs per group of  slots for CORESETs with same coresetPoolIndex for each scheduled cell when the scheduling cell is from the  downlink cells 
If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r15monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs,  is replaced by . If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r16monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs,  is replaced by . If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r15monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r16monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs,  is replaced by . If, for one or more of the cells, the UE is provided with monitoringCapabilityConfig = r16monitoringcapability, .
If a UE is configured  downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs of the scheduling cells, and with  of the  downlink cells using any combination  for a group of  slots for PDCCH monitoring, where , a DL BWP of an activated cell is the active DL BWP of the activated cell, and a DL BWP of a deactivated cell is the DL BWP with index provided by firstActiveDownlinkBWP-Id for the deactivated cell, the UE is not required to monitor more than  PDCCH candidates, or more than  non-overlapped CCEs, per group of  slots on the active DL BWP(s) of scheduling cell(s) from the  downlink cells where  is a number of configured cells with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cells using SCS configuration . If the UE is configured  downlink cells for which the UE is provided both monitoringCapabilityConfig = r15monitoringcapability or monitoringCapabilityConfig = r16monitoringcapability, and monitoringCapabilityConfig = r17monitoringcapability for the active DL BWP,  is replaced by , or by , or by , respectively, and , , and  is one of , , or , respectively. If, for one or more of the cells, the UE is provided with monitoringCapabilityConfig = r16monitoringcapability, .
If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r15monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs,  is replaced by . If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r16monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs,  is replaced by . If the UE is configured with downlink cells for which the UE is provided monitoringCapabilityConfig = r15monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r16monitoringcapability and downlink cells for which the UE is provided monitoringCapabilityConfig = r17monitoringcapability for the active DL BWPs,  is replaced by . If, for one or more of the cells, the UE is provided with monitoringCapabilityConfig = r16monitoringcapability, .
*** Unchanged text omitted ***

