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8.6 Maintenance on Support of Reduced Capability NR Devices
Tdocs on issues which are relevant to both RedCap and SDT are to be submitted to 8.6 (RedCap).

[111-R17-RedCap] To be used for sharing updates on online/offline schedule, details on what is to be discussed in online/offline sessions, tdoc number of the moderator summary for online session, etc – Johan (Ericsson)
Agreement
Try to make conclusion to clarify the issues reflected by the following TP for 38.213 clause 17.1:
	When a RedCap UE monitors PDCCH according to Type1-PDCCH CSS set in an active DL BWP configured for Type-1 or Type-2 random access procedure, and the RedCap UE is requested by higher layers to re-transmit PRACH,

· the RedCap UE shall be ready to transmit PRACH with the same timeline as specified in Clause 8.2 and 8.2A of TS 38.213, if the active DL BWP includes the SS/PBCH blocks that the UE used to obtain SIB1 or the SS/PBCH blocks provided by NonCellDefiningSSB.

· the RedCap UE shall be ready to transmit PRACH based on its implementation, if the RedCap UE needs to measure SS/PBCH blocks outside its active DL BWP before transmitting PRACH and the active DL BWP does not include the SS/PBCH blocks that the UE used to obtain SIB1 or the SS/PBCH blocks provided by NonCellDefiningSSB.


Agreement
Discuss the necessary UE behavior of the following cases in this meeting:
· Issue 5.1: RA-SDT without subsequent transmission in BWP without CD-SSB

· Issue 5.2: RA-SDT with subsequent transmission in BWP without CD-SSB

· Issue 5.3: CG-SDT in BWP without CD-SSB
· Issue 5.4: NCD-SSB can be used for CG-SDT
Conclusion
· Regarding the Msg1/MsgA retransmission timeline for RedCap UEs, for the case where the active DL BWP does not include the SS/PBCH blocks that the UE used to obtain SIB1 or the SS/PBCH blocks provided by NonCellDefiningSSB, no RAN1 specification change is done in Rel-17 to the existing specification of the Msg1/MsgA retransmission timeline specified in 38.213 clauses 8.2 and 8.2A.
· This means that RAN1 assumes that the existing Msg1/MsgA retransmission timeline specified in RAN1 specification does not include the time that may be required by a RedCap UE to measure SS/PBCH blocks outside its active DL BWP before transmitting PRACH (in case the active DL BWP does not include the SS/PBCH blocks that the UE used to obtain SIB1 or the SS/PBCH blocks provided by NonCellDefiningSSB).
Conclusion
· No issue is identified for RedCap UEs supporting RA-SDT to support initial (non-subsequent) RA-SDT transmission in a RedCap-specific separate initial BWP without CD-SSB.

Conclusion
The following cases can be revisited in RAN1#112:

· Subsequent RA-SDT transmission in a RedCap-specific separate initial BWP without CD-SSB

· CG-SDT in a RedCap-specific separate initial BWP without any SSB
· CG-SDT in a RedCap-specific separate initial BWP without CD-SSB but with NCD-SS
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