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1	Overall description
RAN3 thanks RAN1 for their LS on L1 measurement RS configuration and PDCCH ordered RACH for LTM.
RAN3 would like to provide the following feedback for RAN1’s question:
RAN1 respectfully asks RAN2 and RAN3 to check the feasibility and potential impact on specs of RAN2 and RAN3 of all options, i.e. with RAR (from serving or candidate cell) and without RAR, in the agreement described in section B.
From RAN3 perspective, all options are feasible. The potential impacts of the following options on specifications are being taken into consideration by RAN3.
· Case 1: with RAR and the RAR is received from the candidate cell
· RAN3 will not pursue any standardization work in Rel-18 considering other groups output of this option.

· [bookmark: OLE_LINK10][bookmark: OLE_LINK9][bookmark: OLE_LINK15]Case 2: with RAR and the RAR is received from the serving cell
· RAN3 will further discuss how to specify how the information required for the RAR transmission is signalled from the candidate DU to the source DU through the CU.

· [bookmark: OLE_LINK13][bookmark: OLE_LINK14]Case 3: without RAR
· For the RACH-less solution, RAN3 will further discuss how to specify how the TA value(s) is (are) transmitted from the candidate DU to the source DU through the CU.

2	Actions
To RAN1 and RAN2 groups 
ACTION: 	RAN3 kindly asks RAN1 and RAN2 to take the above feedback into consideration.

3	Dates of next TSG RAN WG 3 meetings
[bookmark: OLE_LINK56][bookmark: OLE_LINK55][bookmark: OLE_LINK54][bookmark: OLE_LINK53]TSG RAN WG3 Meeting #120	22 – 26 May 2023	Incheon, KR
TSG RAN WG3 Meeting #121	21 – 25 August 2023	Toulouse, FR

