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1	Overall description
RAN1 thanks RAN4 for the LS reply on switching time for DL PRS or UL SRS frequency hopping for RedCap UEs.
RAN1 would like to provide the following response on the question as follows 
	· Is the additional switch time for SRS transmission between the initial/active BWP to first hop and switch time between last hop to the initial/active BWP relevant for RedCap frequency hopping and should it be discussed in RAN4?


Answer: RAN1 thinks ‘the switching time between SRS Tx and other Tx in initial UL BWP or Rx in initial DL BWP’ in Rel-17 can be reused, and it is no need for further discussed by RAN4.
Regarding the additional values of switching time, the following values are also considered by RAN1 due to limited capability of RedCap UEs. RAN1 respectfully asks RAN4 to confirm these values.
· 210us, 500us for FR1
· 210us for FR2
2	Actions
To RAN4 
[bookmark: _GoBack]ACTION: 	RAN1 respectfully asks RAN4 to take the above answer into consideration and further confirm the additional values of switching time in their future work. 
3	Dates of next TSG RAN 1 meetings
[bookmark: OLE_LINK53][bookmark: OLE_LINK54]TSG RAN WG1 Meeting #114			August 21th – 25th, 2023			Toulouse
TSG RAN WG1 Meeting #114-bis	           October 9th – 13th, 2023			Xiamen
