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In the LS [1], RAN4 has following one question for RAN1:
	RAN4 also thinks additional switch time may be needed for SRS transmission between the initial/active BWP to the first hop and last hop to initial/active BWP, and therefore, has below question:
· Is the additional switch time for SRS transmission between the initial/active BWP to first hop and switch time between last hop to the initial/active BWP relevant for RedCap frequency hopping and should it be discussed in RAN4?


In this contribution, we discuss the issue and share our view on the response to the RAN4 LS.
Discussion
Additional switch time for SRS transmission
In our view, the potential benefit of enhanced switch time for SRS transmission between the initial/active BWP to first hop and enhanced switch time between last hop to the initial/active BWP is to reduce positioning latency of RedCap UEs. It has no impact on RedCap UEs positioning accuracy. However, currently there is no latency requirement for RedCap UEs positioning in Rel-18. From RAN1’s perspective, there’s no need to take into account an enhanced switch time in Rel-18. If there are latency requirements for RedCap UEs positioning in future release, it may be further considered to support additional switch time for SRS transmission between the initial/active BWP to first hop and switch time between last hop to the initial/active BWP.
Proposal 1: From RAN1’s perspective, there’s no need to support an enhanced switch time for SRS transmission between the initial/active BWP to first hop and switch time between last hop to the initial/active BWP relevant for RedCap frequency hopping in Rel-18.

Conclusion
In this contribution, we discussed the response to RAN4’s LS on switching time for DL PRS or UL SRS frequency hopping for RedCap UEs. Based on the discussion, we have the following proposal:
Proposal 1: From RAN1’s perspective, there’s no need to support an enhanced switch time for SRS transmission between the initial/active BWP to first hop and switch time between last hop to the initial/active BWP relevant for RedCap frequency hopping in Rel-18.
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