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1	Introduction
In the last RAN1#112 meeting, the study of enhanced sidelink operation on FR2 licensed spectrum was started according to the objective mentioned in the WID [1]. The following agreements were achieved in RAN1#112-bis-e:
	Agreement
RAN1 can study the following candidate procedure where initial beam pairing is performed before sidelink unicast link establishment, including at least the following steps and how to determine UE2:
· UE1 sends reference signals via different transmit beams
· Note: multiple reference signals transmissions (e.g. repetitions) from each of the beams can be studied
· FFS when reference signals are sent
· FFS applicable reference signal
· UE2 measures the reference signals and determines a UE1 transmit beam and/or a UE2 receive beam 
· FFS:whether/how to determine a UE2 transmit beam 
· UE2 indicates to UE1 the determined UE1 transmit beam 
· FFS how to indicate the determined transmit beam, including its feasibility
· UE1 and UE2 set up sidelink unicast link using the determined beam, following existing link establishment procedure. 

Agreement
Consider one or more of the following items as sidelink beam reporting contents for beam maintenance: 
· Beam indication (e.g., CRI)
· L1-RSRP
· FFS: L1-SINR or other reporting contents if necessary enhancement is identified. 
· Note: This does not preclude performing beam maintenance without any beam reporting

Agreement
The container(s) of sidelink beam reporting for beam maintenance is at least selected from the following options:
· Option 1: SL PHY layer signal (e.g., PSFCH, SCI)
· Option 2: SL MAC CE
· FFS: PC5-RRC, Signaling over Uu link (e.g., UCI)

Conclusion
RAN1 to prioritize the case where a UE is incapable of simultaneous transmitting or receiving PSCCH/PSSCH/PSFCH using different beams in Rel-18.
Agreement
For UE1 and UE2 in a unicast link, RAN1 to study the selection of both UE1’s transmit beam and UE2’s corresponding receive beam. 
· Note: this applies for both PSCCH/PSSCH transmission/reception and PSFCH transmission/reception. 

Agreement
Consider using sidelink CSI-RS as a starting point for beam maintenance.
· FFS: whether/how to enhance existing aperiodic and non-standalone SL CSI-RS
· FFS: periodic and/or semi-persistent SL CSI-RS transmissions 
· FFS: standalone SL CSI-RS transmissions
· Note: standalone SL CSI-RS transmission means at least no accompanying sidelink data (SL MAC SDU) transmissions in the same slot. FFS: accompanying SCI(s) or SL MAC CE transmissions or PSFCH.
· FFS: one or multiple SL CSI-RS transmissions within one slot
· FFS: SL CSI-RS transmissions with or without repetition on transmit beams

Agreement
RAN1 can study the following candidate procedure where initial beam pairing is performed during sidelink unicast link establishment 
· UE1 sends PSCCH/PSSCH that carries unicast link establishment message (e.g., DCR message) via different transmit beams 
· Note: multiple PSCCH/PSSCH transmissions (e.g., repetitions) from each of the beams can be studied.
· FFS: applicable reference signals which are transmitted together with unicast link establishment message.
· if UE2 successfully decodes one (or more) of the PSCCH/PSSCH(s) and UE2 determines to establish a unicast link with UE1, it indicates to UE1 one (or more) UE1 transmit beam(s) of PSCCH/PSSCH(s) which is successfully received 
· FFS details (e.g., implicit or explicit indication) 
· FFS: how to map between each PSCCH/PSSCH and UE1 transmit beam
· FFS: how UE2 determines UE1 transmit beam(s) and/or UE2 transmit/receive beam(s)
· UE1 uses one of the indicated beam(s) to finish the remaining sidelink unicast link establishment procedure with UE2
· FFS: how UE1 determines one of the indicated beam(s) 
· FFS: use of additional reference signal or additional messages or additional measurement for efficient beam pairing.

Agreement
RAN1 can study the following candidate procedure where initial beam pairing starts after sidelink unicast link establishment between UE1 and UE2, including studying whether and in which cases initial beam pairing after sidelink unicast link establishment is feasible. 
· UE1 and UE2 set up sidelink unicast link, following existing link establishment procedure
· FFS the beams used for unicast link establishment.
· UE1 and/or UE2 configure the resources for beam sweeping and/or beam reporting
· FFS details of resources configuration
· UE1 and/or UE2 use the configured resources to transmit reference signals and determine a pair of transmit beam and receive beam based on beam sweeping.
· FFS applicable reference signal(s)
· FFS whether/how to indicate the determined beams between UE1 and UE2
· FFS difference between initial beam pairing (after sidelink unicast link establishment) and beam maintenance

Agreement
To study the feasibility of adapting S-SSB for initial beam pairing between UE1 and UE2, at least the following can be considered.
· Whether/how to enable UE2 to identify UE1 (e.g., source ID) from UE1’s S-SSB transmission, to enable UE1 to identify the corresponding beam measurement/reporting from UE2  
· Mapping between S-SSB transmission/resource and beam related information
· Allocation of beam reporting resources respectively associated with different S-SSB transmit beams
· Structure and contents of S-SSB
· Triggering and/or activation of S-SSB transmission, if needed
· Mechanism for S-SSB monitoring and reporting/responding
· Mechanism to mitigate/avoid the interference between overlapped S-SSB transmissions from different UEs, including S-SSB transmission resources
· Potential impact to/from other UEs, and whether/how to avoid or mitigate this impact

[bookmark: _Hlk133400811]Agreement
To study the feasibility of reusing SL CSI-RS for initial beam pairing, at least the following enhancements can be considered. 
· SL CSI-RS transmission with or without sidelink data transmission in the same slot
· FFS: slot structure
· Mapping between SL CSI-RS transmission/resource and beam related information
· Periodic SL CSI-RS transmission, semi-persistent SL CSI-RS transmission, or aperiodic SL CSI-RS transmission, with or without SCI indication 
· Allocation of SL CSI-RS beam sweeping resources and if applicable, their associated beam reporting resources
· Study the possibility to apply SL CSI-RS for initial beam pairing before, during or after unicast link establishment
· FFS: How to provide SL CSI-RS resource configuration
· Whether or how to mitigate/avoid the interference between overlapped SL CSI-RS transmissions from different UEs
· SL CSI-RS transmission with or without repetition on transmit beams

Agreement
RAN1 is to study sidelink Beam Failure Recovery (BFR) mechanism at least for the scheme where SL BFI is triggered based on the measurement of reference signal for BFD (if supported), including
· candidate beam(s) identification
· FFS details on reference signals for candidate beam identification, including structure, procedure, timing.
· sidelink BFR request (BFRQ), including resources, transmit and/or receive beams, container, timing, etc. 
· sidelink BFR response (BFRR), including container, procedure, timing, etc.
· FFS applicability to the scheme where SL BFI is triggered based on SL HARQ feedback (if supported).
 
Agreement
Consider the following two options for determining PSFCH transmit/receive beam for a single PSFCH transmission/reception in a slot.  
· Option 1: PSFCH transmit beam is derived from the corresponding PSCCH/PSSCH receive beam; PSFCH receive beam is derived from the corresponding PSCCH/PSSCH transmit beam.
· Note this is based on sidelink beam correspondence
· Option 2: PSFCH transmit beam is derived from the PSCCH/PSSCH transmit beam for reverse data transmission; PSFCH receive beam is derived from the PSCCH/PSSCH receive beam for reverse data transmission.  
· Note this is based on beam training for reverse data transmission
· Note: The PSFCH transmit/receive beam can be the same as PSCCH/PSSCH transmit/receive beam used for the reverse data transmission.
· FFS: support both options or down select one option.




In this contribution, we discuss aspects that are important to enable the beam management procedure in SL FR2 for unicast communications.
2	Discussion
2.1 Initial assumptions and enhancements
In this section, we highlight some initial assumptions and modifications which are needed in order to design the beam management operation in NR SL FR2.
2.1.1	PHY structures for SL FR2
The first issue is to consider the different physical structures that might be needed in SL FR2. For FR2, the maximum transmission bandwidth configuration NRB for each UE channel bandwidth and subcarrier spacing is specified in Table 5.3.2-1 in TS 38.101-2.
Table 1: Table 5.3.2-1 Maximum transmission bandwidth configuration NRB
	SCS (kHz)
	50 MHz
	100 MHz
	200 MHz
	400 MHz
	800 MHz
	1600 MHz
	2000 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	60
	66
	132
	264
	N/A
	N/A
	N/A
	N/A

	120
	32
	66
	132
	264
	N/A
	N/A
	N/A

	4801
	N/A
	N/A
	N/A
	66
	124
	248
	N/A

	9601
	N/A
	N/A
	N/A
	33
	62
	124
	148

	Note 1: This SCS is optional in this release of the specification.


In Rel-16, the following sub-channel sizes were introduced: 10, 12, 15, 20, 25, 50, 75, 100, as shown in Table 2. Except for 10 and 12, the sizes are very inefficient for any of the allowed system BWs. For instance, when the number of subchannel equals to 1 with a size of 100 RBs, the transmission bandwidths corresponding to 132 RBs and 264 RBs are not utilized efficiently. 
Table 2: Subchannel size for NR SL FR2
	
	Subchannel size (RBs)

	NRB
	1 subch.
	2 subch.
	3 subch.
	4 subch.
	5 subch.

	32
	25
	15
	10
	N/A
	N/A

	66
	50
	25
	20
	15
	12

	132
	100
	50
	25
	25
	25

	264
	100
	100
	75
	50
	50


For an efficient utilization of the radio resources, we believe that the following sub-channel sizes should be defined:
· For SCS=120 kHz, sub-channels with 16, 32, 66, 132, and 264 RBs.
· For SCS=480 kHz and SCS=960 kHz, sub-channel seizes with 33, 62, 66, 124, 148.
[bookmark: _Toc135045289]The existing sub-channel sizes are not efficient for SL operation in FR2 spectrum
[bookmark: _Toc126782189][bookmark: _Toc126782220][bookmark: _Toc126782251][bookmark: _Toc126782282][bookmark: _Toc135045299]For SL operation in FR2, the following sub-channel sizes are supported: 16, 32, 33, 62, 66, 124, 132, 148, 248, 264.
2.1.2	Assumptions and considerations for NR SL FR2
It is important to remark the text included in the WID for this agenda. If possible, it is desirable to reuse as much as possible the framework and concepts from NR Uu. Moreover, the work on NR SL FR2 for beam management is limited to unicast transmissions/connections.
[bookmark: _Toc135045290]As indicated per WID, the main focus of this item shall be to reuse for NR SL FR2 the beam management framework from NR Uu as much as possible and limit the work to unicast transmissions.
Another aspect to consider is that, since the beam management framework for NR SL FR2 is limited to unicast communications, it is reasonable to consider that a connection has been established between the TX and the RX UE. 

[bookmark: _Toc135045300]RAN1 prioritizes studying beam management procedure for a pair of UEs after the unicast connection has been established.
Additionally, for the work in NR SL FR2 it is worth mentioning that for the case of beam management both TX and RX side of the beams are more dynamic than in the NR Uu context, i.e., it is important to note that in NR Uu the base station position is static while in the case of SL both the RX UE and the TX UE might be moving and rotating. This might have an impact on the accuracy and refresh rate of the signalling for SL FR2 beam management procedure.

[bookmark: _Toc126782287][bookmark: _Toc135045291]When designing the beam management procedures, RAN1 needs to consider in SL a scenario that TX and RX are highly moving.
2.2 Beam management in NR Uu
First, we provide a brief overview of the different steps involved in the beam management process that facilitate the establishment and maintenance of suitable beams for transmission and reception in NR Uu. Specifically, this allows to maintain optimal beam directions for the downlink transmission, i.e., PDxCH and for the uplink transmission, i.e., PUxCH. The process of beam acquisition and refinement is organized into three steps, commonly denoted as P1, P2 and P3, which are illustrated in Figure 1.
[image: ]
Figure 1: Example of beam refinement from wide to narrow beams using the NR Uu framework
P1 step corresponds to initial beam selection before RRC connection establishment. In this step, the network (or gNB) infers which SSB beam was chosen by the UE based on the transmitted random-access preamble (Msg1) on the RACH resources indicated by the selected SS/PBCH block, without any explicit signalling about which beam to use for RX and TX. It is worth to mention that the SSB transmission also serves as the first step of the connection establishment during initial access by providing time and frequency synchronization between the gNB and UE. 
[bookmark: _Toc135045292]The initial beam establishment procedure in NR Uu relies on the transmission of SSB to infer the wide beam.
Consequently, in P2, gNB leverages this SS/PBCH block beam as an indication of which narrow CSI-RS beams to try for the sake of beam refinement. Once CSI-RS is transmitted, the UE measures the RSRP, and reports the result, including the CSI-RS resource indicator (CRI) to indicate the preferred CSI-RS resource, to the network. The network updates the serving beam for the UE according to the reports from the UE, and possibly also modifies the candidate set of CSI-RS beams, subject to whether the CSI-RSRP is better for the new beam than the existing one. The network may also instruct the UE to do the measurements on the SSB to update the beam. Following this gNB TX beam refinement, the UE (RX) beam refinement is done in P3 step in connected mode. Once in connected mode, the UE is configured with a set of reference signals. 

[bookmark: _Toc135045293]The beam establishment and refinement procedure in NR Uu is based on the transmission of CSI-RS signals and the feedback of CSI report.
Based on the measurements on a set of reference signals, the UE determines which RX beam is suitable to receive each reference signal in the set. The network then indicates which reference signals are associated with the beam that will be used to transmit PDCCH/PDSCH, and the UE uses this information to adjust its RX beam when receiving PDCCH/PDSCH. PDCCH and PDSCH beams can be identical – if not, additional signalling is needed. When the network has updated its serving TX beam for the UE, the UE may need to update its RX beam. To accomplish this, the network repeatedly transmits CSI-RS on the new serving TX beam while the UE varies its RX beam. The UE can then select the best RX beam and associate it with the measured reference signal. 
[bookmark: _Toc135045294]The optimal beam during the beam establishment/refinement in NR Uu is based on the RSRP measurements obtained by leveraging the CSI-RS framework.
There exists also beam recovery procedure which is triggered after the monitored radio links are detected to be poor quality for all the configured reference signals for a certain time. During this process, the UE initiates realignment of the beams through a random-access procedure. The quality measurements can either be made on specifically configured reference signals or on the ones that have been activated for other purposes. If the UE is not able to perform successful beam recovery, it may in the end declare radio link failure.  
To create the full procedure covering different steps of beam management for NR sidelink, including initial beam-pairing, beam maintenance, and beam failure recovery, etc., RAN1 shall aim to mimic the existing beam management procedure in NR Uu and reusing as much as possible the existing NR sidelink.
2.3 Limitations of the current NR SL framework for FR2 beam management
Based on the procedure defined in the previous section and potential reuse of the existing signalling in NR SL, it is important to identify the differences and limitations that exist in NR SL when compared to the framework in NR Uu.
In NR Uu, the signaling used for conveying synchronization signals and basic system information (SSB) is used for the initial beam establishment. Moreover, it is clear that the transmitter of SSB is always the gNB, whose identity (physical cell ID) can be inferred by the UE after processing the SSB. In contrast, in NR SL the S-SSB does not include any information that may be used to identify the transmitter of the S-SSB. Given also that the transmission of S-SSB does not trigger a response in SL like PRACH in UL, it cannot be directly used for beam establishment.
[bookmark: _Toc135045295]The current synchronization signalling block in SL (S-SSB) does not include information about the beam used or information that can be used to identify the transmitting UE.
Therefore, to enable beam management in SL FR2, it is important to consider the shortcomings of the current S-SSB.
[bookmark: _Toc135045301]RAN1 to consider potential enhancements to the S-SSB to be suitable for beam management procedures.
Moreover, in the current NR SL framework there are no other signals (apart from S-SSB) which appear periodically which is arguably a requirement that needs to be fulfilled in order to use such signalling for the beam management procedure.
[bookmark: _Toc135045296]In current NR SL framework only S-SSB transmissions are periodic.
The second issue to consider is the current CSI-RS framework in NR SL and its comparison with the CSI-RS framework in NR Uu. In NR SL, the SL CSI-RS is an aperiodic transmission that is associated with the PSCCH/PSSCH transmission (as indicated in SCI-2), i.e., it is a non-standalone transmission. 
[bookmark: _Toc135045297]In current NR SL framework, CSI-RS is aperiodic and non-standalone.
Based on this, it is important to consider whether reusing the current framework is enough for a proper beam management procedure or some enhancements are needed.

[bookmark: _Toc135045302]Consider enhancements to the legacy CSI framework of NR SL to facilitate beam management and refinement after initial beam establishment in NR SL FR2.


2.4 Beam management in SL FR2 licensed spectrum
2.4.1 Beam management procedure based on PSFCH transmissions  
One solution is to enable the initial beam establishment (P1) procedure of NR Uu by means of creating a mapping between PSFCH resources/PRBs and beams. Specifically, the TX UE transmits to the RX UE in an already established unicast link where each transmission includes a mapping between a beam and an associated HARQ feedback (FB) resource. The TX UE performs several transmissions targeting the RX UE where each transmission might use a different beam. Based on the received PSFCH resource and based on the received signal quality, the RX UE can decide the best beam for the unicast connection with the TX UE. An example of this procedure is given in the following figure:
[image: ]
Figure 3: Procedure for beam selection using PSFCH transmissions associated to PSSCH/PSCCH using 3 beams.
In this example, each PSCCH/PSSCH transmission from TX UE is associated with a separate PSFCH occasion. Hence each of the PSFCH occasions is associated with a specific beam used for the PSSCH/PSCCH transmission. In addition to the initial wide beam establishment as shown in Figure 3, it is also possible to extend the use of the PSFCH framework for the further beam refinement procedures by using the narrow beams in the mapping. Therefore, PSFCH transmissions can be used for the whole beam management procedure in NR SL FR2.
Our proposed scheme is based on using SL HARQ FB as an indication of the quality of the beam used for the corresponding data transmission. Based on the outcome of the HARQ feedback detection, the RX UE performs the following operation:
· The RX UE sends ACK if RX UE decodes both the SCI and the data in the PSSCH.
· RX UE sends NACK if RX UE decodes the SCI and fails to decode the data in the PSSCH.
· RX UE does not send feedback to TX UE if RX UE does not decode an SCI from TX UE.
Therefore, if the TX UE receives ACK feedback from RX UE, TX UE can deduce that the beam used for the data transmission to be good enough for further transmissions to RX UE (since RX UE could decode the transmission). On the other hand, receiving a NACK may mean the beam is not very suitable, and not receiving any HARQ feedback from RX UE may mean the corresponding beam is not suitable at all for communication with RX UE.
In the last RAN1#112-bis-e meeting, there is further discussion on this topic, which is captured in the agreement:
	Agreement
Consider the following two options for determining PSFCH transmit/receive beam for a single PSFCH transmission/reception in a slot.  
· Option 1: PSFCH transmit beam is derived from the corresponding PSCCH/PSSCH receive beam; PSFCH receive beam is derived from the corresponding PSCCH/PSSCH transmit beam.
· Note this is based on sidelink beam correspondence
· Option 2: PSFCH transmit beam is derived from the PSCCH/PSSCH transmit beam for reverse data transmission; PSFCH receive beam is derived from the PSCCH/PSSCH receive beam for reverse data transmission.  
· Note this is based on beam training for reverse data transmission
· Note: The PSFCH transmit/receive beam can be the same as PSCCH/PSSCH transmit/receive beam used for the reverse data transmission.
· FFS: support both options or down select one option.




Given that beam correspondence is fundamental component of beam management in NR Uu and it is expected to the similar case in SL FR2, it is straightforward to rely on the beam correspondence to establish the mapping between PSFCH transmit beam and the corresponding PSCCH/PSSCH receive beam and PSFCH receive beam is derived from the corresponding PSCCH/PSSCH transmit beam. 

[bookmark: _Toc135045303]RAN to support Option 1 that relies on beam correspondence for determining PSFCH transmit/receive beam for a single PSFCH transmission/reception in a slot. 
If there is potential advantages to utilize the beam training for reverse data transmission as well to derive the PSFCH transmit beam from the PSCCH/PSSCH transmit beam for reverse data transmission, option 2 is also supported in addition to option 1.
In both options, when the UE transmits PSFCH using a specific beam that is derived from the corresponding receive beam or from the PSCCH/PSSCH transmit beam for reverse data transmission, the UE receiving PSFCH have an implicit understanding of this mapping to PSCCH/PSSCH beam to maximize the benefits of beam management.   

[bookmark: _Toc135045304]For SL operation in FR2, mapping between PSFCH resources and beams is used for beam establishment and beam refinement. 
[bookmark: _Toc127461811][bookmark: _Toc127462415][bookmark: _Toc135045305]Based on the outcome of the HARQ feedback detection by the RX UE, i.e., ACK, NACK, or absence of HARQ feedback, the TX UE decides the best beam to be used for further transmissions to the RX UE.
The main advantages of the solution based on PSFCH transmissions:
· Facilitates beam management for sidelink without introducing new physical channels or signals. 
· Thanks to the deterministic and periodic occurrence of the HARQ feedback resources, latency involved in beam management process (e.g., beam pairing, beam refinement) is upper bounded. 
Based on the abovementioned advantages, SL FR2 beam management shall consider using PSFCH transmissions. 
[bookmark: _Toc135045306]RAN1 to support using PSFCH transmissions to facilitate the SL FR2 beam management.

2.4.2	Beam management procedure based on CSI-RS

The next solution is based on CSI-RS and leverages the initial unicast connection establishment between the TX UE and the RX UE. First, the TX UE transmits CSI-RSs in different beams, which are utilized at the RX UE for estimating CSI. Next, the RX UE reports SL-CSI including CRI and RSRP to the TX UE. Based on this reporting, the TX UE selects the best beam to be used for subsequent transmission to the RX UE. 
The main advantage of this solution is that it avoids the subsequent steps that goes from the initial wide beams, and it establishes already a narrow beam to be used between the TX UE and the RX UE. However, this also induces additional latency compared to previous solutions and it is also important to consider as indicated in Proposal 3 that the mobility in the SL link is higher than in the Uu link. Therefore, in our view, it is better to first establish an initial beam based on wide beams (similar to P1) and after that refine the beam by means of CSI-RS. 
Following the NR Uu framework, after initial beam establishment using any of the potential highlighted solutions in previous sections, the next step is to further refine the beam to be used in the unicast transmission. In our view, once the initial beam has been established, it is feasible to use the CSI-RS framework to further enhance/refine the beam to be used by the TX and RX UE. This procedure is aligned with the NR Uu framework and makes use of the NR SL legacy signalling.
However, there are many issues with the current NR SL CSI-RS framework if it is selected to be used for beam refinement and recovery. Some of these issues are highlighted in the next section.
In the current NR SL framework, the CSI-RS signalling is included together with data and control signalling, i.e., it is transmitted together with PSCCH/PSSCH. Moreover, the occurrence of CSI-RS and the subsequent reporting by the RX UE is subject to appearance of an indication within the PSSCH transmission and makes complicated to have a reliable reporting of the current CSI. Based on these characteristics, in current NR SL framework the SL CSI framework is not suitable for beam management procedures.
[bookmark: _Toc135045298]The current NR SL CSI framework is not suitable for beam management.
Moreover, the current NR CSI framework is limited to aperiodic transmission which is a quite limited framework compared to the possibilities in NR Uu where aperiodic, semi-persistent and periodic reporting of the CSI is possible.

[bookmark: _Toc135045307]RAN1 to study enhancements to CSI-RS reporting/indication by using periodic, semi-persistent and/or aperiodic transmissions.
The last aspect to consider as indicated at the beginning of the section is the indication of the CSI-RS and reporting always with other data transmission following the current framework. In our view, this might limit the possibilities and functionality of the NR SL FR2 framework if the same procedure is reused. Therefore, we propose to study the possibility of having standalone CSI-RS signalling for the purpose of beam management in NR SL FR2.

[bookmark: _Toc135045308]RAN1 to study the use of standalone CSI-RS signalling for beam management in NR SL for FR2.
Conclusion
In the previous sections we made the following observations: 
Observation 1	The existing sub-channel sizes are not efficient for SL operation in FR2 spectrum
Observation 2	As indicated per WID, the main focus of this item shall be to reuse for NR SL FR2 the beam management framework from NR Uu as much as possible and limit the work to unicast transmissions.
Observation 3	When designing the beam management procedures, RAN1 needs to consider in SL a scenario that TX and RX are highly moving.
Observation 4	The initial beam establishment procedure in NR Uu relies on the transmission of SSB to infer the wide beam.
Observation 5	The beam establishment and refinement procedure in NR Uu is based on the transmission of CSI-RS signals and the feedback of CSI report.
Observation 6	The optimal beam during the beam establishment/refinement in NR Uu is based on the RSRP measurements obtained by leveraging the CSI-RS framework.
Observation 7	The current synchronization signalling block in SL (S-SSB) does not include information about the beam used or information that can be used to identify the transmitting UE.
Observation 8	In current NR SL framework only S-SSB transmissions are periodic.
Observation 9	In current NR SL framework, CSI-RS is aperiodic and non-standalone.
Observation 10	The current NR SL CSI framework is not suitable for beam management.
Based on the discussion in the previous sections we propose the following:
Proposal 1	For SL operation in FR2, the following sub-channel sizes are supported: 16, 32, 33, 62, 66, 124, 132, 148, 248, 264.
Proposal 2	RAN1 prioritizes studying beam management procedure for a pair of UEs after the unicast connection has been established.
Proposal 3	RAN1 to consider potential enhancements to the S-SSB to be suitable for beam management procedures.
Proposal 4	Consider enhancements to the legacy CSI framework of NR SL to facilitate beam management and refinement after initial beam establishment in NR SL FR2.
Proposal 5	RAN to support Option 1 that relies on beam correspondence for determining PSFCH transmit/receive beam for a single PSFCH transmission/reception in a slot.
Proposal 6	For SL operation in FR2, mapping between PSFCH resources and beams is used for beam establishment and beam refinement.
Proposal 7	Based on the outcome of the HARQ feedback detection by the RX UE, i.e., ACK, NACK, or absence of HARQ feedback, the TX UE decides the best beam to be used for further transmissions to the RX UE.
Proposal 8	RAN1 to support using PSFCH transmissions to facilitate the SL FR2 beam management.
Proposal 9	RAN1 to study enhancements to CSI-RS reporting/indication by using periodic, semi-persistent and/or aperiodic transmissions.
Proposal 10	RAN1 to study the use of standalone CSI-RS signalling for beam management in NR SL for FR2.
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