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Introduction
[bookmark: _Hlk510705081]RAN1 started discussion Rel-18 UE features for selected topics in RAN1#112bis-e [1]. In RAN1#113 an extended set of topics will be included, where rapporteur’s input on UE features for each WI will be presented for discussion as well. Hence, in this contribution we provide our initial views on UE features for NR support for dedicated spectrum less than 5MHz for FR1 WI [2]. 
Discussion
The following new FGs can be identified:
	Feature group
	Components

	Support for 3 MHz channel BW
	1. Reception of [12 or 15] RB PBCH.
2. [Reception of 12 or 15 RB CORESET].
3. [Disabling of PUCCH Frequency hopping]

	[Support for reduced PRB allocation for 5 MHz channel BW]
	[Support for CORESET0 of [XX] PRBs]



1st FG, Component 1: RAN agreement [3] for band n100 is 12 PRBs, but it could still be 15 PRBs for some other bands; subject to discussions in RAN1#113 AI 9.13 

1st FG, components 2 and 3, as well as the complete 2nd FG being subject to further discussions in AI 9.13 in RAN1#113 before it is possible to make the final decision on them.

The FGs should be defined per band, as there are no band combinations due to no CA support with sub-5 MHz bands as per the RAN guidance in [4].
Conclusion
In this contribution the following two FGs are proposed:
Proposal 1: Adopt the following FGs for NR support for dedicated spectrum less than 5MHz for FR1
	Feature group
	Components

	Support for 3 MHz channel BW
	1. Reception of [12 or 15] RB PBCH.
2. [Reception of 12 or 15 RB CORESET].
3. [Disabling of PUCCH Frequency hopping]

	[Support for reduced PRB allocation for 5 MHz channel BW]
	[Support for CORESET0 of [XX] PRBs]



Proposal 2: Make all the FGs of the NR support for dedicated spectrum less than 5MHz for FR1 WI “per band”
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