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1 Introduction
[bookmark: OLE_LINK15][bookmark: OLE_LINK16][bookmark: OLE_LINK21][bookmark: OLE_LINK22][bookmark: OLE_LINK23][bookmark: OLE_LINK11][bookmark: OLE_LINK12]In this contribution, we provide the justification and text proposal for the issues.

2 SL-PRS mapping in shared resource pool
It has been agreed that the SL-PRS is transmitted with PSSCH in shared resource pool. Then the following change is needed to capture this property, 

===================== Unchanged parts omitted ======================

The position(s) of the DM-RS symbols is given by  according to Table 8.4.1.1.2-1 where the number of PSSCH DM-RS is indicated in the SCI, and  is the duration of the scheduled resources for transmission of PSSCH or for transmission of PSSCH and SL-PRS, and the associated PSCCH, including the OFDM symbol duplicated as described in clauses 8.3.1.5 and 8.3.2.3.
===================== Unchanged parts omitted ======================

Whether SL-PRS is transmitted together with PSSCH in a slot could be identified from SCI 1-A that, whether the SCI 2-D is further indicated. 


3 Conclusion
Proposal 2-1: 


	Reason for change
	1. In a shared resource pool, SL-PRS is transmitted with PSSCH. Then the parameter ld may need to take into account when SL-PRS is transmitted. This doesn’t mean the value of ld is changed when SL-PRS is transmitted with PSSCH.


	Summary of change
	Section 8.4.1.1.2 in TS 38.211: 
1. The parameter ld may cover two cases: the duration of PSCCH and PSSCH, and the duration of PSCCH, PSSCH and SL PRS.  

	Consequences if not approved
	Incorrect description of the parameter ld 

	Text proposal
	
------------------------- For TS 38.211 ---------------------------



===================== Unchanged parts omitted ======================

The position(s) of the DM-RS symbols is given by  according to Table 8.4.1.1.2-1 where the number of PSSCH DM-RS is indicated in the SCI, and  is the duration of the scheduled resources for transmission of PSSCH or for transmission of PSSCH and SL-PRS, and the associated PSCCH, including the OFDM symbol duplicated as described in clauses 8.3.1.5 and 8.3.2.3.
===================== Unchanged parts omitted ======================






