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Introduction

This document contains a correction to TR 25.896 in line with the agreement of RAN WG1 following the discussion of R1-030431 on possible HARQ timings (section 8.2 in the TR).

Proposed correction against existing TR 25.896 text:

Table 8.2.1 presents some estimations for available processing time TTI lengths 10 ms and 2 ms, with N=2,3,4,5. The timing calculations assume a roundtrip delay of 0.1 ms. The acknowledgement signal from UE may be spread over one of more slots. However, the longer TACK becomes, the less processing time there is available for UE and RNS. For TTI=10 ms case, a TACK = 10 ms is possible if N=3 or larger. With TTI=2 ms, TACK necessarily has to be shorter. 

Table 8.2.1. Examples of UE and Node B processing times with E-DCH

	TTI length (ms)
	N
	Tack (ms)
	TNBP+TUEP (ms)

	10
	2
	2
	7.9 (0.8xTTI)

	10
	3
	2
	17.9 (1.8xTTI)

	10
	3
	10
	9.9 (1.0xTTI)

	10
	4
	2
	27.9 (2.8xTTI)

	10
	4
	10
	19.9 (2.0xTTI)

	2
	4
	2 (3 slots)
	3.9 (1.95 x TTI)

	2
	5
	2/3 (1 slot)
	7.23 (3.6xTTI)

	2
	5
	4/3 (2 slots)
	6.56 (3.3xTTI)

	2
	6
	4/3 (2 slots)
	8.56 (4.3xTTI)

	2
	6
	2 (3 slots)
	7.90 (4.0xTTI)

	2
	7
	2 (3 slots)
	9.90 (5.0xTTI)
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