
3GPP TSG RAN WG1 Meeting #54
R1-083030
Jeju, Korea, 18-22 August, 2008

Agenda Item:
8
Source:
Ericsson

Title:
Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
Document for:
Discussion and Decision
1 Introduction

This contribution describes our view on the remaining open issues in the draft RAN1 CRs on “Dual-Cell HSDPA operation on adjacent carriers” ‎[1]

 REF _Ref206223422 \r \h 
 \* MERGEFORMAT ‎[2]

 REF _Ref206223428 \r \h 
 \* MERGEFORMAT ‎[3]

 REF _Ref206223434 \r \h 
 \* MERGEFORMAT ‎[4] that were agreed as baseline at RAN1#53bis.
2 Discussion
TS 25.212:

· No open issues in ‎[1]
TS 25.212:
· No open issues in ‎[2]
TS 25.213:
· We are basically fine with the text that has been put within brackets in ‎[3].

· It is our view that DCH in combination with DC-HSDPA operation should be supported, similarly to how DCH is supported in combination with HSDPA MIMO. Hence the brackets in Table 0 should be removed. We regard mapping of HS-DPCCH2 to code 33 on the Q branch in this case (i.e. when N_max_dpdch = 1) as a good choice.
TS 25.214:
· We are fine with the text that has been put within brackets in ‎[4].
· We believe that monitoring of up to four HS-SCCH codes per serving HS-DSCH cell (plus one HS-SCCH code for HS-DSCH serving cell change enhancements) is a feasible solution.
3 Conclusions

It is proposed to discuss and, if possible, agree to the proposed changes and capture the agreed changes in the CRs to the affected RAN1 specifications.
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