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1 Introduction
LTE Rel-13 introduced improved support for machine-type communications (MTC) in the form of bandwidth-reduced low-complexity (BL) and coverage enhanced (CE) UEs. The Rel-13 BL UE supports 1.4 MHz max channel bandwidth and 1000 bits max TBS.

One of the objectives of the Rel-14 WI on Further Enhanced MTC (FeMTC) [1] is to specify the following improvements for higher data rate support for BL/CE UEs:

· Larger maximum TBS

· Larger max. PDSCH/PUSCH channel bandwidth in connected mode at least in CE mode A in order to enhance support e.g. voice and audio streaming or other applications and scenarios

· Specify HARQ-ACK bundling in CE mode A in HD-FDD

· Up to 10 DL HARQ processes in CE mode A in FD-FDD

For larger max TBS and larger max channel bandwidth, RAN1 has agreed to introduce the following [2]:
· a 5-MHz BL UE with 4008 bits max PDSCH/PUSCH TBS,

· a 1.4-MHz BL UE with 2984 bits max PUSCH TBS,

· possibility to configure a non-BL UE in CE mode with 5 or 20 MHz max channel bandwidth.

In this contribution we discuss further aspects of the larger max TBS.
2 Discussion
2.1 Max TBS for non-BL UE in CE mode
We assume that a 5-MHz BL UE and a non-BL UE configured with max 5 MHz channel bandwidth will have the same max TBS.

Proposal 1 Non-BL UE configured in CE mode with max 5 MHz PDSCH/PUSCH channel bandwidth has max 4008 bits PDSCH/PUSCH TBS.
The max TBS for a non-BL UE configured in CE mode with a max channel bandwidth of 20 MHz remains to be decided, and we see three main alternatives:

1. The same value as for the 5-MHz case, i.e. 4008 bits for both PDSCH and PUSCH
2. A larger fixed value, e.g. 10000 bits, possibly different for PUSCH and PDSCH
3. The same value as for non-CE mode, i.e. different for different UE categories

We are open to discuss all three alternatives. For simplicity we here propose to go for alternative 1.
Proposal 2 Non-BL UE configured in CE mode with max 20 MHz PDSCH/PUSCH channel bandwidth has max 4008 bits PDSCH/PUSCH TBS.

2.2 Max TBS configuration

We furthermore propose that the max TBS is RRC configurable in all cases. Potentially the same parameter can be used to configure both max TBS and max channel bandwidth in some cases [3].
Proposal 3 The maximum PDSCH TBS is RRC configurable in the range {1000, 4008} bits with the default value 1000 bits.

Proposal 4 The maximum PUSCH TBS is RRC configurable in the range {1000, 2984, 4008} bits with the default value 1000 bits.
2.3 MCS/TBS tables

In the following MCS/TBS tables from the Rel-13 specification, the values that do not apply to the 5-MHz BL UE have been grayed out. Remaining values correspond to max 25 PRBs, max 4008 bits and max 16QAM.
TS 36.213 V13.2.0 Table 7.1.7.1-1: Modulation and TBS index table for PDSCH
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	0
	2
	2
	0

	1
	2
	2
	1

	2
	2
	2
	2

	3
	2
	2
	3

	4
	2
	2
	4

	5
	2
	4
	5

	6
	2
	4
	6

	7
	2
	4
	7

	8
	2
	4
	8

	9
	2
	4
	9

	10
	4
	6
	9

	11
	4
	6
	10

	12
	4
	6
	11

	13
	4
	6
	12

	14
	4
	6
	13

	15
	4
	6
	14

	16
	4
	6
	15

	17
	6
	6
	15

	18
	6
	6
	16

	19
	6
	6
	17

	20
	6
	6
	18

	21
	6
	6
	19

	22
	6
	6
	20

	23
	6
	6
	21

	24
	6
	6
	22

	25
	6
	6
	23

	26
	6
	6
	24

	27
	6
	6
	25

	28
	6
	6
	26/26A

	29
	2
	2
	reserved

	30
	4
	4
	

	31
	6
	6
	


TS 36.213 V13.2.0 Table 8.6.1-1: Modulation, TBS index and redundancy version table for PUSCH
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	Redundancy Version
rvidx

	0
	2
	0
	0

	1
	2
	1
	0

	2
	2
	2
	0

	3
	2
	3
	0

	4
	2
	4
	0

	5
	2
	5
	0

	6
	2
	6
	0

	7
	2
	7
	0

	8
	2
	8
	0

	9
	2
	9
	0

	10
	2
	10
	0

	11
	4
	10
	0

	12
	4
	11
	0

	13
	4
	12
	0

	14
	4
	13
	0

	15
	4
	14
	0

	16
	4
	15
	0

	17
	4
	16
	0

	18
	4
	17
	0

	19
	4
	18
	0

	20
	4
	19
	0

	21
	6
	19
	0

	22
	6
	20
	0

	23
	6
	21
	0

	24
	6
	22
	0

	25
	6
	23
	0

	26
	6
	24
	0

	27
	6
	25
	0

	28
	6
	26
	0

	29
	reserved
	1

	30
	
	2

	31
	
	3


TS 36.213 V13.2.0 Table 7.1.7.2.1-1: Transport block size table (dimension 34×110)
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	1
	2
	3
	4
	5
	6
	7
	8
	9
	10

	0
	16
	32
	56
	88
	120
	152
	176
	208
	224
	256

	1
	24
	56
	88
	144
	176
	208
	224
	256
	328
	344

	2
	32
	72
	144
	176
	208
	256
	296
	328
	376
	424

	3
	40
	104
	176
	208
	256
	328
	392
	440
	504
	568

	4
	56
	120
	208
	256
	328
	408
	488
	552
	632
	696

	5
	72
	144
	224
	328
	424
	504
	600
	680
	776
	872

	6
	328
	176
	256
	392
	504
	600
	712
	808
	936
	1032

	7
	104
	224
	328
	472
	584
	712
	840
	968
	1096
	1224

	8
	120
	256
	392
	536
	680
	808
	968
	1096
	1256
	1384

	9
	136
	296
	456
	616
	776
	936
	1096
	1256
	1416
	1544

	10
	144
	328
	504
	680
	872
	1032
	1224
	1384
	1544
	1736

	11
	176
	376
	584
	776
	1000
	1192
	1384
	1608
	1800
	2024

	12
	208
	440
	680
	904
	1128
	1352
	1608
	1800
	2024
	2280

	13
	224
	488
	744
	1000
	1256
	1544
	1800
	2024
	2280
	2536

	14
	256
	552
	840
	1128
	1416
	1736
	1992
	2280
	2600
	2856

	15
	280
	600
	904
	1224
	1544
	1800
	2152
	2472
	2728
	3112

	16
	328
	632
	968
	1288
	1608
	1928
	2280
	2600
	2984
	3240

	17
	336
	696
	1064
	1416
	1800
	2152
	2536
	2856
	3240
	3624

	18
	376
	776
	1160
	1544
	1992
	2344
	2792
	3112
	3624
	4008

	19
	408
	840
	1288
	1736
	2152
	2600
	2984
	3496
	3880
	4264

	20
	440
	904
	1384
	1864
	2344
	2792
	3240
	3752
	4136
	4584

	21
	488
	1000
	1480
	1992
	2472
	2984
	3496
	4008
	4584
	4968

	22
	520
	1064
	1608
	2152
	2664
	3240
	3752
	4264
	4776
	5352

	23
	552
	1128
	1736
	2280
	2856
	3496
	4008
	4584
	5160
	5736

	24
	584
	1192
	1800
	2408
	2984
	3624
	4264
	4968
	5544
	5992

	25
	616
	1256
	1864
	2536
	3112
	3752
	4392
	5160
	5736
	6200

	26
	712
	1480
	2216
	2984
	3752
	4392
	5160
	5992
	6712
	7480

	26A
	632
	1288
	1928
	2600
	3240
	3880
	4584
	5160
	5992
	6456
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	11
	12
	13
	14
	15
	16
	17
	18
	19
	20

	0
	288
	328
	344
	376
	392
	424
	456
	488
	504
	536

	1
	376
	424
	456
	488
	520
	568
	600
	632
	680
	712

	2
	472
	520
	568
	616
	648
	696
	744
	776
	840
	872

	3
	616
	680
	744
	808
	872
	904
	968
	1032
	1096
	1160

	4
	776
	840
	904
	1000
	1064
	1128
	1192
	1288
	1352
	1416

	5
	968
	1032
	1128
	1224
	1320
	1384
	1480
	1544
	1672
	1736

	6
	1128
	1224
	1352
	1480
	1544
	1672
	1736
	1864
	1992
	2088

	7
	1320
	1480
	1608
	1672
	1800
	1928
	2088
	2216
	2344
	2472

	8
	1544
	1672
	1800
	1928
	2088
	2216
	2344
	2536
	2664
	2792

	9
	1736
	1864
	2024
	2216
	2344
	2536
	2664
	2856
	2984
	3112

	10
	1928
	2088
	2280
	2472
	2664
	2792
	2984
	3112
	3368
	3496

	11
	2216
	2408
	2600
	2792
	2984
	3240
	3496
	3624
	3880
	4008

	12
	2472
	2728
	2984
	3240
	3368
	3624
	3880
	4136
	4392
	4584

	13
	2856
	3112
	3368
	3624
	3880
	4136
	4392
	4584
	4968
	5160

	14
	3112
	3496
	3752
	4008
	4264
	4584
	4968
	5160
	5544
	5736

	15
	3368
	3624
	4008
	4264
	4584
	4968
	5160
	5544
	5736
	6200

	16
	3624
	3880
	4264
	4584
	4968
	5160
	5544
	5992
	6200
	6456

	17
	4008
	4392
	4776
	5160
	5352
	5736
	6200
	6456
	6712
	7224

	18
	4392
	4776
	5160
	5544
	5992
	6200
	6712
	7224
	7480
	7992

	19
	4776
	5160
	5544
	5992
	6456
	6968
	7224
	7736
	8248
	8504

	20
	5160
	5544
	5992
	6456
	6968
	7480
	7992
	8248
	8760
	9144

	21
	5544
	5992
	6456
	6968
	7480
	7992
	8504
	9144
	9528
	9912

	22
	5992
	6456
	6968
	7480
	7992
	8504
	9144
	9528
	10296
	10680

	23
	6200
	6968
	7480
	7992
	8504
	9144
	9912
	10296
	11064
	11448

	24
	6712
	7224
	7992
	8504
	9144
	9912
	10296
	11064
	11448
	12216

	25
	6968
	7480
	8248
	8760
	9528
	10296
	10680
	11448
	12216
	12576

	26
	8248
	8760
	9528
	10296
	11064
	11832
	12576
	13536
	14112
	14688

	26A
	7224
	7736
	8504
	9144
	9912
	10296
	11064
	11832
	12576
	12960
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	21
	22
	23
	24
	25
	26
	27
	28
	29
	30

	0
	568
	600
	616
	648
	680
	712
	744
	776
	776
	808

	1
	744
	776
	808
	872
	904
	936
	968
	1000
	1032
	1064

	2
	936
	968
	1000
	1064
	1096
	1160
	1192
	1256
	1288
	1320

	3
	1224
	1256
	1320
	1384
	1416
	1480
	1544
	1608
	1672
	1736

	4
	1480
	1544
	1608
	1736
	1800
	1864
	1928
	1992
	2088
	2152

	5
	1864
	1928
	2024
	2088
	2216
	2280
	2344
	2472
	2536
	2664

	6
	2216
	2280
	2408
	2472
	2600
	2728
	2792
	2984
	2984
	3112

	7
	2536
	2664
	2792
	2984
	3112
	3240
	3368
	3368
	3496
	3624

	8
	2984
	3112
	3240
	3368
	3496
	3624
	3752
	3880
	4008
	4264

	9
	3368
	3496
	3624
	3752
	4008
	4136
	4264
	4392
	4584
	4776

	10
	3752
	3880
	4008
	4264
	4392
	4584
	4776
	4968
	5160
	5352

	11
	4264
	4392
	4584
	4776
	4968
	5352
	5544
	5736
	5992
	5992

	12
	4776
	4968
	5352
	5544
	5736
	5992
	6200
	6456
	6712
	6712

	13
	5352
	5736
	5992
	6200
	6456
	6712
	6968
	7224
	7480
	7736

	14
	5992
	6200
	6456
	6968
	7224
	7480
	7736
	7992
	8248
	8504

	15
	6456
	6712
	6968
	7224
	7736
	7992
	8248
	8504
	8760
	9144

	16
	6712
	7224
	7480
	7736
	7992
	8504
	8760
	9144
	9528
	9912

	17
	7480
	7992
	8248
	8760
	9144
	9528
	9912
	10296
	10296
	10680

	18
	8248
	8760
	9144
	9528
	9912
	10296
	10680
	11064
	11448
	11832

	19
	9144
	9528
	9912
	10296
	10680
	11064
	11448
	12216
	12576
	12960

	20
	9912
	10296
	10680
	11064
	11448
	12216
	12576
	12960
	13536
	14112

	21
	10680
	11064
	11448
	12216
	12576
	12960
	13536
	14112
	14688
	15264

	22
	11448
	11832
	12576
	12960
	13536
	14112
	14688
	15264
	15840
	16416

	23
	12216
	12576
	12960
	13536
	14112
	14688
	15264
	15840
	16416
	16992

	24
	12960
	13536
	14112
	14688
	15264
	15840
	16416
	16992
	17568
	18336

	25
	13536
	14112
	14688
	15264
	15840
	16416
	16992
	17568
	18336
	19080

	26
	15264
	16416
	16992
	17568
	18336
	19080
	19848
	20616
	21384
	22152

	26A
	13536
	14112
	15264
	15840
	16416
	16992
	17568
	18336
	19080
	19848


Proposal 5 Increase the size of the MCS/TBS indication field with 2 bits in order to maintain good granularity.
3 Conclusion

We have the following proposals:
Proposal 1
Non-BL UE configured in CE mode with max 5 MHz PDSCH/PUSCH channel bandwidth has max 4008 bits PDSCH/PUSCH TBS.
Proposal 2
Non-BL UE configured in CE mode with max 20 MHz PDSCH/PUSCH channel bandwidth has max 4008 bits PDSCH/PUSCH TBS.
Proposal 3
The maximum PDSCH TBS is RRC configurable in the range {1000, 4008} bits with the default value 1000 bits.
Proposal 4
The maximum PUSCH TBS is RRC configurable in the range {1000, 2984, 4008} bits with the default value 1000 bits.
Proposal 5
Increase the size of the MCS/TBS indication field with 2 bits in order to maintain good granularity.
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