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Introduction
NR design aims to support different types of services with various latency and reliability requirements. This contribution aims to enhance already existing mechanisms in Rel-15 for enabling services with delay critical UL traffic. A useful feature to enable this operation is intra-UE pre-emption which was extensively discussed during Rel-15 in the context of URLLC discussions.
It is worth to mention that one of the outcomes of the relevant discussions on handling UL multiplexing of transmissions with different reliability requirements is the following proposal being captured in [1]:
· For a UE supporting URLLC, if the UE receives a dynamic grant scheduling PUSCH overlapping in time with another PUSCH scheduled by an earlier received grant, the UE follows the later received grant and the previously scheduled PUSCH is dropped.
In this contribution we discuss our view on a feasible solution for enabling UL pre-emption by a UE for UL transmissions granted by gNB.
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NR should support different types of services having different latency requirements and/ priorities (e.g. URLLC and eMBB services). This is achieved by supporting different transmission durations, i.e., from a fraction of a slot to multiple slots. Multiplexing of data with different priorities can have two possibilities which are described below:
1) Semi-static multiplexing of different transmission durations: In this mode of operation different transmission durations operate on different frequency allocations. The data with different latency requirements can then be transmitted on different time scales such as on slot level or mini-slot level. The data with different priorities may also be transmitted on the same time scale, i.e., with mini-slots or with slots. Furthermore, the dedicated bands can be semi-statically configured and do not need any special considerations from RAN1 perspective. However, in case of sporadic high priority traffic, this option is not very resource efficient and leads to low spectral efficiency.  

2) Dynamic multiplexing of different transmission durations: The second scenario is to allow dynamic multiplexing of different transmission durations within the same time and/or frequency resources. This can be implemented in the so-called co-existence region or over the entire time-frequency grid. The advantage associated with dynamic multiplexing is better resource sharing and utilization among data traffic with different latency requirements and/or priorities. The objective requires considerations to allow an on-going or pre-scheduled transmission to partially or completely be replaced by another transmission, especially in case of sudden arrival of delay critical traffics.

Rel-15 NR already supports mechanisms enabling semi-static multiplexing of traffics with different priorities. Dynamic multiplexing is a useful feature for NR operation for delay critical services, especially with sporadic traffic. A useful feature to enable this operation is UL pre-emption which was extensively discussed during Rel-15 specification. Focusing on intra-UE pre-emption, our companion contribution addresses our view on how to enable inter-UE UL pre-emption in NR [2].
In the intra-UE UL pre-emption scenario, the same UE has UL traffic with different latency requirements to transmit. Consider the case when this UE is already scheduled for UL transmission. Upon sudden arrival of a delay critical traffic, the gNB intends to serve the traffic as soon as possible. The result of scheduling decision considering the delay constraint, can be that the earliest feasible time for UL transmission is going to overlap with already planned UL transmission for that UE. In this case, not only it is important (1) to inform the UE about the change of grant as soon as possible, but also for the feature to be functional, it is essential (2) to provide the UE with enough time such that the UE would be capable of revising the UL transmission based on the updated grant. This aspect was extensively discussed during the Rel-15 to establish feasible functionality for enabling multiplexing UCI in UL transmissions when PUCCH/PUSCH resources would overlap.
From our perspective, to enable intra-UE uplink pre-emption for granted UL transmissions the following steps are needed to be considered:
· By frequent PDCCH monitoring, the UE can be informed as quickly as possible with a UL grant that is intended to serve high priority traffic. 
· This can be achieved by proper configuration of PDCCH monitoring.
· Upon receiving such a grant, the UE can determine whether the new scheduled PUSCH overlaps with an already scheduled PUSCH. 
· Please note that the scenario for overlapping occurs with PUCCH is already addressed and supported in Rel-15.
· In case of overlapping, a simple approach for the UE is to cancel the previous transmission and to start the new one based on the new grant.
· The above is feasible if the UE is provided with sufficient time for such operations.
· Reusing Rel-15 established framework, this operation should be feasible if the UE is provided with at least  symbols (as specified in Section 9.2.5 of TS 38.213) of processing time before the start of the new scheduled PUSCH.

Based on the above discussion, we propose the following for enabling intra-UE pre-emption for granted UL transmissions:
· Proposal:
If the UE receives a dynamic grant scheduling PUSCH overlapping in time with another scheduled PUSCH by an earlier received grant, the UE follows the later received grant and drops the previously scheduled PUSCH if the UE is provided with at least  symbols (as specified in Section 9.2.5 of TS 38.213) of processing time before the start of the new scheduled PUSCH. Otherwise, the UE ignores the later grant.

It is worthwhile mentioning that supporting more advanced UEs in Rel-16 with shorter processing time is crucial for proper NR operations to serve delay critical services. This is further discussed in our companion contribution [3].
Conclusion
In this contribution we discussed our view for enabling inta-UE pre-emption for granted UL transmissions and proposed the following:
· [bookmark: _Hlk506559604]Proposal:
If the UE receives a dynamic grant scheduling PUSCH overlapping in time with another scheduled PUSCH by an earlier received grant, the UE follows the later received grant and drops the previously scheduled PUSCH if the UE is provided with at least  symbols (as specified in Section 9.2.5 of TS 38.213) of processing time before the start of the new scheduled PUSCH. Otherwise, the UE ignores the later grant.
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