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Introduction
In RAN1#96bis meeting, very good progress was achieved on low PAPR DMRS enhancement [1]. Most issues have been addressed already and the low PAPR agenda is closed. However, there is still one issue open. So we provide our view on the only remaining issue of low PAPR DMRS enhancement in this contribution.
Discussion
In RAN1#96bis meeting, the sequence initialization for PUCCH format 3 was agreed as follows 
Agreement 
The group and sequence hopping procedures in section 6.3.2.2.1 of TS38.211 in Release 15 are applied to Rel-16 DMRS sequence for pi/2 BPSK PUCCH Format 3 for length ≤ 30.
However, there is no clear agreement of the sequence initialization for PUCCH format 4. Since PUCCH format 4 only has 1 PRB and the sequence length is 12, the above agreement can be completely reused for PUCCH format 4.
Proposal : The group and sequence hopping procedures in section 6.3.2.2.1 of TS38.211 in Release 15 are applied to Rel-16 DMRS sequence for pi/2 BPSK PUCCH Format 4.
Conclusions
[bookmark: OLE_LINK11][bookmark: OLE_LINK10]In this contribution, we provide our view on the leftover issue for low PAPR RS. 
Proposal : The group and sequence hopping procedures in section 6.3.2.2.1 of TS38.211 in Release 15 are applied to Rel-16 DMRS sequence for pi/2 BPSK PUCCH Format 4.
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