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[bookmark: _Toc11160637]6.2	Downlink
The tables 6.2-1, 6.2-2 describe the possible combinations of physical channels that can be received simultaneously in the downlink by one UE. Table 6.2-1 introduces notation for a "Reception Type" which represents a physical channel and any associated transport channel. Table 6.2-2 describes the combinations of these "Reception Types" which are supported by the UE depending on capabilities [8, TS 38.306], and enumerates how many of each can be received simultaneously. The UE shall be able to receive all TBs according to the indication on PDCCH. Any subset of the combinations specified in table 6.2-2 is also supported.

Table 6.2-1: Downlink "Reception Types"
	"Reception Type"
	Physical Channel(s)
	Monitored
RNTI
	Associated
Transport Channel
	Comment

	A
	PBCH
	N/A
	BCH
	

	B
	PDCCH+PDSCH
	SI-RNTI
	DL-SCH
	Note 1

	C0
	PDCCH
	P-RNTI
	N/A
	Note 1, Note 2

	C1
	PDCCH+PDSCH
	P-RNTI
	PCH
	Note 1

	D0
	PDCCH+PDSCH
	RA-RNTI or Temporary C-RNTI
	DL-SCH
	Note 3

	D1
	PDCCH+PDSCH
	C-RNTI, CS-RNTI, MCS-C-RNTI
	DL-SCH
	

	D2
	PDCCH
	C-RNTI, CS-RNTI, MCS-C-RNTI
	DL-SCH
	

	E
	PDCCH
	C-RNTI
	N/A
	Note 4

	F0
	PDCCH
	Temporary C-RNTI
	UL-SCH
	Note 3

	F1
	PDCCH
	C-RNTI, CS-RNTI, MCS-C-RNTI
	UL-SCH
	

	G
	PDCCH
	SFI-RNTI 
	N/A
	

	H
	PDCCH
	INT-RNTI 
	N/A
	

	J0
	PDCCH
	TPC-PUSCH-RNTI
	N/A
	

	J1
	PDCCH
	TPC-PUCCH-RNTI
	N/A
	

	J2
	PDCCH
	TPC-SRS-RNTI
	N/A
	

	K
	PDCCH
	SP-CSI-RNTI
	N/A
	

	L
	PDCCH	Comment by Qualcomm: Agreements:
A DCI following the DCI Format 2_0 structure is used to indicate DU-IA to an IAB node using a new IA-RNTI different from SFI-RNTI.
This DCI contains one or multiple fields (similar to SFI-index fields in DCI Format 2_0), each field value is used as the index in a RRC configured AI (Availability Indicator) AvailabilityCombination table (similar to the SFI SlotFormatCombination table).
Each entry in the AI AvailabilityCombination table indicates the resource availability for a set of consecutive slots.
Each element of each entry in the AI AvailabilityCombination table indicates the resource availability in a slot.
The resource availability can take 8 values:

	AI-RNTI
	N/A
	

	Note 1:	These are received from PCell only.
Note 2:	In some cases UE is only required to monitor the short message within the DCI for P-RNTI.
Note 3:	These are received from PCell or PSCell.
Note 4:	This corresponds to PDCCH-ordered PRACH.



Table 6.2-2: Downlink "Reception Type" combinations
	Supported Combinations 
	Comment

	PCell
	PSCell
	SCell
	

	1. RRC_IDLE

	A + (B and/or C1 and/or D0) + F0
	
	
	Note 1

	2. RRC_INACTIVE

	A + (B and/or C1 and/or D0) + F0
	
	
	Note 1

	3. RRC_CONNECTED

	 A + C0 + (B and/or (D0 or (D1+m*D2))) + E + F0 + n*F1 + G + H + J0 + J1 + J2 + K + L
	A + (D0 or (D1+m*D2)) + E + F0 + n*F1 + G + H + J0 + J1 + J2 + K + L
	D1 + m*D2 + E + n*F1 + G + H 
+ J0 + J1 + J2 + K + L
	Note 2, Note 3, Note 4

	Note 1:	UE is not required to decode more than two PDSCH simultaneously, and decoding prioritization when more than two are received is up to UE implementation.
Note 2:	For PCell, UE is not required to decode SI-RNTI PDSCH simultaneously with C-RNTI PDSCH, unless in FR1.
Note 3:	Supported combinations are subject to UE capabilities for dual connectivity, carrier aggregation, receiving of group TPC commands, pre-emption indication and dynamic SFI monitoring.
Note 4:	The values of m ≥ 0 and n≥ 0 in the supported combinations are subject to the UE capability.
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