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	Reason for change:
	In the current specification, for ReconfigurationWithSync, the presence condition is “The field is mandatory present in case of SpCell change, PSCell addition, SI update for PSCell and AS security key change”. This wording may cause misunderstanding between the NSA UEs and the network. Considering a deployment scenario where NSA and SA coexists within a cell, in this scenario, SI update of such a PSCell may cause by many reason, e.g. ServingCellConfigCommon, the UAC parameters, SI scheduling parameters, or even the other SI. For NSA UE point of view, they only care the change of EN-DC relevant info e.g. ServingCellConfigCommon of the PSCell. They think the network will trigger the  RRCReconfigurationWithSync only when the required SI in ServingCellConfigCommon is updated. But from network perspective, SA specific SI change like UAC parameters will trigger reconfiguration with Sync to the UEs which configured this cell as PSCell, as the specification wording is “The field is mandatory present in case of SpCell change, PSCell addition, SI update for PSCell and AS security key change”, according to the wording, if the PSCell wants to update SI, Reconfiguration with Sync will be triggered.The current specification wording may cause different understanding between the network and UE. So the current specification is not quite clear, some clarification is needed.


	
	

	Summary of change:
	The understanding should be aligned between the NSA UEs and the network, so we change the following two places to make the specification more clear.
1. Change the wording from “For PSCell, SI can only be changed with Reconfiguration with Sync” to “For PSCell, the required SI can only be changed with Reconfiguration with Sync” in 5.2.1
2. Change the wording from “SI update for PSCell” to “update of required SI for PSCell” in 6.3.2
Impact analysis
Impacted architecture options: 
Impacted 5G architecture: EN-DC

Impacted functionality:

ReconfigurationWithSync Configuration
Inter-operability: 

If the Network is implemented according to the CR and the UE is not, there are no inter-operability issues.
If the UE is implemented according to the CR and the Network is not, for a PSCell where NSA and SA coexists, the network will trigger RRC reconfiguration with sync for UE upon any parameters of SI update of the PSCell, even if the UEs don’t care the updated parameters, which will lead in signalling overhead and interruption of the traffic on SCG.


	
	

	Consequences if not approved:
	For PSCell where NSA and SA coexist, upon the SI update, unnessary reconfiguration with sync may be triggered.
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START OF CHANGE
5.2.1
Introduction

System Information (SI) is divided into the MIB and a number of SIBs where:
-
the MIB is always transmitted on the BCH with a periodicity of 80 ms and repetitions made within 80 ms (TS 38.212 [17], clause 7.1) and it includes parameters that are needed to acquire SIB1 from the cell. The first transmission of the MIB is scheduled in subframes as defined in TS 38.213 [13], clause 4.1 and repetitions are scheduled according to the period of SSB;

-
the SIB1 is transmitted on the DL-SCH with a periodicity of 160 ms and variable transmission repetition periodicity within 160 ms as specified in TS 38.213 [13], clause 13. The default transmission repetition periodicity of SIB1 is 20 ms but the actual transmission repetition periodicity is up to network implementation. For SSB and CORESET multiplexing pattern 1, SIB1 repetition transmission period is 20 ms. For SSB and CORESET multiplexing pattern 2/3, SIB1 transmission repetition period is the same as the SSB period (TS 38.213 [13], clause 13). SIB1 includes information regarding the availability and scheduling (e.g. mapping of SIBs to SI message, periodicity, SI-window size) of other SIBs with an indication whether one or more SIBs are only provided on-demand and, in that case, the configuration needed by the UE to perform the SI request. SIB1 is cell-specific SIB;

-
SIBs other than SIB1 are carried in SystemInformation (SI) messages, which are transmitted on the DL-SCH. Only SIBs having the same periodicity can be mapped to the same SI message. Each SI message is transmitted within periodically occurring time domain windows (referred to as SI-windows with same length for all SI messages). Each SI message is associated with an SI-window and the SI-windows of different SI messages do not overlap. That is, within one SI-window only the corresponding SI message is transmitted. An SI message may be transmitted a number of times within the SI-window. Any SIB except SIB1 can be configured to be cell specific or area specific, using an indication in SIB1. The cell specific SIB is applicable only within a cell that provides the SIB while the area specific SIB is applicable within an area referred to as SI area, which consists of one or several cells and is identified by systemInformationAreaID;

-
For a UE in RRC_CONNECTED, the network can provide system information through dedicated signalling using the RRCReconfiguration message, e.g. if the UE has an active BWP with no common search space configured to monitor system information or paging.

-
For PSCell and SCells, the network provides the required SI by dedicated signalling, i.e. within an RRCReconfiguration message. Nevertheless, the UE shall acquire MIB of the PSCell to get SFN timing of the SCG (which may be different from MCG). Upon change of relevant SI for SCell, the network releases and adds the concerned SCell. For PSCell, the required SI can only be changed with Reconfiguration with Sync.

NOTE:
The physical layer imposes a limit to the maximum size a SIB can take. The maximum SIB1 or SI message size is 2976 bits.

----------------------------------------------------------- Next Change------------------------------------------------------------------
–
CellGroupConfig
The CellGroupConfig IE is used to configure a master cell group (MCG) or secondary cell group (SCG). A cell group comprises of one MAC entity, a set of logical channels with associated RLC entities and of a primary cell (SpCell) and one or more secondary cells (SCells).

CellGroupConfig information element

-- ASN1START

-- TAG-CELLGROUPCONFIG-START

-- Configuration of one Cell-Group:

CellGroupConfig ::=                         SEQUENCE {

    cellGroupId                                 CellGroupId,

    rlc-BearerToAddModList                      SEQUENCE (SIZE(1..maxLC-ID)) OF RLC-BearerConfig            OPTIONAL,   -- Need N

    rlc-BearerToReleaseList                     SEQUENCE (SIZE(1..maxLC-ID)) OF LogicalChannelIdentity      OPTIONAL,   -- Need N

    mac-CellGroupConfig                         MAC-CellGroupConfig                                         OPTIONAL,   -- Need M

    physicalCellGroupConfig                     PhysicalCellGroupConfig                                     OPTIONAL,   -- Need M

    spCellConfig                                SpCellConfig                                                OPTIONAL,   -- Need M

    sCellToAddModList                           SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellConfig           OPTIONAL,   -- Need N

    sCellToReleaseList                          SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellIndex            OPTIONAL,   -- Need N

    ...,

    [[

    reportUplinkTxDirectCurrent-v1530           ENUMERATED {true}                                           OPTIONAL    -- Cond BWP-Reconfig

    ]]

}

-- Serving cell specific MAC and PHY parameters for a SpCell:

SpCellConfig ::=                        SEQUENCE {

    servCellIndex                       ServCellIndex                                               OPTIONAL,   -- Cond SCG

    reconfigurationWithSync             ReconfigurationWithSync                                     OPTIONAL,   -- Cond ReconfWithSync

    rlf-TimersAndConstants              SetupRelease { RLF-TimersAndConstants }                     OPTIONAL,   -- Need M

    rlmInSyncOutOfSyncThreshold         ENUMERATED {n1}                                             OPTIONAL,   -- Need S

    spCellConfigDedicated               ServingCellConfig                                           OPTIONAL,   -- Need M

    ...

}

ReconfigurationWithSync ::=         SEQUENCE {

    spCellConfigCommon                  ServingCellConfigCommon                                         OPTIONAL,   -- Need M

    newUE-Identity                      RNTI-Value,

    t304                                ENUMERATED {ms50, ms100, ms150, ms200, ms500, ms1000, ms2000, ms10000},

    rach-ConfigDedicated                CHOICE {

        uplink                              RACH-ConfigDedicated,

        supplementaryUplink                 RACH-ConfigDedicated

    }                                                                                               OPTIONAL,   -- Need N

    ...,

    [[

    smtc                                SSB-MTC                                                     OPTIONAL    -- Need S

    ]]

}

SCellConfig ::=                     SEQUENCE {

    sCellIndex                          SCellIndex,

    sCellConfigCommon                   ServingCellConfigCommon                                     OPTIONAL,   -- Cond SCellAdd

    sCellConfigDedicated                ServingCellConfig                                           OPTIONAL,   -- Cond SCellAddMod

    ...,

    [[

    smtc                                SSB-MTC                                                     OPTIONAL    -- Need S

    ]]

}

-- TAG-CELLGROUPCONFIG-STOP

-- ASN1STOP

	CellGroupConfig field descriptions

	mac-CellGroupConfig
MAC parameters applicable for the entire cell group.

	rlc-BearerToAddModList
Configuration of the MAC Logical Channel, the corresponding RLC entities and association with radio bearers.

	reportUplinkTxDirectCurrent
Enables reporting of uplink Direct Current location information upon BWP configuration and reconfiguration. This field is only present when the BWP configuration is modified or any serving cell is added or removed. This field is not present in the IE CellGroupConfig when provided as part of RRCSetup message.

	rlmInSyncOutOfSyncThreshold

BLER threshold pair index for IS/OOS indication generation, see TS 38.133 [14], Table 8.1.1-1. n1 corresponds to the value 1. When the field is absent, the UE applies the value 0. Whenever this is reconfigured, UE resets N310 and N311, and stops T310, if running. 

	sCellToAddModList
List of seconary serving cells (SCells) to be added or modified.

	sCellToReleaseList
List of secondary serving cells (SCells) to be released.

	spCellConfig

Parameters for the SpCell of this cell group (PCell of MCG or PSCell of SCG). 


	ReconfigurationWithSync field descriptions

	rach-ConfigDedicated

Random access configuration to be used for the reconfiguration with sync (e.g. handover). The UE performs the RA according to these parameters in the firstActiveUplinkBWP (see UplinkConfig).

	smtc

The SSB periodicity/offset/duration configuration of target cell for NR PSCell change and intra-NR handover. The network sets the periodicityAndOffset to indicate the same periodicity as ssb-periodicityServingCell in spCellConfigCommon. For case of intra-NR handover, the smtc is based on the timing reference of source PCell. For case of NR PSCell change, it is based on the timing reference of source PSCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing.


	SCellConfig field descriptions

	smtc
The SSB periodicity/offset/duration configuration of target cell for NR SCell addition. The network sets the periodicityAndOffset to indicate the same periodicity as ssb-periodicityServingCell in sCellConfigCommon. The smtc is based on the timing of the SpCell of associated cell group. In case of inter-RAT handover to NR, the timing reference is the NR PCell. In case of intra-NR PCell change (standalone NR) or NR PSCell change (EN-DC), the timing reference is the target SpCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing.


	SpCellConfig field descriptions

	reconfigurationWithSync
Parameters for the synchronous reconfiguration to the target SpCell.

	rlf-TimersAndConstants
Timers and constants for detecting and triggering cell-level radio link failure. For the SCG, rlf-TimersAndConstants can only be set to setup and is always included at SCG addition.

	servCellIndex
Serving cell ID of a PSCell. The PCell of the Master Cell Group uses ID = 0.


	Conditional Presence
	Explanation

	BWP-Reconfig
	The field is optionally present, Need N, if the BWPs are reconfigured or if serving cells are added or removed in the same message. Otherwise it is absent. 

	ReconfWithSync
	The field is mandatory present in case of SpCell change, PSCell addition, update of required SI for PSCell and AS security key change; otherwise it is optionally present, need M. The field is not present in RRCResume or RRCSetup messages.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present and the UE maintains the configuration.

	SCellAddMod
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need M.

	SCG
	The field is mandatory present in an SpCellConfig for the PSCell. It is absent otherwise. 


END OF CHANGE
