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5.5.5
Measurement reporting

5.5.5.1
General
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Figure 5.5.5.1-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful AS security activation.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServingCell within measResultServingMOList to include, for each NR serving cell that is configured with servingCellMO, RSRP, RSRQ and the available SINR, derived based on the rsType if indicated in the associated reportConfig and if the measObject of the serving cell includes that rsType, otherwise if rsType is not indicated in the associated reportConfig, based on SSB if available and otherwise based on CSI-RS;

1>
set the servCellId within measResultServingMOList to include each NR serving cell that is configured with servingCellMO, if any;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:

2>
for each serving cell configured with servingCellMO, include beam measurement information according to the associated reportConfig as described in 5.5.5.2;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

2>
for each measObjectId referenced in the measIdList which is also referenced with servingCellMO, other than the measObjectId corresponding with the measId that triggered the measurement reporting:
3> if the measObjectNR indicated by the servingCellMO includes the rsType indicated in the reportConfig:
4>
set the measResultBestNeighCell within measResultServingMOList to include the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig  of the non-serving cell corresponding to the concerned measObjectNR with the highest measured RSRP if RSRP measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured SINR;

4>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:

5>
for each best non-serving cell included in the measurement report:

6>
include beam measurement information according to the associated reportConfig as described in 5.5.5.2;

1>
if there is at least one applicable neighbouring cell to report:

2>
if the reportType is set to eventTriggered or periodical:

3>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:

4>
if the reportType is set to eventTriggered:

5>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;

4>
else:

5>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

4>
for each cell that is included in the measResultNeighCells, include the physCellId;

4>
if the reportType is set to eventTriggered or periodical:

5>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

6>
if the measObject associated with this measId concerns NR:

7>
if rsType in the associated reportConfig is set to ssb:

8>
set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;

8>
if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport are configured, include beam measurement information as described in 5.5.5.2;

7>
else if rsType in the associated reportConfig is set to csi-rs:

8>
set resultsCSI-RS-Cell within the measResult to include the CSI-RS based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;

8>
if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport are configured, include beam measurement information as described in 5.5.5.2;

6>
if the measObject associated with this measId concerns E-UTRA:

7>
set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfigInterRAT in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;

2>
else:

3>
if the cell indicated by cellForWhichToReportCGI is an NR cell:

4>
if plmn-IdentityInfoList of the cgi-Info for the concerned cell has been obtained:

5>
include the plmn-IdentityInfoList including plmn-IdentityList, trackingAreaCode (if available), ranac (if available) and cellIdentity for each entry of the plmn-IdentityInfoList;

5>
include frequencyBandList if available;

4>
else if MIB indicates the SIB1 is not broadcast:

5>
include the noSIB1 including the ssb-SubcarrierOffset and pdcch-ConfigSIB1 obtained from MIB of the concerned cell;

3>
if the cell indicated by cellForWhichToReportCGI is an E-UTRA cell:

4>
if all mandatory fields of the cgi-Info-EPC for the concerned cell have been obtained:

5>
include in the cgi-Info-EPC the fields broadcasted in E-UTRA SystemInformationBlockType1 associated to EPC;

4>
if the UE is E-UTRA/5GC capable and all mandatory fields of the cgi-Info-5GC for the concerned cell have been obtained:

5>
include in the cgi-Info-5GC the fields broadcasted in E-UTRA SystemInformationBlockType1 associated to 5GC;

4>
include the freqBandIndicator;

4>
if the cell broadcasts the multiBandInfoList, include the multiBandInfoList;

4>
if the cell broadcasts the freqBandIndicatorPriority, include the freqBandIndicatorPriority;

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

1>
else:

2>
if the reportType is set to periodical:

3>
remove the entry within the VarMeasReportList for this measId;

3>
remove this measId from the measIdList within VarMeasConfig;

1>
if the UE is in EN-DC:

2>
if SRB3 is configured:

3>
submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;

2>
else:

3>
submit the MeasurementReport message via the E-UTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].

1>
else:

2>
submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.
5.5.5.2
Reporting of beam measurement information

For beam measurement information to be included in a measurement report the UE shall:

1>
if reportType is set to eventTriggered:

2>
consider the sorting quantity to be the trigger quantity if available, otherwise RSRP if available, otherwise RSRQ if available, otherwise SINR;
1>
if reportType is set to periodical:

2>
if a single reporting quantity is set to true in reportQuantityRS-Indexes;

3>
consider the configured single quantity as the sorting quantity;

2>
else:

3>
if rsrp is set to true;

4>
consider RSRP as the sorting quantity;

3>
else:

4>
consider RSRQ as the sorting quantity;

1>
set rsIndexResults to include up to maxNrofRS-IndexesToReport SS/PBCH block indexes or CSI-RS indexes in order of decreasing sorting quantity as follows:

2>
if the measurement information to be included is based on SS/PBCH block:

3>
include within resultsSSB-Indexes the index associated to the best beam for that SS/PBCH block sorting quantity and if absThreshSS-BlocksConsolidation is included in the VarMeasConfig for the measObject associated to the cell for which beams are to be reported, the remaining beams whose sorting quantity is above absThreshSS-BlocksConsolidation;

3>
if includeBeamMeasurements is configured, include the SS/PBCH based measurement results for the quantities in reportQuantityRS-Indexes set to true for each SS/PBCH block index;

2>
else if the beam measurement information to be included is based on CSI-RS:

3>
include within resultsCSI-RS-Indexes the index associated to the best beam for that CSI-RS sorting quantity and, if absThreshCSI-RS-Consolidation is included in the VarMeasConfig for the measObject associated to the cell for which beams are to be reported, the remaining beams whose sorting quantity is above absThreshCSI-RS-Consolidation;

3>
if includeBeamMeasurements is configured, include the CSI-RS based measurement results for the quantities in reportQuantityRS-Indexes set to true for each CSI-RS index.
