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	Reason for change:
	1) In 38.331,on the E-UTRA HO to NR premise, it is stated that:

The handover to NR procedure applies when SRBs, possibly in combination with DRBs, are established in another RAT. Handover from E-UTRA to NR applies only after integrity has been activated in E-UTRA.

However, the premise here is in contradictory with the initiation description of mobility from E-UTRA in 36.331, which states that:

E-UTRAN initiates the mobility from E-UTRA procedure to a UE in RRC_CONNECTED, possibly in response to a MeasurementReport message or in response to reception of CS fallback indication for the UE from MME, by sending a MobilityFromEUTRACommand message. E-UTRAN applies the procedure as follows:
-	the procedure is initiated only when AS-security has been activated, and SRB2 with at least one DRB are setup and not suspended;

It is clear that the premise of E-UTRA HO to NR in 38.331 is less than the description in 36.331, which would lead to an inter-protocol conflict. As one example, when RRC: SecurityModeCommand is sent out, the integrity is activated in E-UTRA, but at this time E-UTRA will not initiate HO to NR, as neither SRB2 nor DRB is setup.

	
	

	Summary of change:
	1) Replace the 38.331 premises of E-UTRA HO to NR with 36.331 descriptions.
  
Impact analysis
Impacted 5G architecture options: 
SA
  
Impacted functionality: 
HO to NR

Inter-operability:
1) This CR concerns only about gNB.
2) If the NW is implemented according to this CR, no impact on UE is forseen.

	
	

	Consequences if not approved:
	1) There is an inter-protocol conflict between 38.331 and 36.331 on the premises of E-UTRA HO to NR.
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Figure 5.4.2.1-1: Handover to NR, successful
The purpose of this procedure is to, under the control of the network, transfer a connection between the UE and another Radio Access Network (e.g. E-UTRAN) to NR.
The handover to NR procedure applies when SRBs, possibly in combination with DRBs, are established in another RAT. Handover from E-UTRA to NR applies only after integrity has been activated in E-UTRA. when AS-security has been activated, and SRB2 with at least one DRB are setup and not suspended in E-UTRA.
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