3GPP TSG RAN WG2 Meeting #107bis
                                        R2-1912839
Chongqing, China, Oct 14th – 18th,2019
Title:
[Draft] LS for DAPS Handover UE capabilities 
Release:
Release 16
Work Item:
LTE_feMob-core    
Source:
Qualcomm Inc [To be RAN2]
To:
RAN4, RAN1 
Contact person:
Prasad Kadiri 

pkadiri HYPERLINK "mailto:" @qti.qualcomm.com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org
Attachments:
none
1
Overall description
In order to reduce handover interruption time close to 0ms, UE is required to support simultaneous transmission and reception of data with both source and target eNBs during handover execution period. RAN2 agreed to adopt DAPS (Dual Active Protocol Stack) based handover enhancements for all deployment scenarios. In order to maintain simultaneous connectivity with both source and target eNBs during DAPS handover, RAN2 understands that UE baseband and RF resources need to be shared between both eNBs. During DAPS handover, it may be possible for UE to have simultaneous Source PCell + SCell(s) and Target PCell + SCell(s). Any configured SCell(s) remains in deactivated state during DAPS handover execution period. 
Thus, RAN2 kindly requests RAN1 and RAN4 to provide a list of UE capabilities to be specified for DAPS based LTE handover especially those related to baseband/RF resource sharing between source and target eNBs.

2
Actions
To: 3GPP RAN1, RAN4 
ACTION: RAN2 respectfully asks RAN1 and RAN4 to provide a list of UE capabilities to be specified for DAPS based LTE handover, especially those related to baseband/RF resource sharing between source and target eNBs.
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Dates of next TSG RAN WG2 meetings
TSG RAN WG2 Meeting #108
18 – 22 Nov 2019, Reno, USA

TSG RAN WG2 Meeting #109
24 – 28 Feb 2020, Athens, Greece

