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/*start of change*/
[bookmark: _Toc12697855]4.3.11	Neighbour cell SI acquisition parameters
[bookmark: _Toc12697856]4.3.11.1	intraFreqSI-AcquisitionForHO
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring intra-frequency cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in TS 36.331 [5].
[bookmark: _Toc12697857]4.3.11.2	interFreqSI-AcquisitionForHO
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring inter-frequency cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in TS 36.331 [5].
[bookmark: _Toc12697858]4.3.11.3	utran-SI-AcquisitionForHO
This parameter defines whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition of relevant information from a neighbouring UMTS cell by reading the SI of the neighbouring cell using autonomous gaps and reporting the acquired information to the network as specified in TS 36.331 [5].
[bookmark: _Toc12697859]4.3.11.4	reportCGI-NR-EN-DC-r15
This parameter defines whether the UE supports acquisition of relevant information from a neighbouring NR cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 36.331 [5] when the EN-DC is configured.
[bookmark: _Toc12697860]4.3.11.5	reportCGI-NR-NoEN-DC-r15
This parameter defines whether the UE supports acquisition of relevant information from a neighbouring NR cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 36.331 [5] when the EN-DC is not configured.
[bookmark: _Toc12697861][bookmark: _Hlk2327228]4.3.11.6	eutra-CGI-Reporting-ENDC
This parameter defines whether the UE supports acquisition of relevant information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 36.331 [5] when the (NG)EN-DC is configured wherein either MN and SN have different DRX cycles, or on-duration configured by MN does not contain on-duration configured by SN if their DRX cycles are same..
[bookmark: _Toc12697862]4.3.11.7	utra-geran-CGI-Reporting-ENDC
This parameter defines whether the UE supports acquisition of relevant information from a neighbouring GERAN/UTRA cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 36.331 [5] when the (NG)EN-DC is configured wherein either MN and SN have different DRX cycles, or on-duration configured by MN does not contain on-duration configured by SN if their DRX cycles are same..
4.3.11.8	reportCGI-FR2-NR-EN-DC-r15
This parameter defines whether the UE supports acquisition of relevant information from a neighbouring FR2 NR cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 36.331 [5] when the EN-DC is configured. This parameter overrides the UE support for FR2 NR neighbour cell related SI reading and reporting as indicated in reportCGI-NR-EN-DC-r15.
4.3.11.9	reportCGI-FR2-NR-NoEN-DC-r15
This parameter defines whether the UE supports acquisition of relevant information from a neighbouring FR2 NR cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 36.331 [5] when the EN-DC is not configured. This parameter overrides the UE support for FR2 NR neighbour cell related SI reading and reporting as indicated in reportCGI-NR-NoEN-DC-r15.
/*end of change*/

3GPP
