[bookmark: _Hlk512852793][bookmark: _GoBack]3GPP TSG-RAN WG2 #107bis	Tdoc R2-1913506
Chongqing, China, 14 – 18 Oct 2019	Revision of R2-1910783
Agenda Item:	6.2.2.7
Source:	Ericsson
Title:	RAN2 impact of supporting wideband operation 
Document for:	Discussion, Decision
Introduction
For NR-U WI, there are on-going discussions on the support of sub-band specific functions held in RAN1. They are highlighted as below
1. Sub-band specific PRACH resources
As captured in the TR [1], it has been suggested to study frequency-domain enhancement for potential RACH enhancement, e.g. multiple PRACH resources across multiple LBT sub-bands/carriers for both contention-free and contention-based RA.  By allowing a UE to be configured with PRACH resources per sub-band, the UE can perform parallel LBT operations on different sub-bands and select one sub-band with successful LBT operation for a RA procedure.
2. PUSCH/PDSCH across sub-bands or per sub-band for wideband operation
In RAN1#96bis, below agreements have been made concerning remaining options for PUSCH wideband operation
 Agreement:
For UL transmissions in a serving cell with carrier bandwidth greater than LBT bandwidth, for the case where UE performs CCA before UL transmission, support at least Alt. 1 among the following alternatives
· Alt. 1: UE transmits the PUSCH only if CCA is successful at UE in all LBT bandwidths of the scheduled PUSCH.
· Alt. 2: UE transmits the PUSCH in all or a subset of LBT bandwidths of the scheduled PUSCH for which CCA is successful at the UE. 
· Decision on whether this alternative is supported will depend on feedback from RAN4
· FFS on restrictions to the subset of LBT bandwidths, e.g., only contiguous LBT bandwidths allowed, based on feedback from RAN4
· Necessity of guard bands within the scheduled PUSCH should be determined by RAN4
· FFS: Whether this applies also to configured grant PUSCH
· FFS: Whether this applies also to PUCCH
Especially for Alt. 2, there are two scenarios identified for using part of a wide carrier upon LBT outcome per sub-band. 
Scenario A: PUSCH/PDSCH across sub-bands, meaning that the UE receives a single scheduling assignment/grant for data reception or transmission. Therefore, the UE/gNB builds a corresponding TB across the sub-bands.
Scenario B: individual PUSCH/PDSCH per sub-band, meaning that the UE receives a scheduling assignment/grant per sub-band, therefore, the UE/gNB builds a corresponding TB per sub-band.
For both scenarios, there are some RAN2 impacts expected.
Although the eventual decisions are left to RAN1, it may be beneficial for RAN2 to provide views on potential RAN2 impacts by supporting these functions and to assist RAN1 to make decisions based on RAN2 work.
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Sub-band specific PRACH resource
In the NR Rel-15, the time domain locations for RA preambles are configured by the parameter prach-ConfigurationIndex while the frequency domain locations for RA preambles are configured by the parameter msg1-FrequencyStart and the parameter msg1-FDM. The three parameters are carried by the RRC IE RACH-ConfigGeneric, which is further carried by the IE RACH-ConfigCommon in the IE BWP-UplinkCommon. In this way, the PRACH resources are configure per BWP.
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For introduction of the sub-band specific PRACH configuration, at least the three parameters prach-ConfigurationIndex, msg1-FrequencyStart and msg1-FDM may need to be signalled per sub-band. From the RRC work point of view, similar work performed for the BWP concept in Rel-15 need to be repeated for sub-band, which would add substantial standardization efforts for both RAN2 and RAN1 which would make it to be challenging to complete Rel-16 NR-U work on time.
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In NR Rel-15, the RACH functionalities are maintained by the MAC layer, which include 
1) RA procedure initialization 
2) RA resource selection
3) RA preamble transmission
4) RA response reception
5) RA contention resolution
6) Completion of RA procedure
The introduction of the sub-band specific PRACH configuration means that each sub-band with configured RA resources may need to be visible at the MAC layer if the sub-band specific RACH functionalities such as the RA resource selection per sub-band are modelled at the MAC layer for as in the legacy spec. One may Substantial work efforts would be incurred for the MAC layer. The index of sub-band or PRACH configuration associated to a sub-band need to be referred in all RA procedure. It would be even more complex if allowing the UE to change sub-band while a RA procedure is running.
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With sub-band PRACH configuration, a UE may select any sub-band after a successfully LBT operation to transmit a PRACH preamble. Upon reception of the preamble, the gNB may reply with a RAR message on a different sub-band from the one on which the preamble was received depending on the LBT outcome. The UE may not be aware of the sub-band on which the gNB may transmit the RAR message in advance.  In this case, the UE may have to monitor all sub-bands in the current active BWP for possible RAR reception. This would increase the UE power consumption due to more active PDCCH monitoring activities. 
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Furthermore, the plenary give guidance [2] that this is an optimization:
· Msg1 enhancements with more opportunities in freq domain (over multiple LBT subbands) and time domain
Based on above observations, to avoid substantial spec efforts in RRC and MAC and to not repeat the same work for sub-band as that performed for BWP in NR Rel-15, we propose:
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PUSCH/PDSCH across sub-bands or per sub-band for wideband operation
For both scenario A and B, described in the introduction, there are some RAN2 impacts expected.
For Alt. 1, least RAN2 impacts are foreseen since the UE MAC performs data transmission or reception only in case the full carrier LBT operation has succeeded. In case the transmission is subject to LBT failures, the transmitter (either a UE or a gNB) can immediately trigger upper layer retransmissions before a HARQ retransmission is triggered upon expiration of the timer. In this way, the latency caused by the loss of the transmission opportunities can be reduced. Such action doesn’t require spec changes, and wideband operation can be supported by using carrier aggregation.
For Alt. 2, in Scenario A, the UE or the gNB must do a puncturing or a rate-matching of the coded bits to fit with the remaining bandwidth. This would not only bring additional processing complexity but also increase the probability of transmission failures and thus retransmissions that delay the correct reception. This may negatively affect the quality of corresponding services.
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For Alt. 2, in Scenario B, the UE will receive scheduling assignment/grant per sub-band, meaning that an additional index of the sub-band needs to be added to the DCI signaling. In addition, each sub-band need to be visible at upper layers including RRC and MAC.  All MAC procedures, such as HARQ, may be performed per sub-band instead of once per transmission. 
This will add substantial efforts for both RAN1 and RAN2, to standardize functionalities that are similar as CA and BWP. This will make it challenging for the NR-U WI to complete on time. In one example, the UE may measure CO per sub-band, based on the measurement, the UE MAC can map a logical channel with high priority to a sub-band with low channel occupancy, while mapping other low priority logical channels to a sub-band with medium and high channel occupancy. In this case, the logical channel prioritization procedure would require indices of sub-bands to be considered in the procedure.
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The wideband operation has been discussed in the RAN meeting #84. Based on the outcome [2], RAN1 and RAN4 shall prioritize Alt. 1 for Rel-16. Whether Alt. 2 is also supported is categorized as one of optimizations. 
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To avoid adding substantial efforts for both RAN1 and RAN2 to standardize similar functionalities as CA and BWP, we suggest that NR-U do not support Alt. 2 for wideband operation in Rel-16.
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Conclusion
In section 2 we made the following observations:
Observation 1	In NR Rel-15, the time locations for RA preambles are configured by the parameter prach-ConfigurationIndex.
Observation 2	In NR Rel-15, the frequency locations for RA preambles are configured by the parameter msg1-FrequencyStart and the parameter msg1-FDM.
Observation 3	In NR Rel-15, PRACH resources are configured per BWP.
Observation 4	In order to support sub-band specific PRACH configuration, similar RRC work performed for the BWP concept in Rel-15 need to be repeated for sub-bands, which brings substantial standardization efforts for both RAN1 and RAN2.
Observation 5	To support sub-band specific PRACH configuration, each sub-band may need to be visible at the MAC layer, which incurs substantial efforts for the MAC layer to be updated accordingly.
Observation 6	The UE may have to monitor all sub-bands for possible RAR reception, which increases the UE power consumption.
Observation 7	With Alt. 2, in case a puncturing or rate matching of the coded bits, the probability of transmission failure increases which will negatively affect the quality of services.
Observation 8	With Alt. 2, in case NR-U supports individual PUSCH/PDSCH per sub-band, each sub-band needs to be visible at upper layers including RRC and MAC since all MAC procedures may be performed per sub-band. This will add substantial efforts for both RAN1 and RAN2 to standardize functionalities that are similar to CA and BWP.
Observation 9	Based on the RAN#84 outcome, Alt. 1 should be prioritized for wideband operation in Rel-16.

[bookmark: _Hlk3819698]Based on the discussion in section 2 we propose the following:
Proposal 1	NR-U do not support sub-band specific PRACH configuration in Rel 16.
Proposal 2	NR-U do not support UEs to transmit the PUSCH in a subset of LBT bandwidths of the scheduled PUSCH for which CCA is successful at the UE (Alt. 2) in Rel-16.
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