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1. Overall Description:

RAN2 would like to thank RAN1 for the LS on SFTD measurement, and would like to provide the following answers:

Q1: For UEs configured with EN-DC, NE-DC and NR-DC, is the target cell of a SFTD measurement an intra-frequency or inter-frequency cell?
RAN2: For UEs configured with (NG)EN-DC or NE-DC, SFTD between PCell and PSCell is inter-RAT measurement. For UEs configured NR-DC, SFTD between PCell and PSCell is intra-frequency measurement.
Q2: For UEs configured with NR PCell but no LTE/NR PSCell, is the target NR cell of a SFTD measurement an intra-frequency or inter-frequency NR cell?
RAN2: For NR SA, SFTD between PCell and inter-frequency NR neighbour cell is supported, FFS whether to also support intra-frequency case.
Q3: For UEs configured with LTE PCell but no NR PSCell, is the target NR cell of a SFTD measurement an inter-RAT or inter-frequency NR cell?
RAN2: For UEs supporting (NG)EN-DC and not yet configured with (NG)EN-DC, SFTD between PCell and NR neighbour cell is inter-RAT measurement.
Q4: Is there any definition in RAN2 or RAN4 specification that could be a reference in SFTD definition?
RAN2: There is no specific definition for SFTD in RAN2 specification. When RAN2 mentions SFTD, TS 38.215 is often referenced.
2. Actions:

To RAN4:
RAN2 respectfully requests RAN1 and RAN4 to take the above information into account.
3. Date of Next RAN2 Meetings:
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