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[bookmark: _Toc37126928]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
AM DRB: a data radio bearer which utilizes RLC AM.
DAPS bearer: a bearer whose radio protocols are located in both the source gNB and the target gNB during DAPS handover to use both source gNB and target gNB resources.
Non-split bearer: a bearer whose radio protocols are located in either the MgNB or the SgNB to use MgNB or SgNB resource, respectively.
NR sidelink communication: AS functionality enabling at least V2X communication as defined in TS 23.287 [13], between two or more nearby UEs, using NR technology but not traversing any network node.
PDCP data volume: the amount of data available for transmission in a PDCP entity.
Split bearer: in dual connectivity, a bearer whose radio protocols are located in both the MgNB and the SgNB to use both MgNB and SgNB resources.
Split secondary RLC entity: in dual connectivity, the RLC entity other than the primary RLC entity which is responsible for split bearer operation. If the PDCP entity is associated with two RLC entities, the split secondary RLC entity is the RLC entity other than the primary RLC entity. If the PDCP entity is associated with more than two RLC entities, the split secondary RLC entity is configured by upper layers.
UM DRB: a data radio bearer which utilizes RLC UM.



[bookmark: _Toc12616335][bookmark: _Toc37126947]5.2.1	Transmit operation
At reception of a PDCP SDU from upper layers, the transmitting PDCP entity shall:
-	start the discardTimer associated with this PDCP SDU (if configured).
For a PDCP SDU received from upper layers, the transmitting PDCP entity shall:
-	associate the COUNT value corresponding to TX_NEXT to this PDCP SDU;
NOTE 1:	Associating more than half of the PDCP SN space of contiguous PDCP SDUs with PDCP SNs, when e.g., the PDCP SDUs are discarded or transmitted without acknowledgement, may cause HFN desynchronization problem. How to prevent HFN desynchronization problem is left up to UE implementation.
-	perform header compression of the PDCP SDU using ROHC as specified in the clause 5.7.4 and/or using EHC as specified in the clause 5.12.4;
-	perform integrity protection, and ciphering using the TX_NEXT as specified in the clause 5.9 and 5.8, respectively;
-	set the PDCP SN of the PDCP Data PDU to TX_NEXT modulo 2[pdcp-SN-SizeUL];
-	increment TX_NEXT by one;
-	submit the resulting PDCP Data PDU to lower layer as specified below.
When submitting a PDCP PDU to lower layer, the transmitting PDCP entity shall:
-	if the transmitting PDCP entity is associated with one RLC entity:
-	submit the PDCP PDU to the associated RLC entity;
-	else, if the transmitting PDCP entity is associated with at least two RLC entities:
-	if the PDCP duplication is activated for the RB:
-	if the PDCP PDU is a PDCP Data PDU:
-	duplicate the PDCP Data PDU and submit the PDCP Data PDU to the associated RLC entities activated for PDCP duplication;
-	else:
-	submit the PDCP Control PDU to the primary RLC entity;
-	else (i.e. the PDCP duplication is deactivated for the RB):
-	if the split secondary RLC entity is configured; and
-	if the transmitting PDCP entity is not associated with a DAPS bearer; and 
-	if the total amount of PDCP data volume and RLC data volume pending for initial transmission (as specified in TS 38.322 [5]) in the primary RLC entity and the split secondary RLC entity is equal to or larger than ul-DataSplitThreshold:
-	submit the PDCP PDU to either the primary RLC entity or the split secondary RLC entity;
-	else, if the transmitting PDCP entity is associated with the DAPS bearer:
-	if the uplink data switching has not been requested:
-	submit the PDCP PDU to the RLC entity associated with the source cell;
-	else:
-	if the PDCP PDU is a PDCP Data PDU:
-	submit the PDCP Data PDU to the RLC entity associated with the target cell;
-	else:
-	if the PDCP Control PDU is associated with source cell:
-	submit the PDCP Control PDU to the RLC entity associated with the source cell;
-	else:
-	submit the PDCP Control PDU to the RLC entity associated with the target cell;
-	else:
-	submit the PDCP PDU to the primary RLC entity.
NOTE 2:	If the transmitting PDCP entity is associated with two RLC entities, the UE should minimize the amount of PDCP PDUs submitted to lower layers before receiving request from lower layers and minimize the PDCP SN gap between PDCP PDUs submitted to two associated RLC entities to minimize PDCP reordering delay in the receiving PDCP entity.


[bookmark: _Toc12616345][bookmark: _Toc37126959]5.6	Data volume calculation
For the purpose of MAC buffer status reporting, the transmitting PDCP entity shall consider the following as PDCP data volume:
-	the PDCP SDUs for which no PDCP Data PDUs have been constructed;
-	the PDCP Data PDUs that have not been submitted to lower layers;
-	the PDCP Control PDUs;
-	for AM DRBs, the PDCP SDUs to be retransmitted according to clause 5.1.2;
-	for AM DRBs, the PDCP Data PDUs to be retransmitted according to clause 5.5.
If the transmitting PDCP entity is associated with at least two RLC entities, when indicating the PDCP data volume to a MAC entity for BSR triggering and Buffer Size calculation (as specified in TS 38.321 [4] and TS 36.321 [12]), the transmitting PDCP entity shall:
-	if the PDCP duplication is activated for the RB:
-	indicate the PDCP data volume to the MAC entity associated with the primary RLC entity;
-	indicate the PDCP data volume excluding the PDCP Control PDU to the MAC entity associated with the RLC entity other than the primary RLC entity activated for PDCP duplication;
-	indicate the PDCP data volume as 0 to the MAC entity associated with RLC entity deactivated for PDCP duplication;
-	else (i.e. the PDCP duplication is deactivated for the RB):
-	if the split secondary RLC entity is configured; and
-	if the transmitting PDCP entity is not associated with a DAPS bearer; and 
-	if the total amount of PDCP data volume and RLC data volume pending for initial transmission (as specified in TS 38.322 [5]) in the primary RLC entity and the split secondary RLC entity is equal to or larger than ul-DataSplitThreshold:
-	indicate the PDCP data volume to both the MAC entity associated with the primary RLC entity and the MAC entity associated with the split secondary RLC entity;
-	indicate the PDCP data volume as 0 to the MAC entity associated with RLC entity other than the primary RLC entity and the split secondary RLC entity;
-	else, if the transmitting PDCP entity is associated with the DAPS bearer:
-	if the uplink data switching has not been requested:
-	indicate the PDCP data volume to the MAC entity associated with the source cell;
-	else:
-	indicate the PDCP data volume excluding the PDCP Control PDU for interspersed ROHC feedback associated with the source cell to the MAC entity associated with the target cell;
-	indicate the PDCP data volume of PDCP Control PDU for interspersed ROHC feedback associated with the source cell to the MAC entity associated with the source cell;
-	else:
-	indicate the PDCP data volume to the MAC entity associated with the primary RLC entity;
-	indicate the PDCP data volume as 0 to the MAC entity associated with the RLC entity other than the primary RLC entity.


[bookmark: _Toc12616359][bookmark: _Toc37126973]5.11.1	Activation/Deactivation of PDCP duplication
For the PDCP entity configured with pdcp-Duplication, the transmitting PDCP entity shall:
-	for SRBs:
-	activate the PDCP duplication;
-	for DRBs:
-	if the activation of PDCP duplication is indicated for the DRB:
-	activate the PDCP duplication for the DRB;
-	if the activation of PDCP duplication is indicated for at least one associated RLC entities:
-	activate the PDCP duplication for the indicated associated RLC entities;
-	activate the PDCP duplication for the DRB;
-	if the deactivation of PDCP duplication is indicated for the DRB:
-	deactivate the PDCP duplication for the DRB;
-	if the deactivation of PDCP duplication is indicated for at least one associated RLC entities:
-	deactivate the PDCP duplication for the indicated associated RLC entities;
-	if all associated RLC entities other than the primary RLC entity are deactivated for PDCP duplication:
-	deactivate the PDCP duplication for the DRB.
Editor's Note: The text needs to be updated after the roles of Rel-15 Duplication MAC CE and Rel-16 Duplication MAC CE are decided.
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