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[bookmark: _Toc20425789][bookmark: _Toc29321185][bookmark: _Toc36756789][bookmark: _Toc36836330][bookmark: _Toc36843307][bookmark: _Toc37067596]5.5.1	Introduction
The network may configure an RRC_CONNECTED UE to perform measurements. The network may configure the UE to report them in accordance with the measurement configuration or perform conditional configuration evaluation in accordance with the conditional configuration. The measurement configuration is provided by means of dedicated signalling i.e. using the RRCReconfiguration or RRCResume.
The network may configure the UE to perform the following types of measurements:
-	NR measurements;
-	Inter-RAT measurements of E-UTRA frequencies.
-	Inter-RAT measurements of UTRA-FDD frequencies.
The network may configure the UE to report the following measurement information based on SS/PBCH block(s):
-	Measurement results per SS/PBCH block;
-	Measurement results per cell based on SS/PBCH block(s);
-	SS/PBCH block(s) indexes.
The network may configure the UE to report the following measurement information based on CSI-RS resources:
-	Measurement results per CSI-RS resource;
-	Measurement results per cell based on CSI-RS resource(s);
-	CSI-RS resource measurement identifiers.
The network may configure the UE to perform the following types of measurements for sidelink:
-	CBR measurements.
The network may configure the UE to report the following CLI measurement information based on SRS resources:
-	Measurement results per SRS resource;
-	SRS resource(s) indexes.
The network may configure the UE to report the following CLI measurement information based on CLI-RSSI resources:
-	Measurement results per CLI-RSSI resource;
-	CLI-RSSI resource(s) indexes.
The measurement configuration includes the following parameters:
1.	Measurement objects: A list of objects on which the UE shall perform the measurements.
-	For intra-frequency and inter-frequency measurements a measurement object indicates the frequency/time location and subcarrier spacing of reference signals to be measured. Associated with this measurement object, the network may configure a list of cell specific offsets, a list of 'blacklisted' cells and a list of 'whitelisted' cells. Blacklisted cells are not applicable in event evaluation or measurement reporting. Whitelisted cells are the only ones applicable in event evaluation or measurement reporting.
-	The measObjectId of the MO which corresponds to each serving cell is indicated by servingCellMO within the serving cell configuration.
-	For inter-RAT E-UTRA measurements a measurement object is a single E-UTRA carrier frequency. Associated with this E-UTRA carrier frequency, the network can configure a list of cell specific offsets, a list of 'blacklisted' cells and a list of 'whitelisted' cells. Blacklisted cells are not applicable in event evaluation or measurement reporting. Whitelisted cells are the only ones applicable in event evaluation or measurement reporting.
-	For inter-RAT UTRA-FDD measurements a measurement object is a set of cells on a single UTRA-FDD carrier frequency.
-	For CBR measurement of NR sidelink communication, a measurement object is a set of transmission resource pool(s) on a single carrier frequency for NR sidelink communication.
-	For CBR measurement of V2X sidelink communication, a measurement object is a set of transmission resource pool(s) on a carrier frequency for V2X sidelink communication.
-	For CLI measurements a measurement object indicates the frequency/time location of SRS resources and/or CLI-RSSI resources, and subcarrier spacing of SRS resources to be measured.
2.	Reporting configurations: A list of reporting configurations where there can be one or multiple reporting configurations per measurement object. Each measurement reporting configuration consists of the following:
-	Reporting criterion: The criterion that triggers the UE to send a measurement report. This can either be periodical or a single event description.
-	RS type: The RS that the UE uses for beam and cell measurement results (SS/PBCH block or CSI-RS).
-	Reporting format: The quantities per cell and per beam that the UE includes in the measurement report (e.g. RSRP) and other associated information such as the maximum number of cells and the maximum number beams per cell to report.
In case of conditional configuration triggering configuration, each configuration consists of the following:
-	Execution criteria: The criteria that triggers the UE to perform conditional configuration execution.
-	RS type: The RS that the UE uses for beam and cell measurement results (SS/PBCH block or CSI-RS) for conditional configuration execution condition.
3.	Measurement identities: For measurement reporting, a list of measurement identities where each measurement identity links one measurement object with one reporting configuration. By configuring multiple measurement identities, it is possible to link more than one measurement object to the same reporting configuration, as well as to link more than one reporting configuration to the same measurement object. The measurement identity is also included in the measurement report that triggered the reporting, serving as a reference to the network. For conditional configuration triggering, one measurement identity links to exactly one conditional configuration trigger configuration. And up to 2 measurement identities can be linked to one conditional configuration execution condition.
4.	Quantity configurations: The quantity configuration defines the measurement filtering configuration used for all event evaluation and related reporting, and for periodical reporting of that measurement. For NR measurements, the network may configure up to 2 quantity configurations with a reference in the NR measurement object to the configuration that is to be used. In each configuration, different filter coefficients can be configured for different measurement quantities, for different RS types, and for measurements per cell and per beam.
5.	Measurement gaps: Periods that the UE may use to perform measurements.
A UE in RRC_CONNECTED maintains a measurement object list, a reporting configuration list, and a measurement identities list according to signalling and procedures in this specification. The measurement object list possibly includes NR measurement object(s) , CLI measurement object(s) and inter-RAT objects. Similarly, the reporting configuration list includes NR and inter-RAT reporting configurations. Any measurement object can be linked to any reporting configuration of the same RAT type. Some reporting configurations may not be linked to a measurement object. Likewise, some measurement objects may not be linked to a reporting configuration.
The measurement procedures distinguish the following types of cells:
1.	The NR serving cell(s) – these are the SpCell and one or more SCells.
2.	Listed cells – these are cells listed within the measurement object(s).
3.	Detected cells – these are cells that are not listed within the measurement object(s) but are detected by the UE on the SSB frequency(ies) and subcarrier spacing(s) indicated by the measurement object(s).
For NR measurement object(s), the UE measures and reports on the serving cell(s), listed cells and/or detected cells. For inter-RAT measurements object(s) of E-UTRA, the UE measures and reports on listed cells and detected cells and, for RSSI and channel occupancy measurements, the UE measures and reports on any reception on the indicated frequency. For inter-RAT measurements object(s) of UTRA-FDD, the UE measures and reports on listed cells. For CLI measurement object(s), the UE measures and reports on configured CLI measurement resources (i.e. SRS resources and/or CLI-RSSI resources).
Whenever the procedural specification, other than contained in sub-clause 5.5.2, refers to a field it concerns a field included in the VarMeasConfig unless explicitly stated otherwise i.e. only the measurement configuration procedure covers the direct UE action related to the received measConfig.
In NR-DC, the UE may receive two independent measConfig:
-	a measConfig, associated with MCG, that is included in the RRCReconfiguration message received via SRB1; and
-	a measConfig, associated with SCG, that is included in the RRCReconfiguration message received via SRB3, or, alternatively, included within a RRCReconfiguration message embedded in a RRCReconfiguration message received via SRB1.
The configurations related to CBR measurments are only included in the measConfig associated with MCG.
In this case, the UE maintains two independent VarMeasConfig and VarMeasReportList, one associated with each measConfig, and independently performs all the procedures in clause 5.5 for each measConfig and the associated VarMeasConfig and VarMeasReportList, unless explicitly stated otherwise.
	Unchanged parts are omitted



[bookmark: _Toc20425803][bookmark: _Toc29321199][bookmark: _Toc36756804][bookmark: _Toc36836345][bookmark: _Toc36843322][bookmark: _Toc37067611]5.5.3.1	General
[bookmark: _Hlk2926019]An RRC_CONNECTED UE shall derive cell measurement results by measuring one or multiple beams associated per cell as configured by the network, as described in 5.5.3.3. For all cell measurement results and CLI measurement results in RRC_CONNECTED, except for RSSI, the UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria, measurement reporting or the criteria to trigger conditional configuration execution. For cell measurements, the network can configure RSRP, RSRQ, SINR, RSCP or EcN0 as trigger quantity. For CLI measurements, the network can configure SRS-RSRP or CLI-RSSI as trigger quantity. For cell and beam measurements, reporting quantities can be any combination of quantities (i.e. only RSRP; only RSRQ; only SINR; RSRP and RSRQ; RSRP and SINR; RSRQ and SINR; RSRP, RSRQ and SINR; only RSCP; only EcN0; RSCP and EcN0), irrespective of the trigger quantity, and for CLI measurements, reporting quantities can be only either SRS-RSRP or only CLI-RSSI. For conditional configuration execution triggering quantities, the network can configure up to 2 quantities. The UE does not apply the layer 3 filtering as specified in 5.5.3.2 to derive the CBR measurements.
The network may also configure the UE to report measurement information per beam (which can either be measurement results per beam with respective beam identifier(s) or only beam identifier(s)), derived as described in 5.5.3.3a. If beam measurement information is configured to be included in measurement reports, the UE applies the layer 3 beam filtering as specified in 5.5.3.2. On the other hand, the exact L1 filtering of beam measurements used to derive cell measurement results is implementation dependent.
	Unchanged parts are omitted
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[bookmark: _Toc20425929][bookmark: _Toc29321325][bookmark: _Toc36757160][bookmark: _Toc36836701][bookmark: _Toc36843678][bookmark: _Toc37067967]6.3.2	Radio resource control information elements 
	Unchanged parts are omitted


–	MeasObjectCLI
The IE MeasObjectCLI specifies information applicable for SRS-RSRP measurements and/or CLI-RSSI measurements.
MeasObjectCLI information element
-- ASN1START
-- TAG-MEASOBJECTCLI-START

MeasObjectCLI-r16 ::=                  SEQUENCE {
     cli-ResourceConfig-r16               CLI-ResourceConfig-r16,
    ...
}

CLI-ResourceConfig-r16 ::=          SEQUENCE {
    srs-ResourceConfig-r16              SetupRelease { SRS-ResourceListConfigCLI-r16 }                 OPTIONAL,   -- Need M
    rssi-ResourceConfig-r16             SetupRelease { RSSI-ResourceListConfigCLI-r16 }                OPTIONAL    -- Need M
}

SRS-ResourceListConfigCLI-r16 ::=   SEQUENCE (SIZE (1.. maxNrofSRS-Resources-r16)) OF SRS-ResourceConfigCLI-r16

RSSI-ResourceListConfigCLI-r16 ::=  SEQUENCE (SIZE (1.. maxNrofCLI-RSSI-Resources-r16)) OF RSSI-ResourceConfigCLI-r16

SRS-ResourceConfigCLI-r16 ::=       SEQUENCE {
    srs-Resource-r16                    SRS-Resource,
    srs-SCS-r16                         SubcarrierSpacing,
    refServCellIndex-r16                ServCellIndex,
    refBWP-r16                          BWP-id,
    ...
}

RSSI-ResourceConfigCLI-r16 ::=      SEQUENCE {
    rssi-ResourceId-r16                 RSSI-ResourceId-r16,
    rssi-SCS-r16                        SubcarrierSpacing,
    startPRB-r16                        INTEGER (0..2169),
    nrofPRBs-r16                        INTEGER (4..maxNrofPhysicalResourceBlocksPlus1),
    startPosition-r16                   INTEGER (0..13),
    nrofSymbols-r16                     INTEGER (1..14),
    rssi-PeriodicityAndOffset-r16       RSSI-PeriodicityAndOffset-r16,
    refServCellIndex-r16                ServCellIndex,
    ...
}

RSSI-ResourceId-r16 ::=             INTEGER (0.. maxNrofCLI-RSSI-Resources-r16-1)

RSSI-PeriodicityAndOffset-r16 ::=   CHOICE {
    sl10                                INTEGER(0..9),
    sl20                                INTEGER(0..19),
    sl40                                INTEGER(0..39),
    sl80                                INTEGER(0..79),
    sl160                               INTEGER(0..159),
    sl320                               INTEGER(0..319),
    s1640                               INTEGER(0..639),
    ...
}

-- TAG-MEASOBJECTCLI-STOP
-- ASN1STOP

	CLI-ResourceConfig field descriptions	Comment by QC (Umesh)-v1: We wonder whether the following from answer from RAN1 LS could be clarified in these fields or better to capture in stage 2: “SRS measurement configuration is based on the frequency grid of victim UE’s serving cell.”	Comment by ZTE-LiuJing: We think this is not needed. The UE who receives the measurement configuration is unaware of other UEs, it can only perform measurement base on its own serving cell configuration. There is no room for misunderstanding.	Comment by QC (Umesh): OK. Thanks.

	srs-ResourceConfig
SRS resources to be used for CLI measurements.

	rssi-ResourceConfig
CLI-RSSI resources to be used for CLI measurements.



	MeasObjectCLI field descriptions

	cli-ResourceConfig
SRS and/or CLI-RSSI resource configuration for CLI measurement.



	SRS-ResourceConfigCLI field descriptions

	refBWP	Comment by QC (Umesh)-v1: The BWP ID may or may not correspond to the active BWP. Additionally, the actual BW for the CLI measurement is not dependent on this BWP ID. The only information that is derived from the BWP ID is the starting RB. Either this should be clafiried in fied description, or it is better to add starting RB directly instead.	Comment by ZTE-LiuJing: We understand the only information that is derived from the BWP ID is the lowest subcarrier of this BWP. By indicating the BWP ID, UE is able to derive this information based on the BWP generic configuration. It is unclear to us why starting RB is needed? 
In addition, if BWP ID is not current active BWP, in our understanding, the UE will stop measurement on the SRS resources configured in this MO.	Comment by QC (Umesh): In TS 38.211, both the starting RB and lowest subcarrier of the BWP are used. It should be clarified that even though the ref BWP is configured, based on TS 38.211, the reference point may not be based on lowest subcarrier of the ref BWP. See 38.211 6.4.1.4.3: If  the reference point for  is subcarrier 0 in common resource block 0, otherwise the reference point is the lowest subcarrier of the BWP. 

DL BWP id that is used to derive the reference point of the SRS resource (see TS 38.211[16], clause 6.4.1.4.3)

	refServCellIndex
The index of the serving cell that the refBWP belongs to.

	srs-SCS
Subcarrier spacing for SRS. Only the values 15, 30 kHz or 60 kHz (FR1), and 60 or 120 kHz (FR2) are applicable.



	RSSI-ResourceConfigCLI field descriptions

	nrofPRBs
Allowed size of the measurement BW. Only multiples of 4 are allowed. The smallest configurable number is the minimum of 4 and the width of the active DL BWP. If the configured value is larger than the width of the active DL BWP, the UE shall assume that the actual CLI-RSSI resource bandwidth is within the active DL BWP.

	nrofSymbols
Within a slot that is configured for CLI-RSSI measurement (see slotConfiguration), the UE measures the RSSI from startPosition to startPosition + nrofSymbols - 1. The configured CLI-RSSI resource does not exceed the slot boundary of the reference SCS. If the SCS of configured active DL BWP(s) is larger than the reference SCS, network configures startPosition and nrofSymbols such that the configured CLI-RSSI resource not to exceed the slot boundary corresponding to the configuredactive BWP SCS. If the reference SCS is larger than SCS of configuredactive DL BWP(s), network ensures startPosition and nrofSymbols are integer multiple of reference SCS divided by configuredactive BWP SCS.

	refServCellIndex
The index of the reference serving cell. Frequency reference point of the RSSI resource is subcarrier 0 of CRB0 of the reference serving cell.

	rssi-PeriodicityAndOffset-r16
[bookmark: _GoBack]Periodicity and slot offset for this CLI-RSSI resource. All values are in "number of slots". Value sl1 corresponds to a periodicity of 1 slot, value sl2 corresponds to a periodicity of 2 slots, and so on. For each periodicity the corresponding offset is given in number of slots.

	rssi-scs-r16
Reference subcarrier spacing for CLI-RSSI measurement. Only the values 15, 30 kHz or 60 kHz (FR1), and 60 or 120 kHz (FR2) are applicable.

	startPosition
OFDM symbol location of the CLI-RSSI resource within a slot.

	startPRB
Starting PRB index of the measurement bandwidth. For the case where the reference subcarrier spacing is smaller than subcarrier spacing of active DL BWP(s), network configures startPRB and nrofPRBs are as a multiple of active BW SCS divided by reference SCS.



