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1. Overall Description:

RAN2 recently agreed the following working assumption:
· The V field is supported in a SL-SCH MAC subheader at least for future extensibility.
On the one hand, when a MAC PDU is successfully decoded, the 
NR MAC entity needs to understand the cast type associated to the received MAC PDU e.g. to correctly perform packet filtering. On the other hand, the NR MAC entity may not correctly identify the associated cast type from the Layer-2 IDs included in the SL-SCH MAC subheader. 

Thus, RAN2 assumes that the V field in the SL-SCH MAC subheader can be used to explicitly indicate the cast type for NR sidelink, if such indication is not provided by physical layer signalling (e.g. SCI).

Regarding the indication to a cast type, RAN2 would like to ask RAN1 to respond to the following questions:

Q1: Will the corresponding cast type be indicated 
in SCI?

Q2: Does RAN1 has any concern if the MAC subheader indicates a cast type for NR sidelink?

2. Actions:

To RAN1 group
RAN2 respectfully requests RAN1 to take the above into account in the related work and provide their answers to the above questions.
3. Date of Next TSG-RAN2 Meetings:
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�There is no distinguish between TX and RX MAC entity. 


�We fail to understand the point of the comment from E///, the two are the same thing so why we need on the one/other hand for differentiation? The original text seems good to us.


�V field in LTE spec is not used to indciate cast types.


�We also support this sentence since the main reason for this LS is for RAN1/2 coordination.


�Not necessary to have a cast type field. Any explicit/implicit indication will work. 


�I understand this comes from meeting minutes, but wonder why RAN2 care about RAN1 impact? Or is the main intention is to ask if RAN1 has any concern if cast-type is included in MAC HD?





