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	Reason for change:
	In 36.306, for L2 and RAN4 feature, it is unclear whether the capablity applicable to EN-DC also applies to NGEN-DC, although it has been clarified in 36.331 as follows
reportCGI-NR-EN-DC
Indicates whether the UE supports Inter-RAT report CGI procedure towards NR cell when it is configured with (NG)EN-DC.

reportCGI-NR-NoEN-DC
Indicates whether the UE supports Inter-RAT report CGI procedure towards NR cell when it is not configured with (NG)EN-DC.

inDeviceCoexInd-ENDC
Indicates whether the UE supports in-device coexistence indication for (NG)EN-DC operation. This field can be included only if inDeviceCoexInd is included. The UE supports inDeviceCoexInd-ENDC in the same duplexing modes as it supports inDeviceCoexInd.

supportedBandListEN-DC
Includes the NR bands supported by the UE in (NG)EN-DC. The field is included in case the parameter en-DC or ng-EN-DC is present and set to supported and not otherwise. The presence of this field also indicates that the UE can perform both NR SS-RSRP and SS-RSRQ measurement in the included NR band(s) as specified in TS 38.215 [89].

so this CR is to clarify the support of NGEN-DC for related IEs for L2 and RAN4 features in 36.306.

	
	

	Summary of change:
	Clarify the support of NGEN-DC and NE-DC in field description of related capabilities.

Impact analysis
Impacted 5G architecture options:
NGEN-DC, NE-DC

Impacted functionality:
UE capability

Inter-operability: 

1. If UE implements according to the CR and the network does not, there would be no inter-operabiity issue if the network is implemented according to 36.331;
2. If the network implements according to the CR and the UE does not, , there would be no inter-operabiity issue if the network is implemented according to 36.331.

	
	

	Consequences if not approved:
	The current issue remains, i.e., it is unclear whether the UE supporting NGEN-DC can indicate the support of related L2 features.
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This parameter defines whether the UE supports in-device coexistence indication for (NG)EN-DC operation as specified in TS 36.331 [5]. A UE that supports in-device coexistence indication for (NG)EN-DC operation shall also support in-device coexistence indication.
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Only applicable if the UE supports E-UTRA NR Dual Connectivity or NG-RAN E-UTRA-NR Dual Connectivity. This field includes the supported NR bands as defined in TS 38.101-1 [33] and TS 38.101-2 [34]. The presence of this field also indicates that the UE can perform both NR SS-RSRP and SS-RSRQ measurement in the included NR band(s) as specified in TS 38.215 [36].
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