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	Reason for change:
	1. It is not clear whether IMS voice over split bearer is supported for NGEN-DC
2. Align description for ims-VoiceOverNR-PDCP-SCG-Bearer-r15 and ims-VoNR-PDCP-SCG-NGENDC-r15 with the description in 36.331.

	
	

	Summary of change:
	1. Clarify IMS voice over split bearer is not supported for NGEN-DC
2. Align description for ims-VoiceOverNR-PDCP-SCG-Bearer-r15 and ims-VoNR-PDCP-SCG-NGENDC-r15 with the description in 36.331.

Impact analysis
Impacted 5G architecture options: 
NGEN-DC

Impacted functionality: 
IMS voice

Inter-operability:
No inter-operability issue is foreseen.

	
	

	Consequences if not approved:
	1. [bookmark: _GoBack]The UE is required to support IMS voice over split bearer for NGEN-DC.
2. Description for ims-VoiceOverNR-PDCP-SCG-Bearer-r15 and ims-VoNR-PDCP-SCG-NGENDC-r15 is not aligned with the description in 36.331
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[bookmark: _Toc29241047][bookmark: _Toc37152516][bookmark: _Toc37236433]4.3.1A	NR PDCP Parameters
NR PDCP capabilities: the definition of rohc-Profiles-r15, rohc-ContextMaxSessions-r15, rohc-ProfilesUL-Only-r15, rohc-ContextContinue-r15, outOfOrderDelivery-r15 and sn-SizeLo-r15 are the same as supportedROHC-Profiles, maxNumberROHC-ContextSessions, uplinkOnlyROHC-Profiles, continueROHC-Context, outOfOrderDelivery and shortSN defined in TS 38.306 [32].
IMSims-VoiceOverNR-PDCP-MCG-Bearer-r15 indicates whether the UE supports IMS voice over NR PDCP withfor only MCG RLC bearer.
IMSims-VoiceOverNR-PDCP-SCG-Bearer-r15 indicates whether the UE supports IMS voice over NR PDCP withfor only SCG RLC bearer when configured with EN-DC.
ims-VoNR-PDCP-SCG-NGENDC-r15 indicates whether the UE supports IMS voice over NR PDCP with only SCG RLC bearer when configured with NGEN-DC.
NOTE:	In this release of specification, IMS voice over split bearer is not supported for (NG)EN-DC.

