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Impact analysis
 
Impacted functionality: UE capability
		 
Inter-operability: 
There is no interoperability issues of this CR.

	
	

	Consequences if not approved:
	It remains ambiguous what ROHC profiles an IMS voice capable UE shall support. For some features it remains ambiguous whether they are optional or mandatory.

	
	

	Clauses affected:
	[bookmark: _GoBack]4.2.4, 6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc12750914][bookmark: _Toc29382279][bookmark: _Toc37093396][bookmark: _Toc37298524][bookmark: _Toc29245181]<Start of modified section>
[bookmark: _Toc37093370][bookmark: _Toc29382253][bookmark: _Toc12750889]4.2.4	PDCP Parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF

	continueROHC-Context
Defines whether the UE supports ROHC context continuation operation where the UE does not reset the current ROHC context upon PDCP re-establishment, as specified in TS 38.323 [16].
	UE
	No
	No

	maxNumberROHC-ContextSessions
Defines the maximum number of header compression context sessions supported by the UE, excluding context sessions that leave all headers uncompressed.
	UE
	No
	No

	outOfOrderDelivery
Indicates whether UE supports out of order delivery of data to upper layers by PDCP.
	UE
	No
	No

	pdcp-DuplicationMCG-OrSCG-DRB
Indicates whether the UE supports CA-based PDCP duplication over MCG or SCG DRB as specified in TS 38.323 [16].
	UE
	No
	No

	pdcp-DuplicationSplitDRB
Indicates whether the UE supports PDCP duplication over split DRB as specified in TS 38.323 [16].
	UE
	No
	No

	pdcp-DuplicationSplitSRB
Indicates whether the UE supports PDCP duplication over split SRB1/2 as specified in TS 38.323 [16].
	UE
	No
	No

	pdcp-DuplicationSRB
Indicates whether the UE supports CA-based PDCP duplication over SRB1/2 and/or, if EN-DC is supported, SRB3 as specified in TS 38.323 [16].
	UE
	No
	No

	shortSN
Indicates whether the UE supports 12 bit length of PDCP sequence number.
	UE
	Yes
	No

	supportedROHC-Profiles
Defines which ROHC profiles from the list below are supported by the UE:
-	0x0000 ROHC No compression (RFC 5795)
-	0x0001 ROHC RTP/UDP/IP (RFC 3095, RFC 4815)
-	0x0002 ROHC UDP/IP (RFC 3095, RFC 4815)
-	0x0003 ROHC ESP/IP (RFC 3095, RFC 4815)
-	0x0004 ROHC IP (RFC 3843, RFC 4815)
-	0x0006 ROHC TCP/IP (RFC 6846)
-	0x0101 ROHC RTP/UDP/IP (RFC 5225)
-	0x0102 ROHC UDP/IP (RFC 5225)
-	0x0103 ROHC ESP/IP (RFC 5225)
-	0x0104 ROHC IP (RFC 5225)
A UE that supports one or more of the listed ROHC profiles shall support ROHC profile 0x0000 ROHC uncompressed (RFC 5795).
An IMS voice capable UE shall indicate support of ROHC profiles 0x0000, 0x0001, 0x0002 and be able to compress and decompress headers of PDCP SDUs at a PDCP SDU rate corresponding to supported IMS voice codecs.
	UE
	No
	No

	uplinkOnlyROHC-Profiles
Indicates the ROHC profile(s) that are supported in uplink-only ROHC operation by the UE.
-	0x0006 ROHC TCP (RFC 6846)
A UE that supports uplink-only ROHC profile(s) shall support ROHC profile 0x0000 ROHC uncompressed (RFC 5795).
	UE
	No
	No



<End of modified section>
<Start of modified section>
6	Conditionally mandatory features without UE radio access capability parameters
	Features
	Condition

	Skipping UL configured grant if no data to transmit.
	Either configuredUL-GrantType1 or configuredUL-GrantType2 is supported.

	Downlink SDAP header
	Either NAS reflective QoS or as-ReflectiveQoS is supported.

	IMS emergency call
	It is mandatory to support IMS emergency call for UEs which are IMS voice capable in NR.



<End of modified section>

