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6.3.2	Radio resource control information elements
<Start of modification 1>
–	MAC-CellGroupConfig
The IE MAC-CellGroupConfig is used to configure MAC parameters for a cell group, including DRX.
MAC-CellGroupConfig information element
-- ASN1START
-- TAG-MAC-CELLGROUPCONFIG-START

MAC-CellGroupConfig ::=             SEQUENCE {
    drx-Config                          SetupRelease { DRX-Config }                                     OPTIONAL,   -- Need M
    schedulingRequestConfig             SchedulingRequestConfig                                         OPTIONAL,   -- Need M
    bsr-Config                          BSR-Config                                                      OPTIONAL,   -- Need M
    tag-Config                          TAG-Config                                                      OPTIONAL,   -- Need M
    phr-Config                          SetupRelease { PHR-Config }                                     OPTIONAL,   -- Need M
    skipUplinkTxDynamic                 BOOLEAN,
    ...,
    [[
    csi-Mask                                BOOLEAN                                                     OPTIONAL,   -- Need M
    dataInactivityTimer                     SetupRelease { DataInactivityTimer }                        OPTIONAL    -- Cond MCG-Only
    ]],
    [[
    usePreBSR-r16                       ENUMERATED {true}                                               OPTIONAL,    -- Need M
    lbt-FailureRecoveryConfig-r16       LBT-FailureRecoveryConfig-r16                                   OPTIONAL,    -- Need M
    schedulingRequestID-LBT-SCell-r16   SchedulingRequestId                                             OPTIONAL,    -- Need M
    lch-BasedPrioritization-r16         ENUMERATED {enabled}                                            OPTIONAL,    -- Need R
    schedulingRequestID-BFR-SCell-r16   SchedulingRequestId                                             OPTIONAL,    -- Need R
	mpe-P-MPR-Config 		           	SetupRelease { MPE-Config }                     					OPTIONAL     -- Need M
    ]]
}
[bookmark: _GoBack]
DataInactivityTimer ::=         ENUMERATED {s1, s2, s3, s5, s7, s10, s15, s20, s40, s50, s60, s80, s100, s120, s150, s180}

-- TAG-MAC-CELLGROUPCONFIG-STOP
-- ASN1STOP

	MAC-CellGroupConfig field descriptions

	usePreBSR
If set to true, the MAC entity of the IAB-MT will activate the pre-BSR.

	csi-Mask
If set to true, the UE limits CSI reports to the on-duration period of the DRX cycle, see TS 38.321 [3].

	dataInactivityTimer
Releases the RRC connection upon data inactivity as specified in clause 5.3.8.5 and in TS 38.321 [3]. Value s1 corresponds to 1 second, value s2 corresponds to 2 seconds, and so on.

	drx-Config
Used to configure DRX as specified in TS 38.321 [3].

	lch-BasedPrioritization
If this field is present, the UE is configured with prioritization between overlapping grants and between scheduling request and overlapping grants based on LCH priority, see see TS 38.321 [3].
    Editor's Note: It is FFS whether SR/data prioritization can be a separate configurable parameter from data/data prioritization.

	mpe-P-MPR-Config
Configures FR2 MPE P-MPR reporting, as specified in TS 38.321 [3].

	schedulingRequestID-BFR-SCell
If present, it indicates the scheduling request configuration applicable for BFR on SCell, as specified in TS 38.321 [3].

	schedulingRequestID-LBT-SCell
Indicates the scheduling request configuration applicable for consistent uplink LBT recovery on SCell, as specified in TS 38.321 [3].

	skipUplinkTxDynamic
If set to true, the UE skips UL transmissions as described in TS 38.321 [3].



	Conditional Presence
	Explanation

	MCG-Only
	This field is optionally present, Need M, for the MAC-CellGroupConfig of the MCG. It is absent otherwise.


<End of modification 1>


<Start of modification 2>
The IE MPE-P-MPR-Config is used to configure parameters for MPE reporting.
MPE-Config information element
-- ASN1START
-- TAG-MPE-CONFIG-START

MPE-Config ::=                      SEQUENCE {
    mpe-threshold            			INTEGER (0..7) , 	Comment by Nokia, Nokia Shanghai Bell: These are not decided values: Better use something more generic. Since RAN4 is currently discussing 2 vs. 3 bits, we could use. INTEGER (0..7) for now to cover both cases.
    ...
}

-- TAG-MPE-CONFIG-STOP
-- ASN1STOP

	MPE-Config field descriptions

	mpe-ProhibitTimer
Value in number of subframes for MPE reporting as specified in TS 38.321 [3]. Value sf0 corresponds to 0 subframe, value sf100 corresponds to 100 subframes, and so on.

	mpe-threshold            
Value of the P-MPR threshold in dB for reporting FR2 MPE P-MPR, as specified in TS 38.321 [3].



<End of modification 2>
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–	MAC-Parameters
The IE MAC-Parameters is used to convey capabilities related to MAC.
MAC-Parameters information element
-- ASN1START
-- TAG-MAC-PARAMETERS-START

MAC-Parameters ::= SEQUENCE {
    mac-ParametersCommon            MAC-ParametersCommon        OPTIONAL,
    mac-ParametersXDD-Diff          MAC-ParametersXDD-Diff      OPTIONAL
}

MAC-ParametersCommon ::=    SEQUENCE {
    lcp-Restriction                 ENUMERATED {supported}      OPTIONAL,
    dummy                           ENUMERATED {supported}      OPTIONAL,
    lch-ToSCellRestriction          ENUMERATED {supported}      OPTIONAL,
    ...,
    [[
    recommendedBitRate              ENUMERATED {supported}      OPTIONAL,
    recommendedBitRateQuery         ENUMERATED {supported}      OPTIONAL
    ]],
    [[
    recommendedBitRateMultiplier-r16 ENUMERATED {supported}     OPTIONAL
    ]]
}

MAC-ParametersXDD-Diff ::=  SEQUENCE {
    skipUplinkTxDynamic             ENUMERATED {supported}     OPTIONAL,
    logicalChannelSR-DelayTimer     ENUMERATED {supported}     OPTIONAL,
    longDRX-Cycle                   ENUMERATED {supported}     OPTIONAL,
    shortDRX-Cycle                  ENUMERATED {supported}     OPTIONAL,
    multipleSR-Configurations       ENUMERATED {supported}     OPTIONAL,
    multipleConfiguredGrants    ENUMERATED {supported}         OPTIONAL,
    ... ,
    [[
    p-MPR-Reporting     	    ENUMERATED {supported}     OPTIONAL
    ]]
}

-- TAG-MAC-PARAMETERS-STOP
-- ASN1STOP

<End of modification 3>

