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Beginning of changes
[bookmark: _Toc20688872]4.3.4	Physical layer parameters
/unchanged parts are omitted/
[bookmark: _Toc20688943]4.3.4.y	virtualCellID-BasicSRS-r16
This field indicates whether the UE supports virtual cell ID for basic SRS symbol(s).
4.3.4.z	addSRS-r16
Presence of this field indicates the UE supports the additional SRS symbol(s) within the normal UL subframes in TDD as described in TS 36.213 [23]. 
4.3.4.z.1	addSRS-1T2R-r16
Indicates whether the UE supports selecting one antenna among two antennas to transmit additional SRS symbol(s) for the corresponding band of the band combination as described in TS 36.213 [23]. This field can be included only if addSRS-r16 is included.
4.3.4.z.2	addSRS-1T4R-r16
Indicates whether the UE supports selecting one antenna among four antennas to transmit additional SRS symbol(s) for the corresponding band of the band combination as described in TS 36.213 [23]. This field can be included only if addSRS-r16 is included.
4.3.4.z.3	addSRS-2T4R-2Pairs-r16
Indicates whether the UE supports selecting one antenna pair between two antenna pairs to transmit additional SRS symbol(s) simultaneously for the corresponding band of the band combination as described in TS 36.213 [23]. This field can be included only if addSRS-r16 is included.
4.3.4.z.4	addSRS-2T4R-3Pairs-r16
Indicates whether the UE supports selecting one antenna pair among three antenna pairs to transmit additional SRS symbol(s) simultaneously for the corresponding band of the band combination as described in TS 36.213 [23]. This field can be included only if addSRS-r16 is included.
4.3.4.z.5	addSRS-AntennaSwitching-r16
Indicates the antenna switching capabilities for additional SRS symbol(s). This field can be included only if addSRS-r16 is included.
If signalled in addSRS, value useLegacy indicates the antenna switching capabilities for additional SRS symbol(s) for a band of band combination for which the capability is not signalled in bandParameterList-v16xy is the same as indicated by bandParameterList-v1380 and/or bandParameterList-v1530 for the concerned band of band combination.
If signalled in bandParameterList-v16xy, the field indicates the antenna switching capabilities for additional SRS symbol(s) for the concerned band of band combination.
4.3.4.z.6	addSRS-CarrierSwitching-r16
Indicates the carrier switching capabilities for additional SRS symbol(s). This field can be included only if addSRS-r16 and srs-CapabilityPerBandPairList-r14 are included.
If signalled in addSRS, the field indicates whether carrier switching is supported for additional SRS symbol(s) for all band pairs of band combinations for which UE supports SRS carrier switching. If signalled in addSRS, the field in bandParameterList-v16xy is not signalled.
If signalled in bandParameterList-v16xy, the field indicates whether carrier switching is supported for additional SRS symbol(s) for the concerned band pair of band combination. If signalled in bandParameterList-v16xy, the field in addSRS is not signalled.
4.3.4.z.7	addSRS-FrequencyHopping-r16
Indicates the frequency hopping capabilities for additional SRS symbol(s). This field can be included only if addSRS-r16 is included.
If signalled in addSRS, the field indicates whether frequency hopping is supported for additional SRS symbol(s) for all bands of band combinations for which the capability is not signalled in bandParameterList-v16xy.
If signalled in bandParameterList-v16xy, the field indicates whether frequency hopping is supported for additional SRS symbol(s) for the concerned band of band combination.
4.3.z.8	virtualCellID-AddSRS-r16
This field indicates whether the UE supports virtual cell ID for additional SRS symbol(s).
End of changes

