

	
3GPP TSG-RAN WG2 Meeting #112-e	R2-2010443
Electronic, 02nd – 13th Nov, 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.331
	CR
	2224
	rev
	-
	Current version:
	16.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction on sidelink capability transfer procedure

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	RAN WG2

	
	

	Work item code:
	5G_V2X_NRSL
	
	Date:
	2020-11-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
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	START OF CHANGE


[bookmark: _Toc52836894][bookmark: _Toc52837902][bookmark: _Toc53006542]5.8.9.2	Sidelink UE capability transfer
[bookmark: _Toc52836895][bookmark: _Toc52837903][bookmark: _Toc53006543]5.8.9.2.1	General
This clause describes how the UE compiles and transfers its sidelink UE capability information for unicast to the initiating UEanother UE.


Figure 5.8.9.2.1-1: Sidelink UE capability transfer
[bookmark: _Toc52836896][bookmark: _Toc52837904][bookmark: _Toc53006544]5.8.9.2.2	Initiation
The UE may initiate the sidelink UE capability transfer procedure upon indication from upper layer when it needs (additional) UE radio access capability information.
[bookmark: _Toc52836897][bookmark: _Toc52837905][bookmark: _Toc53006545]5.8.9.2.3	Actions related to transmission of the UECapabilityEnquirySidelink by the UE
When initiating the procedure, Tthe initiating UE shall set the contents of UECapabilityEnquirySidelink message as follows:
1>	include in UE radio access capabilities for sidelink within ue-CapabilityInformationSidelink, if needed;
NOTE:	It is up to initiating UE to decide whether ue-CapabilityInformationSidelink should be included.
1>	set frequencyBandListFilterSidelink to include frequency bands for which the peer UE is requested to provide supported bands and band combinations;
1>	submit the UECapabilityEnquirySidelink message to lower layers for transmission.
<Unchanged texts omitted>
	END OF CHANGE
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