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	Reason for change:
	R4-2012291 asks RAN1 and RAN2 to increase the number of configurable CSI-RS resources per MO from 96 to 192 (only for the case when CSI-RS is configured with associated SSB).
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· Name: increasedNumberofCSIRSPerMO-r16
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6.3.3
UE capability information elements
<<<Unchanged Parts Omitted >>>
–
MeasAndMobParameters
The IE MeasAndMobParameters is used to convey UE capabilities related to measurements for radio resource management (RRM), radio link monitoring (RLM) and mobility (e.g. handover).

MeasAndMobParameters information element

-- ASN1START

-- TAG-MEASANDMOBPARAMETERS-START

MeasAndMobParameters ::=                    SEQUENCE {

    measAndMobParametersCommon              MeasAndMobParametersCommon              OPTIONAL,

    measAndMobParametersXDD-Diff                MeasAndMobParametersXDD-Diff        OPTIONAL,

    measAndMobParametersFRX-Diff                MeasAndMobParametersFRX-Diff        OPTIONAL
}

MeasAndMobParametersCommon ::=          SEQUENCE {

    supportedGapPattern                     BIT STRING (SIZE (22))                  OPTIONAL,

    ssb-RLM                                 ENUMERATED {supported}                  OPTIONAL,

    ssb-AndCSI-RS-RLM                       ENUMERATED {supported}                  OPTIONAL,

    ...,

    [[

    eventB-MeasAndReport                    ENUMERATED {supported}                  OPTIONAL,

    handoverFDD-TDD                         ENUMERATED {supported}                  OPTIONAL,

    eutra-CGI-Reporting                     ENUMERATED {supported}                  OPTIONAL,

    nr-CGI-Reporting                        ENUMERATED {supported}                  OPTIONAL
    ]],

    [[

    independentGapConfig                    ENUMERATED {supported}                  OPTIONAL,

    periodicEUTRA-MeasAndReport             ENUMERATED {supported}                  OPTIONAL,

    handoverFR1-FR2                         ENUMERATED {supported}                  OPTIONAL,

    maxNumberCSI-RS-RRM-RS-SINR             ENUMERATED {n4, n8, n16, n32, n64, n96} OPTIONAL
    ]],

    [[

    nr-CGI-Reporting-ENDC                   ENUMERATED {supported}                  OPTIONAL
    ]],

    [[

    eutra-CGI-Reporting-NEDC                ENUMERATED {supported}                  OPTIONAL,

    eutra-CGI-Reporting-NRDC                ENUMERATED {supported}                  OPTIONAL,

    nr-CGI-Reporting-NEDC                   ENUMERATED {supported}                  OPTIONAL,

    nr-CGI-Reporting-NRDC                   ENUMERATED {supported}                  OPTIONAL
    ]],

    [[

    reportAddNeighMeasForPeriodic-r16       ENUMERATED {supported}                  OPTIONAL,

    condHandoverParametersCommon-r16        SEQUENCE {

       condHandoverFDD-TDD-r16                  ENUMERATED {supported}              OPTIONAL,

       condHandoverFR1-FR2-r16                  ENUMERATED {supported}              OPTIONAL
    }                                                                               OPTIONAL,

    nr-NeedForGap-Reporting-r16             ENUMERATED {supported}                  OPTIONAL,

    supportedGapPattern-NRonly-r16          BIT STRING (SIZE (10))                  OPTIONAL,

    supportedGapPattern-NRonly-NEDC-r16     ENUMERATED {supported}                  OPTIONAL,

    maxNumberCLI-RSSI-r16                   ENUMERATED {n8, n16, n32, n64}          OPTIONAL,

    maxNumberCLI-SRS-RSRP-r16               ENUMERATED {n4, n8, n16, n32}           OPTIONAL,

    maxNumberPerSlotCLI-SRS-RSRP-r16        ENUMERATED {n2, n4, n8}                 OPTIONAL,

    mfbi-IAB-r16                            ENUMERATED {supported}                  OPTIONAL,

    multipleNS-And-Pmax-IAB-r16             ENUMERATED {supported}                  OPTIONAL,

    nr-CGI-Reporting-NPN-r16                ENUMERATED {supported}                  OPTIONAL,

    idleInactiveEUTRA-MeasReport-r16        ENUMERATED {supported}                  OPTIONAL,

    idleInactive-ValidityArea-r16           ENUMERATED {supported}                  OPTIONAL,
    eutra-AutonomousGaps-r16                ENUMERATED {supported}                  OPTIONAL,

    eutra-AutonomousGaps-NEDC-r16           ENUMERATED {supported}                  OPTIONAL,

    eutra-AutonomousGaps-NRDC-r16           ENUMERATED {supported}                  OPTIONAL,

    pcellT312-r16                           ENUMERATED {supported}                  OPTIONAL,

    supportedGapPattern-r16                 BIT STRING (SIZE (2))                   OPTIONAL
    ]],
    [[
    increasedNumberofCSIRSPerMO-r16         ENUMERATED {supported}                  OPTIONAL
    ]]
}

MeasAndMobParametersXDD-Diff ::=        SEQUENCE {

    intraAndInterF-MeasAndReport            ENUMERATED {supported}                  OPTIONAL,

    eventA-MeasAndReport                    ENUMERATED {supported}                  OPTIONAL,

    ...,

    [[

    handoverInterF                          ENUMERATED {supported}                  OPTIONAL,

    handoverLTE-EPC                         ENUMERATED {supported}                  OPTIONAL,

    handoverLTE-5GC                         ENUMERATED {supported}                  OPTIONAL
    ]],

    [[

    sftd-MeasNR-Neigh                       ENUMERATED {supported}                  OPTIONAL,

    sftd-MeasNR-Neigh-DRX                   ENUMERATED {supported}                  OPTIONAL
    ]],

    [[

    handoverUTRA-FDD-r16                    ENUMERATED {supported}                  OPTIONAL
    ]]

}

MeasAndMobParametersFRX-Diff ::=            SEQUENCE {

    ss-SINR-Meas                                ENUMERATED {supported}              OPTIONAL,

    csi-RSRP-AndRSRQ-MeasWithSSB                ENUMERATED {supported}              OPTIONAL,

    csi-RSRP-AndRSRQ-MeasWithoutSSB             ENUMERATED {supported}              OPTIONAL,

    csi-SINR-Meas                               ENUMERATED {supported}              OPTIONAL,

    csi-RS-RLM                                  ENUMERATED {supported}              OPTIONAL,

    ...,

    [[

    handoverInterF                              ENUMERATED {supported}              OPTIONAL,

    handoverLTE-EPC                             ENUMERATED {supported}              OPTIONAL,

    handoverLTE-5GC                             ENUMERATED {supported}              OPTIONAL
    ]],

    [[

    maxNumberResource-CSI-RS-RLM                ENUMERATED {n2, n4, n6, n8}         OPTIONAL
    ]],

    [[

    simultaneousRxDataSSB-DiffNumerology        ENUMERATED {supported}              OPTIONAL
    ]],

    [[

    nr-AutonomousGaps-r16                       ENUMERATED {supported}              OPTIONAL,

    nr-AutonomousGaps-ENDC-r16                  ENUMERATED {supported}              OPTIONAL,

    nr-AutonomousGaps-NEDC-r16                  ENUMERATED {supported}              OPTIONAL,

    nr-AutonomousGaps-NRDC-r16                  ENUMERATED {supported}              OPTIONAL,

    handoverUTRA-FDD-r16                        ENUMERATED {supported}              OPTIONAL,

    cli-RSSI-Meas-r16                           ENUMERATED {supported}              OPTIONAL,

    cli-SRS-RSRP-Meas-r16                       ENUMERATED {supported}              OPTIONAL,

    interFrequencyMeas-Nogap-r16                ENUMERATED {supported}              OPTIONAL,

    simultaneousRxDataSSB-DiffNumerology-Inter-r16  ENUMERATED {supported}          OPTIONAL,

    idleInactiveNR-MeasReport-r16               ENUMERATED {supported}              OPTIONAL,
    -- R4 6-2: Support of beam level Early Measurement Reporting
    idleInactiveNR-MeasBeamReport-r16           ENUMERATED {supported}              OPTIONAL
    ]]

}

-- TAG-MEASANDMOBPARAMETERS-STOP

-- ASN1STOP
